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Receptacles

Features and Benefits

» Accu-Pak™ Box Connectors ensure reliable &\
PCB-to-PCB, PCB-to-Component and PCB-to .‘\ \\% "
Lead Wire interconnections. g »,\Q\% )

» They come with top- or bottom-entry configu- ’ ik “:T: 3
rations. 9y RN . \

 They mate easily with square, round, and ;\3 4% 'ﬁi\'\,\*"‘i ‘ : AN ! \%
rectangular terminals and posts, and are auto é\& s ® . \ : L\ -
insertable. e \ W .. \ii

» Our Box Connectors feature non-destructive il A W 2 w \\‘;\;} '
beam motion, built-in overstress barriers and A N % \*-: .
offer regular or high retention force configura- N .:.»\\;\_\ ;q‘; ' \\s\k
tions. v ._:;-'\\';.k ‘hl‘ ( \ 4

« Zierick’s exclusive Accu-Pak™ spring techno- i . e \\h
logy ensures predictable mating forces with s\ \Y
ample stored energy. \C\\Y' ' :

e Accu-Pak™ Connectors are highly resistant to \a(l.
permanent deformation even when misalig- \
ned.

plugging or taping operations are also eliminated. The
Produkt Discription TapeResist film is precision-applied via an exclusive
Some of Zierick’s Accu-Pak™ connector line now stamping process which eliminates the secondary

feature optional technology to prevent solder from wi-  processing needed with selective plating.
cking onto the internal contact areas during the wave

solder process. Zierick’s TapeResist solder masking TapeResist connectors are applied to the PCB and
technology is a remarkable advancement for PCB as- processed in the exact same manner as standard
sembly as it utilizes pre-applied 0.001* (0.03mm) thick  connectors. Once the terminal is placed and soldered,
polyester film as the solder resist agent. the TapeResist film remains in place.

TapeResist allows stamped connectors to withstand There is no need for specialized preparation or
internal solder wicking without the need for expensi- cleaning with TapeResist connectors.

ve, non solderable selective plated finishes. Secondary

Zierick Box Connectors

with pre-applied TapeResist

are inserted in the PCB as usual.
After soldering, the Tape Resist™
remains in place.

The 0.001" (0.03mm)
thick film resists solder
during PCB assembly.

TapeResist is pre-applied to
Zierick receptacles through a
proprietary manufacturing
process to prevent solder
wicking problems.




0.025" (0.64mm) Box Receptacles - Bottom Entry

Part Number 6100

.065 [1.65] — Loose Part No. N/A
Reeled Part No. 6100
.215 [5.48] Mating Terminal Size 0.025" (0.64mm) Rd. or Sq.
.025 [0.84] .
' F Mounting Type Outward Splay
1 — Material Thickness / Type | 0.008" (0.20mm) Phosphor Bronze
Standard Finish 100% Tin over Copper
15 [2.92] 1 1 Mating Type Vertical
1 L Mating Entry Bottom
Current Rati 3 Amperes
.030 [D.78] ——»= ™ =
Typical PCB Geometry Resistance Rating 10mOhm Max
PCE Thickness Plus 100 Tem perature Rating -65°to105°C
o | omie 254
068 [1.73] /J_[ Insertion Force- Max. Application Dependent / Submit Mating
'1: _[:\] AT Terminal Sample to Factory
J_@ 00 \ kfk\ _f Withdrawal Force-Max. | Application Dependent/ Submit Mating
Eos | Terminal Sample to Factory

—
058 [1.47] - Fﬁ Applicator System Model 9700, 9700 XY

.

@ 064/ 068 16311 73]

0.025" (0.64mm) Box Receptacles - Top Entry

Part Number 6101
Typical PCB Geometry Loose Part No. N/A
PCE ThicknessPlus 100 Reeled Part No. 6101
031 (79 [254]
] Mating Terminal Size 0.025" (0.64mm) Rd. or Sg.
-058 [1.47] | DSR40 MM Mounting Type Outward Splay
e Material Thickness / Type |0.008" (0.20mm) Phosphor Brorze
L0886 [1.73] < Standard Finish 100% Tin over Copper
—*7 f Mating Type Vertical
K Mating Entry Top
& 06d) 063 [1 6371 73]
Current Rating 3 Amperes
.025 [0.64] ) N
l Resistance Rating 10mChm Max
T [ T i Tem perature Rating -B5° to 105°C
* ; ! Insertion Force-Max. Application Dependent/ Submit Mating
I _ Terminal Sample o Factory.
1 . 135 [3.43] n
+215 [5.46] MK P Withdrawal Force-Max. | Application Dependent / Submit Mating
; 1. Terminal Sample to Factory.
=] 1 .065 [1.65] -
1 HE Y] Applicator System Model 8700, 9700 XY
i I
.025 [0.64] 4
H H 15 [2.82]
—o | 030 [D.78]
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Bottom Entry 4 Beam Box Receptacles

Part Numbers 1062, 6062

Loose Part No. 1062
Reeled Part No. 6062

Ma ting Terminal Size 0.045" (1.14mm) and
0.060" (1.582mm) Rd. or Sqg.

Mounting Type QOutward Splay
S [o p— Material Thickness / Type | 0.010" (0.25mm) Phosphor Bronze
[0.78] Standard Finish Loose: 100% Tin over Copper
) Reeled: 100% Tin over Cop per
. Mating Type Vertical
i Mating Entry Bottom
.250 ‘ Mounting Hole Diameter |0.150" +0.003" (3.81mm +0.076mm)
[6.33] ¥ Current Rating 10 Amperes
L_l Resistance Rating 10mOhm Max
I Temperature Rating -685° o 105°C
I Insertion Force-Max. Application Dependent/ Submit Mating

Terminal Sample to Factory.

052 REF

[1.32] = = .045 -.050 | Withdrawal Force-Max. | Application Dependent / Submit Mating
’ L1-14-1.27] Terminal Sample to Factory.
Applicator System Reded: Model 9700, 9700 XY
Part Number 6062-101
|'_: 4:'-05] Loose Part No. N/A
Reeled Part No. 6062-101
TapeResist™ Optional
Mating Terminal Size 0.060" (1.52mm) Rd. or Sq.
0.095" i2.41mm) Rd. or Sq.
rﬂ“;’] Mounting Type Outward Splay
Material Thickness / Type | 0.010" (0.25mm) Phosphor Brorze
: Standard Finish Reeled: 100% Tin over Cop per
Mating Type Vertical
[;-.?] 230 Mating Entry Bottom
5.84
(5.8 Mounting Hole Diameter |0.150" £0.003" (3.81mm +0.076mm)
7 L i ‘//‘ Gurent Rating 10 Amperes
o 201 | hn?‘f_'_!;‘?;__k?ﬁg '2% o | Resistance Rating 10mOhm Max
‘Oetienal) Temperatwe Rating  |-65° 10 105°C
;__ 52 FEF Insertion Force-Max. Application Dependent / Submit Mating
I - -chfa_ |f|.32] Terminal Sample to Factory
- o Withdrawal Force-Max. | Application Dependent / Submit Mating
Terminal Sample to Factory
Applicator System Reeled: Model 9700, 9700 XY
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Bottom Entry 2 Beam Box Receptacles

e Part Numbers 1193, 6193, 1200, 6200

l Loose Part No. 1193 1200

|
oo . 140
.080 [2 .{]3] |-3. 56| Reeled Part No, 6193 6200
— ) ) TapeResist™ Optional (6198-TH)

! T Mating Terminal Size 0.025" to 0.095" 0.020" to 0.095"
(0.64mm to 2.41mm) Ad. orSq. | i0.51mmto 2. 41mm) Rd. or Sq.

DimA 0.200" {5.08mm) 0.250" (5.35mm)
Dim B 0.015" (0.38mm) 0.003" (0.07mm)
Mounting Type Dutward Splay

— ‘ . A IMaterial Thickness / Type |0.010" {0.25mm) Phosphor Bronze

—ste——0IM "B"

Standard Finish Loose: 100% Tin over Copper
Reeled: 100% Tin over Copper

Mating Type Vertical

Mating Entry Botton

Mounting Hole Diameter |0.150" +0,003" (3 81mm +0.076mm)

Current Rating 10 Amperes

Resistance Rating 10mObm Max

Temperature Rating -657t0105°C

Insertion Force-Max. Application Dependent / SubrmitMating Terminal Sarmple fo Factory.
Withdrawal Force-Max.  |Application Dependent / Submit Mating Terminal Sample to Factory.

Applicator System Loose: Comsult Factory
Reeled: Model 8700, 9700 XY

= .045 - 050

Top Entry 2 Beam Box Receptacles

Part Numbers 1187,6187

075 | Loose Part No, 187
[1.0] | Reeled PartNo. 6187
- 1‘ = T Mating Terminal Size 0.025" (0.64mm) to 0.095" {2.41mm) Rd. or Sq.

. 180
[4.57]

Mounting Type Outward Splay
Material Thickness / Type (0.010" (0.25mm) Phesphor Bronze

8.51] | standard Finish Loose: 100% Tin over Copper
l Reeled: 100% Tin over Copper

Mating Type Vertical
Mating Entry Top

25 3417 i
l'. |J ] Ill |'I Mounting Hole Diameter |2 holes

045 (1,14 0.050" +0.003" (3.81mm +0.076mm) on
050 |1zelT M 0,130" +0.003" (3.302mm =0.003mm) centers

Current Rating 10 Amperes

. 140 Resistance Rating 10mOhm Max
[3.56] Temperature Rating =657 to 105°C

Insertion Force-Max, Application Dependent / Subrrit
Mating Terminal Sample to Factory.

Withdrawal Force-Max, |Application Dependent / Submit
Mating Terminal Sample to Factary,

-t 140 [3.56) Applicator System Loose; Consutt factory
Reeled: Model 9700,9700 XY
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Accu-Pak™ Tab Receptacles

Features and Benefits

Accu-Pak™ receptacles are
available in many geometries

They provide dependable
connectionsand exhibit
exceptional performance

The contact spring design
ensures predictable mating forces
and high resistance to permanent
deformation.

These receptacles mate easily with
standard male terminals, posts, and
blade or fuse type terminals.

They withstand repeated mating,
shock, vibration, and thermal
cyeling.

Optionsinclude Stable-Lok®
mounting.

PCB assembly can bedone
manually with Zierick hand tools,
or automatically with Zierick
semi- and fully-automated
applicat ors.

~

For highly repeatable PCB-to-PCB,
PCB-to-Component, PCB-to-Lead
Wire and auto fuse interconnec-
tions, Accu-Pak™ PCB mountable
receptacles of fer outstanding yet
economical performance. Vertical
and horizontal configurations are
easily accomplished.

Monoform congriction
allows modular, economical
COTMECHions

Cantilever spring technology
ensures predictable mati
forces with ample 2

energy. Advantages are
repeatability and resigance
todeformation.

Cut-outsminimize
solder wicking onto
internal contact
beams
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0.187" (4.75mm) Tab Receptacles

Part Numbers
.‘ 200 REF 1241,6241,1026,6026,1025,6025
5 ReF Loose Part No. 1241 1026 1025
[2.59] Reeled Part No. 6241 6006 6025
’ Mating Terminal Size 0.187" % 0.015" 0187" % 0.020" 0.187" x0.032"
(4.75mm % 0.38mm) | @.75mm x 0.51mm) | (475mmx 0.8 mm)
Tab Tab Tab

REF - - Mounting Type Outwiard or Inward Splay

220 Material Thickness / Type | 0.016" (0.41mm) Brass

[5.59] Standard Finish Loose: 100% Tin over Copper
 T— j e Reeled: 100% Tin over Copper
.140 [3.56] 270 by Mounting Hole Diameter |2 holes
Y fo.06] i 0.058" +0,008" (1.473mm +0.076mm) on

A i 0.200" +0.003" (5.08mm =0.076mm) centers
@ 048 L
“ i . Current Rating 15 Amperes
DIWPLE 150 [3.81] "‘l; L—.CSG Resistance Rating 10mOhm Max
P/N 1025 - .
P/N 5025 U U2 [Tanperatwe Ratig |65 togsec
P/N 8026 Applicator System Loose; ZPT1-A
a 208 - 224 Reeled: Model 9700, 9700 XY
[5.29 - 5.89]

0.205" (5.21mm) and 0.250" (6.35mm) Tab Receptacles

Part Numbers
1022,6022,103%7,6037,1123,6123

Loose Part No. 1022 1067 123
Reeled Part No. 6022 6037 6123
i Mating Terminal Size 0.250" x 0.032" 0.250"x 0.032" 0.250" x 0.025"

e ) (6.35mm x0.81rmm) | 6.35mm % 081 mm | (6:35mm x 0.63mm)

! ::'i Tab* Tin/Brass - Tab - Tin/Non-Brass -

250 ! ' H Low Insertion Force) | Relays o Fuses -
[0.3] 1 }I DualMultiple Mating
Ij:? e 0.205" x 0.032" 0205"x 0.032" 0.205" x 0,025"

[ (5.21mm x0.81rmm) | G.21mm % 081 mmi | (5.21rmm x 0.64mm)
15g Tab® Tin/Brass - Tab - TinMNon-Brass -
[z.81] I {Low Insertion Force) | Relays or Fuses -

_ I Dual/Multiple Mating
09
[z.29) | Mounting Type Outwiard or Inward Splay
Material Thickness / Type [0.016" (0.41mm) Brass
OB RBEF e -
[z.24] Standard Finish Loose: 100% Tin over Copper
Resled: 100% Tin over Copper
Mating Entry Top
Mounting Hole Diameter |0.058" +0.003" (1.4 3mm +0.076mm) on
0.200" +0,003" (5.08mm +0.076mm) centers
Current Rating 20 Amperes®
Resistance Rating 10mOhm Max
Temperature Rating -65° to B5°C
Applicator System Lonse; ZPTE1-A
Reeled: Mode 9700, 9700 XY

*With Brass Tab
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0.205" (5.21mm) and 0.250" (6.35mm) Tab Receptacles

Part Numbers 1154,6154,1225,6225

Loose Part No, 1154 1225
Reeled Part No. 6154 6225
(o Mating Terminal Size | 0.250" x 0.025" 0.250" x 0.032"
(6.35mm x 0.64mm) (6.35mm x 0.81mm)
Tab or Fuse Tab
o0 [a.81] 1 /.'f Inserfion Force-Max. 5.0 Ibs. (22 24N} 10.0 Ibs. (44 48Ny
051 - 080 an Withdrawal Force-Min 1.5 Ibs. (6.73N)
LT3 s Wounting Type Outward or Inward Splay
L;';’?J REF—h—e [f':w] FEF Material Thickness / Type | 0.016" (0.41mm) Brass

Standard Finish Locse: 100% Tin over Copper
Reeled: 100% Tin over Copper

Mating Entry Top

Typ. PCB Mig. Mounting Hole Diameter | 0.058" +0,003" (1.473mm +0.076mm) on

0.200" £0.003" (5.08mm +0.076mm) centers

Current Rating 20 Amperes (with Brass Tab)

Resistance Rating 10mOhm Max

Temperature Rating -65" to 85°C

Applicator System Loose: ZPT&1-A
Reeled: Model 9700, 8700 XY

*With Sted Tes Tab

Note Insertion/Extraction withdrawal forces may vary when using

commercial fuses.

Part Numbers 1093, 1090

l—— 202 REF =
[7.42]
J ——=T=T=—T] [grqgg] ™ oo b Loose Part No. 1093 1090
REF Mafing Terminal Size 0.250" x 0.032" 0.250" % 0.025"
(6.35mm x 0.81mm) (6.35mm x 0.64mm)
Tab Tab
0.205" w0.032" 0.206" x 0.025"
(5.21mm % 0.81mm) (5.21mm x 0.64mm)
Tab Tab
Insertion Force-Max. 10.0 Ibs. [44.48N)" 5.0 |bs. (22.24N)"

Withdrawal Force-Min,

2.0lbs. (8.90N}" 1.01b. (4 45N)

Mounting Type

Outward or Inward Splay

Mating Type

Horizontal

Material Thickness Type

0.016" (041mm) Brass

Standard Finish

Loose: 100% Tin over Copper

Mating Entry

Horizontal

Mounting Hole Diameter

2 holes

0.063" £0.003" (1.6mm +0.078mm) on
Optional use as ATC (Auto) fuse holder 0.500" +0.003" (12.7rmm +0.076mm) centers
Current Rating 20 Amperes
Resistance Rating 10mOhm Max
Temperature Rating -65° to B5°C
*With Steel Test Tab

714
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0.250” (6.35mm) Tab Receptacles

Part Numbers 983,984

T Loose Part No. 983 984
260 Reeled Part No. N/A N/A
(6. 60] IMating Terminal Size 0.250" x 0.016" 0.250" x 0.032"
' 6.35mm % 0.41mm) (6.35mm % 0.81mm)
Tin/Brass Male Tin/Brass Male
Mounting Type Outward or Inward Splay
OIWPLE
Material Thickness / Type | 0.015"(0.38mm) Brass
! Standard Finish 100% Tin over Copper
Iating Type Vertical
- 100 1 Iating Entry Top Side
s Wounting Hole Diameter | 2 holes
0.058° +0.003" (1.473mm =0.076mm) on
0.200" £0.005" {5.08mm £0.127mm) centers
U Current Rating 10 Amperes 15 Amperes
050 [1.27 12 -:2$- Resistance Rating 10mOhm Max
045 (104 0 M [z.8g] LVl
- Temperature Rating -65° to 85°C
Applicator System Consult Factory
Part Number 6120
e 424+, 005 Loose Part No. M/A
[10.77 +0.13] Reeled Part No. 6120
THIS END Q.Y Mating 0.250" % 0.032"
.220 Terminal Size (6.35mm x 0.81mm) Tin/Brass Mak and
5.54] Relays Dual/Multiple Matings
I 1 Mounting Type Qutward or Inward Splay
P | 457 Mating Type Horizontal
= ¥ [i.81] - "
I | Material 0.025" (0.64mm) Brass
L 140 — ] ¢ i Thickness / Type
.sg i = .560 — -
* I 1 [14.22] Standard Finish 100% Tin over Copper
l Mating Entry Horizontal
I N Mounting 2 holes
I Hole Diameter 0.0582° +£0.003° (1.32mm £0.076mm) on
a2 0.400" +0.005" (10.16mm +0.127mm) centers
10.77
- - Current Rating 25 Amperes
[I . |4] Resistance Rating | 20mOhm Max
B har Temperature Rating | -65° to 85°C
ﬂ o §: Applicator System | Maodel 9700, 9700 XY
LL Bending Toal: ZPT-1120BT
25 2,010
[3.18 +0.25]

Werner Wirth GmbH
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Universal Tab Receptacles

Features and Benefits

These Tab Receptacles provide
dependable connections and exhibit
exceptional performance.

Thecontact spring design ensures
predictable mating forces and
high resistance to permanent
deformation

These receptacles mate easily
with standard maleterminals
posts, and blade or fuse type

terminals.

They withstand repeated mating,
shock, vibration, and tem perature
cycling.

They feature Accu-Lok ™
mounting for maximum PCB
retention and solder joint

SRLEETCH: These A ccu-Pak™ PCBmountable  outstanding yet economical
PCB assembly can be done receptacles are of fered in many performance.

manually with Zierick hand geometries including vertical,

tools or automatically with horizontal, parallel, perpendicular

Zierick semi- and fully-automated and stacking PCB packaging

applicators. configurations. They offer

Universal Tab Receptacles can mate with
Tabs placed verticallyinto the tap
{orbottom of Bottom Entry Receprades),
or perpendicular to the PCB
between the two contact beams.

Retention of the A ccu-Lok ™ Sincethe unique design
to the PCB is accomplished of the Accu-Lok™
by a controlled splitti motnting leg is not a
and forming of the [ermin'ﬁ Press fit, it cauises no
leg duering insertion. damage or de formity
tothe PCBhdle.

24

Werner Wirth GmbH

Hellgrundweg 111 Tel +49 (0)40 752 491-0 info@wernerwirth.de
22525 Hamburg Fax +49 (0)40 752 491-91 www.wernerwirth.de WI RTH
Germany

PROJECT | CONNECT | PROTECT



Universal Tab Receptacles for
0.025" (0.64mm) and 0.032" (0.81mam) Thick Terminals

Part Numbers 1092,6092,
1092T-KT, 1274, 1274T, 6274
Loose Part No. 1082 1274
£ - 170 REF
08D REF— [+.12] Reeled Part No. 6092 6274
53] T Taped Part No. 1082T-KT 1274T
|l—-—| Maling Terminal Size 0.025" (0.64mm) 0.020" (0.51mm) and
L | | I and 0.032" (0.81mm) | 0.032" (0.81mm)
065 J‘ o) 185 REF - Mounting Type Split Leg Inward Splay
e ' [a.70] Material Thickness / Type| 0.016" (0.4 1mm) Brass
Standard Finish Loose: 100% Tin over Copper
—i='— — Reeled: 100% Tin over Copper
040 u} ! 5 Mating Entry Top and Horzontal
[1-e2] | B8] Mounting Hole Diameter | 2 holes
' 0.066° £0.003° (1.68mm +0.76mm) on
—f,_')‘ 0.134" £0.003" (3.40mm +0.76mm) centers
] q4— Current Rating 20 Amperes
l.'_' fb. |'| Resistance Rating 10mOhm Max
| Temperature Rating -65° t0 85°C
- L0853+, 002
[1.81 +0.05] | Applicator System Loose: ZPTE1-1092
L e —] o e Reeled: Model 9700, 9700 XY
[2.81] be 10— D147
[3.30]
Part Numbers 1290, 6290
) J— Loose Part No. 1280
[.os::;rp. REF L [4.32] Reeled Part No. 6290
i Mating Terminal Size 0.025"(0.64mm) and 0.032" (0.81mm)
TL Mounting Type Irward or Outward Splay
i Material Thickness / Type | 0.016" (0.41mm) Brass
‘CEST\_-;‘;/ .{-L\_/ L.‘I 5;]““ Standard Finish Loose: 100% Tin over Copper
[1.63] o Reeled: 100% Tin over Copper
~r 1 Mating Entry Top and Horizontal
D E I i Mounting Hole Diameter | 2 holes
- K ' .23 0.066" +0.003" {1.68mm +0.76mm ) on
! ' [5.84] 0.134" +0.003" (3.40mm +0.76mm) centers
u _ : y Gurrent Rating 20 Amperes
—v ¥ F - o Resistance Rating 10mOhm Max
o, i Temperature Rating -65° 10 85°C
-l ' 040 ; Applicator System Loose: ZPT81-1092
[-e2] L 083 Reeled: Model 9700, 9700 XY
L— ;C—J [1.81]
L1850 130 —]
3.81] |-,.I”-*}'|
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Universal Tab Receptacles for
0.025" (0.64mm) and 0.032" (0.81mm) Thick Terminals

Part Numbers
e 1118, 1118T, 6118, 1188, 6188
[4.32] Loose Part No. 1118 1188
Reeled Part No. 6118 6188
Taped Part No. 1118T YA
Ma ing Terminal Size 0.025" (0.64mm) and 0.015" {0.38mm) and
0.032" (0.81mm) 0.025" (0.64mm)
185 REF | Mounting Type Split Leg Outward Splay
(78] | Material Thickness / Type| 0.016" (0.41mm) Brass
Standard Finish Loose: 100% Tin over Copper
| T T Resled: 100% Tin over Copper
[.4| ?;02] . : . i : 23 Mafing Type Bottom and Horzontal
. .0 1 : -
[1.52] L i || e Mownting Hole Diameter | 2 holes
1 e l 0.066" £0.003" (1.68mm +0.76mm ) on
! — _1 o 0.134" +0.003° (3.40mm +0.76mm) centers
L 1
[3 1 152] 040 \ : Current Rating 20 Amperes
' 1.02
M [T 107 J Resistance Rating 10mOhm Max
<083 L‘: Temperahure Rating -65° to 85°C
kel 50 —m [1.81] — .058 =
r3.81] [1.47] Applicator System Loose: ZPT81-1082
S e o Reeled: Model 9700, 9700 XY
[3.30]
Part Numbers 1288, 6288
.080 TYP. REF Loose Part No. 1288
P- -57] Reeled Part o, 6288
Mafing Terminal Size 0.015" (0.38mm) and 0.025" (0.64mm)
Mownting Type Irward or Qutward Splay
Ma kerial Thickness / Type | 0.016" (0.41mm) Brass
Standard Finish Loose: 100% Tin over Cop per
— . 1ES AEF = Reeled: 100% Tin over Copper
(#.70] Mating Type Bottom and Horizontal
. —H Mounting Hole Diameter | 2 holes
] v 0.066" +0.003" (1.68mm +0.76mm) on
E b 0.134" £0.003" (3.40mm +0.76mm) centers
gao— |11 ' : IE'PS']"‘] Current Rating 20 Amperes
el L 1 At
Lol ] Resistance Rating 10mOhm Max
H e ' Temperature Rating -65° o 85°C
i | B T - Applicator System Loose: ZPT81-1092
| | L .060 135 Reeled: Model 9700, 9700 XY
| | [1.52] [3.47]
» b
—-} le—— L0B3
» [1.56]
- - 'bJ_ "l - |3
[3.81] [3.39]
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Universal Tab Receptacles for
0.025" (0.64mm) and 0.032" (0.81mm) Thick Terminals

L 150
[: &1]

{06 _TYP REF
[1.52]

Part Numbers 1299,6299

. Loose Part No. 1299

IJ _l‘ IJ"—{ 170 "_[-4'?;]_' Reeled Part No. 6208
\T 1—1 I—]- =] Mating Terminal Size 0.015" (0.38mm) and 0.025" (0.64mm)
R Lﬂ—-”l A'l 1 [m;’s] Mounting Type Split Leg Inward Splay

) — T Material Thickness / Type | 0.016" (0.41mm) Brass

i .‘;'1 ': ! L T Standard Finish Loose: 100% Tin over Copper
o [4.53] Reeled: 100% Tin over Copper

i : : Mating Type Bottom and Horizontal

e 1 i Mounting Hole Diameter | 2 holes

| ]|

063

[1.64]

L 130
[3.30]

0.086" +0.003" (1.88mm +0.76mm) on
0.134" +0.003" (3.40mm +0.76mm) centers

Gurrent Rating 20 Amperes
Resistance Rating 10mChm Max
Temperature Rating -65° to 85°C

Applicator System

Locse: ZPT81-1092
Reeled: Model 9700, 9700 XY

Recommended PCB Layouts for Universal Tab Receptacles

PCB Layout for Top and For Top PCB Layout for Bottom and
Horizontal Entry Mounting Entry Only Horizontal Entry Mounting
Horizontal Mating Optional use as
0.164 mini-fuse holder 0,164
| ‘.—.-t» (4.17) ‘<—>|~ (4.17)
: 0.070 0020 | & 0.070
0.51) {(1.78) {0.51) (1.78)
Edge of Edge of
Mating Tab PCB Cut-Out Mating Tab - PCB Cut-Out
g |+——0.040
(102 s {1.02)
N ; Typical for
Optional ATC
Clearance \! Typical for F;IOH ﬁ:]se :Sld Clearance \". 0.032
for Horizontal | %G;z (Auto) fuse holder for Bottom v (0.81)
Entry Mating Voo (0.81) i Entry Mating Mating Terminal
Terminal Mating Terminal Terminal
Top Entry Mating 0.164
Option 1 ‘ * =T (417)
:EU 070
PCB Gut-Oul (1.78)
i Typical Typical Typical
Option 2 | " PpCB Mating Lgferal ~Angular
ZB- -@-‘ Cut-Out Misalignment || Il Misalignment
+0.012 (0.30) || +10
0,066 0134
(1.68) (3.40)
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