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D-Sub Connector Series

Solder Pin - Straight

+ Stamped & Formed Contacts
* Machined Contacts
* Black or White Insulator

w7

High Profile

+ Stamped & Formed Contacts
« Extended Black Insulator
* Customized Pin lengths

* Machined Contacts
* Black Insulator

~
>y

Solder Pin - Angled Solder Pin - Angled

+ Stamped & Formed Contacts

&

» Stamped & Formed Contacts
» Machined Contacts
* Black Insulator

.

HD Solder Pin - Straight

+ Stamped & Formed Contacts
* Machined Contacts
+ Black or White Insulator

Produkt Discription
Technical Data

Material Specifications:
Insulator:

Shell:

Contacts:

Contact Plating:

Electrical Specifications:

Voltage Withstand:
Current Rating:
Machined Pins:
Contact Resistance:
Insulation Resistance:

Other Specifications:
Operating Temperature:
Quality Classes:

N
‘\_\f‘" €
- |
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+ Stamped & Formed Contacts
*» Extended Black Insulator
+ Customized Pin lengths

* Machined Contacts
+ Black Insulator

PBT, ULg4 V-0
Steel, Tin Plated, Plug with dimples
Copper Alloy

Selective Gold

1000 V AC, 1 minute

Stamped & Formed Pins: 2 Amp
3 Amp

1omQ) max.

1000MQ min.

- 55to +105°C
1- 500 mating cycles (Machined Pins)
3 - 100 mating cycles (Stamped & Formed Pins)

o
HD Solder Pin - Angled

+ Stamped & Formed Contacts

Stacked / Dual Port

*» Stamped & Formed Contacts
» Machined Contacts

» Black or White Insulator

= On request



D-Sub Connector Series

DD-Series — Straight D-Connectors

Material Specification:

Insulator: Glass filled Polyester, Black
UL94 V-0
Shell: Stamped Steel, Tin Plated
Contact pins: Copper Alloy, Machined pins ” 3
Contact Plating: Selective Gold over Nickel as standard ;

Class 3, 100 inserts min.
Class 1 or 2 on request

7.2mm footprint (Angled, RAM) available on request.
Size 50 available on request.

Plug connector Socket connector
c ol ¥
Pos. 1 " B - - ] _l//— Pos. 1
e - |
! Q00000000000 % ] f ' i ¢¢009¢¢¢¢00¢<{‘q T ¥
12.55 ; B 540000000004 } 54 o0 1256 | ’G |§ $0000000000¢ | e
— 3 —
2.5«0 05 - e 277 Typ @ 3,05£0.16 7_8410_05 - 2 TT Typ, @ 3,06:0,16
b G - - G -
e t - A -
- e 5072025 - = 5234025
- 10,90 -—11.16
g & | o m] 8 %ﬁ_.
,_,‘ % ! _9.' g~y =
- =430 = =430
0664025 = = 0.9920,25 = =
Size A B C D E F G
9 16,92 24,99 30,81 - 16,33 11,08 8,31
15 25,25 33,32 39,14 - 24,66 19,39 16,62
25 38,96 47,04 53,04 - 38,38 33,24 3047
37 55,25 63,50 69,32 - 54,84 49,86 4709
50" Available on request
Order Codes:
Plug Connector Straight PCB Mount Socket Connector Straight PCB Mount
09  2103-0100-01 DD09-MTBG 09  2103-0100-11 DD09-FTBG
15 2103-0100-02 DD15-MTBG 15 2103-0100-12 DD15-FTBG
25  2103-0100-03 DD25-MTBG 25  2103-0100-13 DD25-FTBG
37  2103-0100-04 DD37-MTBG 37  2103-0100-14 DD37-FTBG
50 2103-0100-05 DD50-MTBG 50 2103-0100-15 DD50-FTBG
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D-Sub Connector Series

‘
|

DD-Series — Angled D Connectors, 9.4mm
Material Specification:

Insulator: Glass filled Polyester, Black J
UL94 V-0 [ f |
Shell: Stamped Steel, Tin Plated J , I /
Contact pins Copper Alloy, Machined pins
Contact Plating: Selective Gold over Nickel as standard
Class 3, 100 inserts min.
Class 1 or 2 on request
7.2mm footprint (Angled, RAM) available on request.
Size 50 available on request.
Plug connector Socket connector
fe- L -l c
Pos. 1 N B o - B ~Pos. 1
S S : p4e
! r”\\‘ =T I 1'1% ﬂl\Ll
12.55 ,—E@—Q :eoooccoooeooooo‘}oo;:} Q] sfs 1255 i | Qld;:j:cl:\'c-l:\'c-lcIo@{;foqc?'o';‘«':-l:)'cﬁ(< j JQ 78
! I _— !
2.840,05 - 277 Typ @ 3,0520,16 ?_Bd-lﬂ)_ﬂﬁ | 277 Typ. \-03,0620,16
G - G -
- - E - - A e |
- = 5072025 = B23+0.25
- I—- 10,80 I1 18
] 1 '
| g .- |
O 28 -—-I—-—2.84
Size A B Cc D: (RBM) E F G
9 16,92 24,99 30,81 94 16,33 11,08 8,31
15 25,25 33,32 39,14 94 2466 19,39 16,62
25 38,96 47,04 53,04 9.4 38,38 33,24 3047
37 55,25 63,50 69,32 9.4 54,84 49,86 47,09
50* Available on request
Order Codes:

Plug Connector Angled 9.4mm (RBM)

09 2103-2200-01 DD09-MTBG-RBM
15 2103-2200-02 DD15-MTBG-RBM
25 2103-2200-03 DD25-MTBG-RBM
37 2103-2200-04 DD37-MTBG-RBM
50 On request

Werner Wirth GmbH
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Socket Connector Angled 9.4mm (RBM)

09 2103-2200-11 DD09-FTBG-RBM
15 2103-2200-12 DD15-FTBG-RBM
25 2103-2200-13 DD25-FTBG-REM
37 2103-2200-14 DD37-FTBG-RBM
50 On request
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D-Sub Connector Series

DRB-Series — Angled for PCB

Material Specification:
Insulator:

Glass filled Polyester, Black

UL94 V-0

Shell:

Conact pins:

Stamped & Formed Pins
Contact Plating:

Stamped Steel, Tin Plated
Copper Alloy

Class 3, 100 inserts min.
Selective Gold over Nickel

7.2mm footprint (DRA) available on request.

c

Plug connector

Socket connector

C

g 8
. 2000000000000 -‘;?_@‘_ + l.—;"-\‘i?-.pCICIDl:il:!l()l‘;‘lOCICJ{)IZZI | J
i #90000000000 ’;ﬁ 3 J @ $60000000000 j@
YT OO, I T T, %
e 2T TR 3 0,66 - 277 TyR, — @068
- E . - E
6231025 = 5,9740,25 — =
[} I D —
! ! [g|B]
' ' il
e 243030 +ﬁ- 2,84£0,33
Size A B C D E F
9 16,92 25,00 30,8 9,4 21,0+0,38 16,30
15 2525 33,30 39,2 9,4 21,0+0,38 24 .60
25 38,96 47,10 53,1 9,4 21,0+0,38 38,30
37 5542 63,50 69,4 9.4 21,0+£0,38 54,80
Order Codes:

Plug Connector DRB - 9,4mm

Socket Connector DRB - 9,4mm

09 2103-2100-01 DRB0S-MTBG-110 09 2103-2100-11 DRB09-FTBG-110
15 2103-2100-02 DRB15-MTBG-110 15 2103-2100-12 DRB15-FTBG-110
25 2103-2100-03 DRB25-MTBG-110 25 2103-2100-13 DRB25-FTBG-110
37 2103-2100-04 DRB37-MTBG-110 37 2103-2100-14 DRB37-FTBG-110

All parts are equipped with UNC 4-40 Hex screw and Snap-in Locks as standard.

Werner Wirth GmbH
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High Density D-Sub Connector Series
HDD-Series — DIP Solder (PCB-Type)

Material Specification:

Insulator: Glass filled Polyester, Black
uL94 V-0
Shell: Stamped Steel, Tin Plated
Contacts: Stamped & Formed Pins: Copper Alloy
100 inserts min. .
Machined Pins: Copper Alloy )
500 inserts min.
Contact Plating: Selective Gold over Nickel
Plug connector Socket connector
Pos. 1-. c c ~Pos. 1
] B B -
A E E
i — S < ;196£0.05 — = Z “ j 1962005
1256 836 |0 o o:ozca:ozo:ogozo:o:o"e‘* o 1255 790 | (0 | WESSEEESRSS
' ! L : &‘ = = 4_\—1_—{1 98£0,05 ! L &‘ pReeLeCeRY 5._\‘—1.9&0.05
o F .'-El 30540156 T F .'*E) 3.05+0.15
G J A __
12,55 1255
0.99:025 r—]—*: 0.99:025 @—*:
(I S Y. ¢ J_LWJ_I 6,2320,25
3.30 REF ! 13_?2_: L 4.8 REF. 830 REF ! _1::_?2,_: t 4,8 REF.
Size A B C = F G
HD15 16,33 2499 30,81 1,145 2,99 16,62
HD26 24 66 33,32 39,14 1,145 299 25,25
HD44 38,38 47.04 53,04 1,145 299 38,96
HD62 54,84 63,50 69,32 1,205 2,41 HONP0
Order Codes:
Plug Connector Stamped & Formed Socket Connector Stamped & Formed
15 2103-0300-01 HDD-15-M-TBS 15 2103-0300-11 HDD-15-F-TBS
26 2103-0300-02 HDD-26-M-TBS 26 2103-0300-12 HDD-26-F-TBS
44 2103-0300-03 HDD-44-M-TBS 44 2103-0300-13 HDD-44-F-TBS
62 2103-0300-04 HDD-62-M-TBS 62 2103-0300-14 HDD-62-F-TBS
Plug Connector Machined Contacts Socket Connector Machined Contacts
15 2103-0400-01 HDD-15-M-TBM 15 2103-0400-11 HDD-15-F-TBM
26 2103-0400-02 HDD-26-M-TBM 26 2103-0400-12 HDD-26-F-TBM
44 2103-0400-03 HDD-44-M-TBM 44 2103-0400-13 HDD-44-F-TBM
62 2103-0400-04 HDD-62-M-TBM 62 2103-0400-14 HDD-62-F-TBM
Werner Wirth GmbH w
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Mounting options - 21xx - Series

S N s U
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Option X (Standard) Option K Option J
3.05mm Holes Fixed Clinch Nuts Fixed Jackscrews
UNC 440 Thread UNC 440 Thread

Part No: x0000-00¢0-xx Part No: x00-xx¢1-xx Part No: x00e-xxx2-xx

—m 1
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[
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Option KJ Option BR Option BRJ
Jackscrews and Clinch Nuts Riveted Brackets Riveted Brackets & Jackscrews
UNC 4-40 Thread UNC 440 Thread UNC 440 Thread

Part No: 000¢-)00¢3-xx Part No: x000¢-30004-Xx% Part No: x00x-xxx8-xx

Series: Mounting Options Available:

DD Stamped & Formed, Straight X (Standard), K, J, KJ, BR, BRJ
DD Machined Pins, Straight X (Standard), K, J, KJ

DD Machined Pins, Angled X (Standard), K, J, KJ

HDD Stamped & Formed X (Standard), K, J, KJ, BR, BRJ
HDD Machined Pins X (Standard), K, J, KJ, BR, BRJ

How to order with mounting options:

Standard part: 2103-0100-01
With Option: "K” 2103-0101-01
With Option: "BR” 2103-0104-01

Werner Wirth GmbH w

Hellgrundweg 111 Tel +49 (0)40 752 491-0 info@wernerwirth.de
22525 Hamburg Fax +49 (0)40 752 491-91 www.wernerwirth.de WI RTH
Germany

PROJECT | CONNECT | PROTECT



D-Sub Connector Series

High Quality Machined Pins

Technical Data

Material Specifications:

Insulator: Self extinguishing TP, UL94 V-0
Shell: Steel, Tin Plated, Plug with dimples
Contacts: Copper Alloy

Contact Plating: Hard Gold plated over Nickel

Quality Class: Class 2 (standard) Other on request

Electrical Specifications:

Test Voltage: 1000 V
Working Voltage:
Standard Sub-D & IDC: 125V
High Density Sub-D: 60V
Current Rating:
Standard Sub-D: 5 Amp
IDC Connector: 1 Amp
High Density Sub-D: 3 Amp

Contact Resistance:

Max. 10mQ before strain
AR max. 10mQ after strain
DIN 41652, part 2 (MIL-C-24308)

Insulation Resistance:

< 5GQ

Clearance & Creepage distance:
Standard Sub-D:

High Density Sub-D:

Contact — contact > 1.0 mm
Contact — ground > 1.0 mm
Contact — contact > 0.6 mm
Contact — ground > 0.6 mm

Operating Temperature:

- 55 to +125°C

Quality Classes:

Werner Wirth GmbH

Hellgrundweg 111 Tel +49 (0)40 752 491-0
22525 Hamburg Fax +49 (0)40 752 491-91
Germany

1 — 500 mating cycles (0,8u Au)
2 — 200 mating cycles (0,2u Au)
S — 200 mating cycles (selective Au)

info@wernerwirth.de
www.wernerwirth.de
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D-Sub Connector Series

High Quality Machined Pins

Solder Pin - Straight

+* Stamped & Formed Contacts
+* Machined Contacts
* Black or White Insulator

Solder Pin - Angled

» Stamped & Formed Contacts
* Machined Contacts
= White Insulator

O HD Solder Pin - Straight

« Stamped & Formed Contacts
* Machined Contacts
* Black or White Insulator

HD Solder Pin - Angled

« Stamped & Formed Contacts
* Machined Contacts
« Black Insulator

Surface Mounted

* Stamped & Formed Contacts
* Machined Contacts
* White Insulator

Stacked / Dual Port

« Stamped & Formed Contacts
* Machined Contacts
« Black or White Insulator

3 ¢

SMD - Tape & REEL

+* Stamped & Formed Contacts
* Machined Contacts
* Black Insulator

D-Sub Filter Connectors

4 )

—_

Solder Pin - Straight

4 )

Solder Pin - Angled

* Filter Connectors are available in FP, FT & Plversions
* Filter Connectors are equipped with capacitors in ceramic material X7R

+ Standard value is 1000pF - but cther values can be supplied on request

+ All Insulators in UL 94 V-0 class Thermoplastic (TP)

D-Sub Combo Connectors

FP: Planar Filter Type
FT: Tubular Filter Type
PI: Pi Tubular Filter Type - On request

Solder Cup

* Class 2 (200 inserts) Standard
+ Other class on request

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

N
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* Class 2 (200 inserts) Standard
* Other class on request

-

4

info@wernerwirth.de
www.wernerwirth.de

-

* Class 2 (200 inserts) Standard
» Other class on request

WERNER
WIRTH
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Pneumatic contacts

+ Class 2 (200 inserts) Standard
+ Other class on request
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D-Sub Connector Series

High Quality Machined Pins

Solder pin Straight

Machined contacts

Tinned Shell as Standard

Class 2 connector pins as Standard
Other Plating and/or class on request.

Sosket conneclor
D -
I ! ol - | i "
{ A ) b C' o
o [O ...-J.:‘.-: @] G’ri = [O o;_»p,:,et; O}
1 : ! 1 e
O @31 | J 0 46 @31 |_ Je
U, S— - C -
L ’
r /R 7
l-Di I ': L | | ! \DI_
Size A ] (o] D = Size A B (55 D E
09 30.80 1240 2500 16.79 08.23 09 3080 1240 25.00 16.46 08.02
15 39.20 1240 33.30 2512 08.23 15 39.20 1240 33.30 2479 08.02
25 53.10 1240 47.00 38.84 08.23 25 53.10 12.40 47.00 38.50 08.02
37 69.50 1240 6350 5530 08.23 37 69.50 1240 63.50 54.96 08.02
50 67.00 1540 61.10 5268 10.95 50 67.00 1540 61.10 52.55 10.87
O Order Codes:
Plug Connector Socket Connector
09  3301-0200-01 DTS09-PY/2 09  3301-0200-11 DTS09-SY/2
15 3301-0200-02 DTS15-PY/2 15 3301-0200-12 DTS15-SY/2
25 3301-0200-03 DTS25-PY/2 25 3301-0200-13 DTS25-SY/2
37  3301-0200-04 DTS37-PY/2 37  3301-0200-14 DTS37-SY/2
50  3301-0200-05 DTS50-PY/2 50  3301-0200-15 DTS50-5Y/2
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D-Sub Connector Series

High Quality Machined Pins

90° Angled Solder Pin, 9.4 mm

Machined contacts

Tinned Shell as Standard

Class 2 connector pins as Standard
Other Plating and/or class on request.

Socket connector

A -
==
- @&
iy

Plug connector

gos | |20

Size A B C D = Size A B C D =
09 30.80 1240 25.00 16.79 08.23 09 30.80 1240 25.00 16.46 08.02
15 39.20 1240 33.30 2512 08.23 15 39.20 1240 33.30 2479 08.02
25 53.10 1240 4700 3884 08.23 25 5310 1240 47.00 38.50 08.02
37 69.50 1240 63.50 5530 08.23 37 69.50 1240 63.50 54.96 08.02
50 67.00 1540 61.10 5268 10.95 50 67.00 1540 61.10 5255 10.87
O Order Codes:
09  3301-0400-01 DTS09-PYC/2 09  3301-0400-11 DTS09-SYC/2
15  3301-0400-02 DTS15-PYC/2 15  3301-0400-12 DTS15-SYC/2
25  3301-0400-03 DTS25-PYC/2 25  3301-0400-13 DTS25-SYC/2
37  3301-0400-04 DTS37-PYC/2 37  3301-0400-14 DTS37-SYC/2
50  3301-0400-05 DTS50-PYC/2 50 3301-0400-15 DTS50-SYC/2

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg

Germany

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

info@wernerwirth.de
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D-Sub Connector Series

High Quality Machined Pins

90° SMD Connectors

Machined contacts, Mounting height 6.3 mm
Tinned Shell as Standard

Class 2 connector pins as Standard

Other Plating and/or class on request.

Plug connector Socket connector
[ — - i
i ol V) (o = =t %,
1 — 4 f
REK-:S LI Ln.a._
e D055 . _ i - D055 _ X -
2+ 1© Miers %5 s oz o= @l mm e 5 a2z
gl ;ﬂ"ui_{; 9 ST - et :1 Ql—lu o 5 - -l ‘._"1’”
! ! al---lllllllllllllll 1n - 1 AT ML e
-n: L.J_J e - .r:-l-.‘rr-::j:ﬂ"_']s ' \.u: ]—I—J e - E-:;!:tr‘c_;::ﬁ-_]s ‘
Size A B C/IX Y Z Size A B C/IX Y Z
09 30.80 16.79 25.00 10.98 1.37 09 30.80 16.46 2500 10.98 1.37
15 39.20 25.12 33.30 1920 1.37 15 39.20 2479 3330 19.20 1.37
25 53.10 38.84 47.00 33.12 1.38 25 53.10 38.50 47.00 33.12 1.38
37 69.50 55.30 63.50 49.68 1.38 37 69.50 5496 6350 49.68 1.38
Order Codes:
Plug Connector Socket Connector

09 3320-0100-01
15 3320-0100-02
25 3320-0100-03
37 3320-0100-04

DTS09 PYCSMD/2 UN
DTS15 PYCSMD/2 UN
DTS25 PYCSMD/2 UN
DTS37 PYCSMD/2 UN

Werner Wirth GmbH

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

Hellgrundweg 111
22525 Hamburg
Germany
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09 3320-0100-11
15 3320-0100-12
25 3320-0100-13
37 3320-0100-14

DTS09 SYCSMD/2 UN
DTS15 SYCSMD/2 UN
DTS25 SYCSMD/2 UN
DTS37 SYCSMD/2 UN
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D-Sub Connector Series High Quality Machined Pins

90° SMD Connectors - Tape & Reel

Machined contacts, Mounting height 6.3 mm
Tinned Shell as Standard

Class 2 connector pins as Standard

UNC 4-40 Thread type, M3 available on request.
Other Plating and/or class on request.

Plug connector

12

Socket connector

ﬁu

; o@@ca]

lal

02.

3.1
UNC4-0/03
a
)

l ___poss

g

4 'T’T

i C - wiew fram below whew from below
- X - . :-:
Y
iB_ ™ ? """ ~ @21 = end hole dismeter - @21 = and hole diameter
J A ¢l‘ Iullll e ﬂ
._'l :l (1.5 i i 1;:[\;:: tolerance +/-0.0% 065 i{:l:::—;'lﬂl@ld\;! 10,05
Size A B CIX Y z Size A B C/X Y Z
09 30.80 16.79 25.00 1098 1.37 09 30.80 16.46 25.00 10.98 1.37
15 39.20 25.12 33.30 1920 1.37 15 39.20 2479 33.30 19.20 1.37
25 53.10 38.84 4700 3312 1.38 25 53.10 38.50 47.00 33.12 1.38
37 69.50 55.30 6350 4968 1.38 37 69.50 5496 63.50 49.68 1.38
Order Codes:

Plug Connector

Socket Connector

09 3320-0102-01
15 3320-0102-02
25 3320-0102-03
37 3320-0102-04

Reel Outer Diameter:
Amount of Connectors:

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

DTS09 PYCSMD/2 UNTR
DTS15 PYCSMD/2 UNTR
DTS25 PYCSMD/2 UNTR
DTS37 PYCSMD/2 UNTR

330 mm
150 pcs / reel

info@wernerwirth.de
www.wernerwirth.de

09 3320-0102-11 DTS09 SYCSMD/2 UNTR
15 3320-0102-12 DTS15 SYCSMD/2 UNTR
25 3320-0102-13 DTS25 SYCSMD/2 UNTR
37 3320-0102-14 DTS837 SYCSMD/2 UNTR
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D-Sub Connector Series

High-Density Solder Pin Straight

Machined contacts

Tinned Shell as Standard

Class 2 connector pins as Standard
Other Plating and/or class on request.

High Quality Machined Pins

Plug connector

-

Socket connector

A -
( -
i "
m .:‘:c.o gi
q oo':—&t S
' _ ;
931 -

!
| f \'1?_".

- = s-""‘ ’-52‘_

~93
Size A B C D E Size A B C D E
15 30.80 1240 2500 16.79 08.23 15 30.80 1240 2500 16.46 08.02
26 39.20 1240 3330 2512 08.23 26 39.20 12.40 33.30 24.79 08.02
44 53.10 1240 4700 38.84 0823 44 53.10 12.40 47.00 38.50 08.02
62 69.50 12.40 63.50 55.30 08.23 62 69.50 1240 63.50 54.96 08.02
Order Codes:

Plug Connector

15 3301-0210-01
26 3301-0210-02
44  3301-0210-03
62  3301-0210-04

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

Tel +49 (0)40 752 491-0
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HD-D15 PY/2
HD-D26 PY/2
HD-D44 PY/2
HD-D62 PY/2

info@wernerwirth.de
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15  3301-0210-11 HD-D15 SY/2
26 3301-0210-12 HD-D26 SY/2
44  3301-0210-13 HD-D44 SY/2
62  3301-0210-14 HD-D62 SY/2
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D-Sub Connector Series

90° High-Density Solder Pin, 7.9 mm

Machined contacts
Tinned Shell as Standard

Class 2 connector pins as Standard
Other Plating and/or class on request.

High Quality Machined Pins

Plug connector
A
D
.IJ !
Le 1
o lo( sj . .
W - d{ |
A I“ 4 I'":
Fﬁj 8 il
i | - i
0. '-4I \9 i :"'19
T i i_2.54
- c - ;
- 254

Socket connector

E

~106

-

254

Size A B C D = Size A B C D =

15 30.80 12.40 25.00 16.79 08.23 15 30.80 12.40 25.00 16.46 08.02

26 39.20 1240 33.30 2512 08.23 26 39.20 1240 33.30 2479 08.02

44 53.10 1240 47.00 38.84 08.23 44 53.10 12.40 47.00 38.50 08.02

62 69.50 1240 63.50 5530 08.23 62 69.50 1240 63.50 54.96 08.02
Order Codes:

Plug Connector

15  3301-0310-01
26  3301-0310-02
44  3301-0310-03
62  3301-0310-04

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

HD-D15 PYC/2
HD-D26 PYC/2
HD-D44 PYC/2
HD-D62 PYC/2

info@wernerwirth.de
www.wernerwirth.de

Socket Connector

15
26

62

3301-0310-11
3301-0310-12
3301-0310-13
3301-0310-14

HD-D15 SYC/2
HD-D26 SYC/2
HD-D44 SYC/2
HD-D62 SYC/2

44

WERNER
WIRTH

PROJECT | CONNECT | PROTECT




D-Sub Connector Series

chined Pins

High Quality Ma

Introduction to Filter Connectors o

Filter Connectors are available in FP, FT & Pl versions.
FP: Planar Filter Type

FT: Tubular Type C-Filter

PI: Pi Tubular Filter Type - On request

Our Filter Connectors are especially designed for Industrial Applications. They provide excellent protection against EMI/RFI.
By using standard components - a cost effective production can be achieved as well as 100% compatibility with equivalent

products according to DIN 41652, ML-C-24308 and IEC 807F-2.

Planar Filter Types (FP) are equipped with planar chip capacitors. (ceramic material X7R).
Tubular Filter Types (FT) are equipped with tubular ceramic capacitors. (ceramic material X7R).

Pi Tubular Filter Types (Pl) are equipped with Pi Tubular capacitors.
These capacitors are metalized on the back side to guarantee a high HF-tightness.

Standard value is 1000pF, but other values can be supplied upon request.

Attenuation characteristics - FP

Insulator:

Contacts:

Flating:

Shell:

Test Voltage V.rm.s./NM:
Waorking Voltage:
Current Rating:

Contact Resistance:

Insulation Resistance:

Clearance & Creepage:

Operating Temperature:

Technical Data (FP)

UL 94 V-0 Themo plastic
Caopper Alloy

Hard Gold over Nickel
Steel, Tin plated

250V DC
100V DC
54 (20°C)

max 10m( before strain
AR max 10mQ after strain

2 5G0 at 100V DC

contact-contact = 1.0mm
contactground > 1.0mm

-55°C to +125°C

Insulator.

Contacts:

Flating:

Shell:

Test Voltage Vor.m.s./NM:
Waorking Voltage:
Current Rating:

Contact Resistance:

Insulation Resistance:

Clearance & Creepage:

Operating Temperature:

Technical Data (FT)

UL 94 V-0 Themo plastic

Copper Alloy
Hard Gold over Mickel
Steel, Tin plated

250V DC
100V DC
5A(20°C)

max 10m( before strain
AR max 10mQ after strain

2 1G0 at 100V DC

contact-contact = 1.0mm
contact-ground > 1.0mm

=565°C to +125°C

Werner Wirth GmbH

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

info@wernerwirth.de
www.wernerwirth.de

Hellgrundweg 111
22525 Hamburg
Germany
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D-Sub Connector Series

Solder Pin, Straight (FP)

Machined contacts
Tinned Shell as Standard

High Quality Machined Pins

Class 2 connector pins as Standard -.}
Other class on request.
1000pF as standard. Other on request.
Available in Tubular- or Pi Tubular Filter Type
(FT/PI) on request.
Socket connector
b [ ] — "I i} ]
A : . .
{O CEXZ0 Fol i e _J | 3 o) ol i) g
1 — - ! b0 ) 1t "r
il 'E 2 i fﬂ[i :
T N A
Size A B (o] Size A B (o]
09 30.80 16.79 25.00 09 30.80 16.46 25.00
15 39.20 25.12 33.30 15 39.20 24.79 33.30
25 53.10 38.84 47.00 25 53.10 38.50 47.00
37 69.50 55.30 63.50 37 69.50 54.96 63.50
Order Codes:
Plug Connector Socket Connector
09 3305-0200-01 DOSPY/2FP102 09 3305-0200-11 D09SY/2FP102
15 3305-0200-02 D15PY/2FP102 15 3305-0200-12 D15SY/2FP102
25 3305-0200-03 D25PY/2FP102 25 3305-0200-13 D258Y/2FP102
37 3305-0200-04 D37PY/2FP102 37 3305-0200-14 D37SY/2FP102

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

info@wernerwirth.de
www.wernerwirth.de
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D-Sub Connector Series

High Quality Machined Pins

Solder Pin, Angled 9.4 mm (FP)

Machined contacts

Tinned Shell as Standard

Class 2 connector pins as Standard
Other class on request.

1000pF as standard. Other on request.

Available in Tubular Filter Type (FT) on request.

Plug connector Socket connector

- - - -

g ediee)
O ..:}HO

- -

! | o(: o
W el P

M@L : | il

]
|

T

Size A B C Size A B C
09 30.80 16.79 25.00 09 30.80 16.46 25.00
15 39.20 25.12 33.30 15 39.20 24.79 33.30
25 53.10 38.84 47.00 25 53.10 38.50 47.00
37 69.50 55.30 63.50 37 69.50 54.96 63.50
Order Codes:
Socket Connector
09  3305-0300-01 DOSPYC/2FP102 09  3305-0300-11 D09SYC/2FP102
15  3305-0300-02 D15PYC/2FP102 15  3305-0300-12 D15SYC/2FP102
25  3305-0300-03 D25PYC/2FP102 25  3305-0300-13 D25SYC/2FP102
37  3305-0300-04 D37PYC/2FP102 37  3305-0300-14 D37SYC/2FP102

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg

Germany

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

info@wernerwirth.de
www.wernerwirth.de
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D-Sub Connector Series

Solder Pin, 8.4 mm (FP)

Machined contacts

Tinned Shell as Standard

Class 2 connector pins as Standard
Other class on request.

1000pF as standard. Other on request.

High Quality Machined Pins

Plug connector

Socket connector

-

l , TR

e "f L ] . | 1 h L 3 -~ © 9 L (-] Pt | T . h
FeGER) o 2| | PEI Y AP
w ~i SO | - ' e et | R B I—

it 4 WAL
1

. r = = |

YT Lo

Size A B C Size A B (]
09 30.80 16.79 25.00 09 30.80 16.46 25.00
15 39.20 25.12 33.30 15 39.20 24.79 33.30
25 53.10 38.84 47.00 25 53.10 38.50 47.00
37 69.50 55.30 63.50 37 69.50 54.96 63.50

Order Codes:

Plug Connector Socket Connector

09  3305-0500-01 DO9PYCE/2FP102 09  3305-0500-11 DO9SYCE/2FP102
15  3305-0500-02 D15PYCE/2FP102 15  3305-0500-12 D15SYCE/2FP102
25  3305-0500-03 D25PYCE/2FP102 25  3305-0500-13 D25SYCE/2FP102
37  3305-0500-04 D37PYCE/2FP102 37  3305-0500-14 D37SYCE/2FP102

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

info@wernerwirth.de
www.wernerwirth.de
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D-Sub Connector Series

SMD Connectors, 6.3 mm (FP)

Machined contacts

Tinned Shell as Standard

Class 2 connector pins as Standard
Other class on request.

1000pF as standard. Other on request.

High Quality Machined Pins

! N {". - i r |._f.. ' I T O €‘:‘\| T ! 'T’ -'
L ssas 1 o L) L esne J K I 1y

S B | T " 'm e W - ’::.?A‘l o
)N} T ey B BT 1T e

- = Hm T | |.IIIIIIII!I!IIII 1 _|' : = S == o i g g 1:

! _ - - o - S - - j " o - -

Size A B CiX Y Z Size A B CiX Y Z

09 30.80 16.79 25.00 10.98 01.37 09 30.80 16.46 25.00 10.98 01.37

15 39.20 2512 3330 1920 01.37 15 3920 24.79 33.30 19.20 01.37

25 53.10 38.84 47.00 33.12 01.38 25 53.10 38.50 47.00 33.12 01.38

37 69.50 55.30 63.50 49.68 01.38 37 69.50 5496 63.50 49.68 01.38
Order Codes:

Plug Connector Socket Connector

09  3305-0600-01 DOSPYCSMD/2FP102UN 09  3305-0600-11 D09SYCSMD/2FP102UN

15 3305-0600-02 D15PYCSMD/2FP102UN 15 3305-0600-12 D15SYCSMD/2FP102UN
25  3305-0600-03 D25PYCSMD/2FP102UN 25  3305-0600-13 D25SYCSMD/2FP102UN
37 3305-0600-04 D37PYCSMD/2FP102UN 37 3305-0600-14 D37SYCSMD/2FP102UN

Standard Connectors are supplied with Metal bracket
including P.o.F. and with UNC 440 threaded Insert.

For other options - please contact Encitech.

Werner Wirth GmbH

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

Hellgrundweg 111
22525 Hamburg
Germany

info@wernerwirth.de
www.wernerwirth.de
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O

D-Sub Connector Series High Quality Machined Pins

90° SMD Connectors - Tape & Reel

Machined contacts, Mounting height 6.3 mm
Tinned Shell as Standard

Class 2 connector pins as Standard

UNC 440 Thread type, M3 available on request.
Other Plating and/or class on request.

1000pF as standard. Other on request.

Plug connector

12

i C - wiew from below

M ~@721 =end hole dameter

J LR |
2 e oes || - genecal tolerance +/<0.0%
' = ! forrca

Socket connector

-
e

A

—

3
802,

23.1
UNC4-40M3
&

L¥]

08

_poss

fins

whew from below

'T'f

|llll IIII
065 |

- 821 = end hole diameter

general tolerance &/-005
for PCB

Size A B C/X Y Z Size A B CIX Y Z
09 30.80 16.79 25.00 1098 1.37 09 30.80 16.46 25.00 10.98 1.37
15 39.20 2512 3330 1920 1.37 15 3920 24.79 3330 19.20 1.37
25 53.10 38.84 47.00 33.12 1.38 25 53.10 38.50 47.00 33.12 1.38
37 69.50 55.30 63.50 4968 1.38 37 69.50 5496 63.50 49.68 1.38
Order Codes:

Plug Connector
09 3305-0700-01
15 3305-0700-02
25 3305-0700-03
37 3305-0700-04

D0SPYCSMD/2 FP102 UN-TR
D15PYCSMD/2 FP102 UN-TR
D25PYCSMD/2 FP102 UN-TR
D37PYCSMD/2 FP102 UN-TR

Reel Outer Diameter: 330 mm
Amount of Connectors: 150 pcs / reel

Werner Wirth GmbH

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

info@wernerwirth.de
www.wernerwirth.de

Hellgrundweg 111
22525 Hamburg
Germany

Socket Connector

09
15
25
37

3305-0700-11
3305-0700-12
3305-0700-13
3305-0700-14

D09SYCSMD/2 FP102 UN-TR
D15SYCSMD/2 FP102 UN-TR
D25SYCSMD/2 FP102 UN-TR
D378YCSMD/2 FP102 UN-TR
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D-Sub Connector Series

High Quality Machined Pins

Introduction to Combo Connectors

All Contact arrangements apply to Plug Connectors. When using Socket - Hole pattern must be mirrored.

shell-no. DE shet-ra. DA Sheti-no. DB snetine. DC chetra DD
- — — g o 7. f*\ f =y r P
w (O®) w (QEOE) w (EOOE ©) = (0 QOEEEOE wi (OEOOREE)]
4 e Thivssesnataeibee
. . N = ~ad seas ]
w GO (EOB) = (@0 BN ww (OO0 ) o S
e | \) . .oa‘e:..:lecj
FnTmTm) A TAYIIILN ) e ——— LL
w (@) = @i m (@R W000)
— -~ " — " .’.;'.’.'.g.'.:'o.. ] \( )
" rg}),‘.‘_t) ) Vew r-@ srevansal) | avd | () D e G = ! I L/ I

Technical Data - Housings + Contacts

Insulator:

Contacts:

Contact Plating:

Shell:

Test Voltage V.r.m.s./NM:
Working Voltage:

Current Rating:

Contact Resistance:

Insulation Resistance:
Clearance & Creepage:

Operating Temperature:

UL94 V-0 Thermoplastic
Copper Alloy

Hard Gold over Nickel
Steel, Tin plated

1000V

125V

5A (20°C)

max 10m{} before strain AR max. 10m{Q after strain

DIN 41652, part 2 (MIL-C-24308)

>5G0O

contact-contact >1.0 mm
contact-ground >1.0 mm
-55°C to +125°C

Technical Data - Coax & Power Contacts

Contact material:
Contact plating:

Copper Alloy
Gold over Nickel

COAX High Volt. High Power Contacts

Contacts Contacts AWG 16 AWG 12 AWG 8
Insulator Material: Teflon Polyamide B B -
Temperature range per DIN -55°C / +150°C
Test Voltage 1000V rms 2800V rms 1000V rms
Contact Rating (25°C) 5A 5A 10A 20A 40A
Insulation Resistance 5000 MQ 5000 MQ - - -
Wave Impedance” 50 Q - - - -
Frequency" 0-2 GHz - - - -
Standard Wave Ratio max." 1.2 - - - -
Afttenuation max.” 0,2 dB - - - -
Mating & Separation Force 7N 3N 5N 5N 5N
Mating Cycle min. 250
Contact retension Force min. 40 N

' Standard Value

Werner Wirth GmbH

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

Hellgrundweg 111
22525 Hamburg
Germany

info@wernerwirth.de
www.wernerwirth.de
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D-Sub Connector Series High Quality Machined Pins
Solder Pin, Straight

Machined contacts

Tinned Shell as Standard

Class 2 connector pins as Standard
Other Plating and/or class on request.

1.3 max

Plug connector

- [ | | | I
b o— i i
) I J 1 L
Size A B C D E Size A B C D =
DE 30.80 1240 25.00 16.79 08.23 DE 30.80 12.40 25.00 16.46 08.02
DA 39.20 1240 33.30 2512 08.23 DA 39.20 1240 33.30 24.79 08.02
DB 53.10 1240 4700 3884 0823 DB 53.10 12.40 47.00 38.50 08.02
DC 69.50 1240 63.50 5530 08.23 DC 69.50 12.40 63.50 54.96 08.02
DD 67.00 1540 61.10 5268 1095 DD 67.00 1540 61.10 52.55 10.87
Order Codes:
Plug Connector Socket Connector
No. Pos: Special Name: Part No: Mo. Pos: m Name: Part No:
O 05 1 DTS 5W1 PY 3310-0200-01 05 1 DTS 5W1 SY 3310-0200-11
02 2 DTS 2W2 PS 3310-0100-02 02 2 DTS 2W2 SP 3310-0100-12
03 3 DTS 3W3 P 3310-0101-01 03 3 DTS 3W3 S 3310-0101-11
03 3 DTS 3W3 PSP 3310-0101-02 03 3 DTS 3W3 SPS 3310-0101-12
07 3 DTS 7W2 PY 3310-0201-03 o7 2 DTS 7W2 SY 3310-0201-13
1 1 DTS 11W1 PY 3310-0201-04 1 1 DTS 11W1 SY 3310-0201-14
05 5 DTS 5W5 P 3310-0102-01 05 5 DTS 5W5 S 3310-0102-11
09 4 DTS 9W4 PY 3310-0202-02 09 4 DTS 9W4 SY 3310-0202-12
13 3 DTS 13W3 PY 3310-0202-03 13 3 DTS 13W3 SY 3310-0202-13
17 3 DTS 17W2 PY 3310-0202-04 17 2 DTS 17W2 SY 3310-0202-14
21 1 DTS 21W1 PY 3310-0202-05 21 1 DTS 21W1 SY 3310-0202-15
08 8 DTS 8W8 P 3310-0103-01 08 8 DTS8WB S 3310-0103-11
13 (] DTS 13W6 PY 3310-0203-02 13 (] DTS 13W6 SY 3310-0203-12
17 5 DTS 17W5 PY 3310-0203-03 17 5 DTS 17W5 SY 3310-0203-13
21 4 DTS 21WA4 PY 3310-0203-04 21 4 DTS 21WA4 SY 3310-0203-14
25 3 DTS 25W3 PY 3310-0203-05 25 3 DTS 25W3 SY 3310-0203-15
27 z DTS 27W2 PY 3310-0203-06 27 2 DTS 27W2 SY 3310-0203-16
24 7 DTS 24W7 PY 3310-0204-01 24 7 DTS 24W7 SY 3310-0204-11
36 4 DTS 36W4 PY 3310-0204-02 36 4 DTS 36W4 SY 3310-0204-12
43 2 DTS 43W2 PY 3310-0204-03 43 2 DTS 43W2 SY 3310-0204-13
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D-Sub Connector Series High Quality Machined Pins

Solder Pin, Angled 9.4 mm

Machined contacts.

Tinned Shell as Standard.

Class 2 connector pins as Standard.
Other Plating and/or class on request.
Angled 7.18 mm version on request.

Socket connector

Plug connector

- = -—

i i uld —

i P
- lo T ) o
! _H.H__/ -
06 W0 §4 [=5T i

- - - — -_— e o S TP — -—

O| hd hd

C ] : | v!
| L i I
N L _[ ' i 1_ L
Size A B C D E Size A B C D E
DE 30.80 12.40 25.00 16.79 08.23 DE 30.80 12.40 25.00 16.46 08.02
DA 39.20 1240 3330 2512 0823 DA 39.20 1240 33.30 24.79 08.02
DB 53.10 1240 47.00 38.84 0823 DB 53.10 12.40 47.00 38.50 08.02
DC 69.50 1240 6350 5530 08.23 DC 69.50 12.40 63.50 54.96 08.02
DD 67.00 1540 61.10 52.68 10.95 DD 67.00 1540 61.10 5255 10.87

Order Codes:

Plug Connector Socket Connector

No. Pos: Special Narne: Part No: No. Pos: Special Name: Part No:
Contacts Contacts

O 05 1 DTS 5W1 PYC 3310-0300-01 05 1 DTS 5W1 5YC 3310-0300-11

02 2 DTS 2W2 PS 3310-0100-02 02 2 DTS 2W2 SP 3310-0100-12
03 3 DTS W3 P 3310-0101-01 03 3 DTS3W3 S 3310-0101-11
03 3 DTS 3W3 PSP 3310-0101-02 03 3 DTS 3W3 SPS 3310-0101-12
o7 2 DTS 7W2 PYC 3310-0301-03 o7 2 DTS 7W2 8YC 3310-0301-13
1 1 DTS 11W1 PYC 3310-0301-04 1" 1 DTS 11W1 8YC 3310-0301-14
05 5 DTS 5W5 P 3310-0102-01 05 5 DTS 5W5 S 3310-0102-11
09 4 DTS W4 PYC 3310-0302-02 09 4 DTS 9W4 SYC 3310-0302-12
13 3 DTS 13W3 PYC 3310-0302-03 13 3 DTS 13W3 8YC 3310-0302-13
17 2 OTS 1702 PYC 3310-0302-04 17 2 DTS 17TW2 SYC 3310-0302-14
21 1 DTS 21W1 PYC 3310-0302-05 21 1 DTS 21W1 8YC 3310-0302-15
08 8 DTS 8Wa P 3310-0103-01 08 8 DTS 8WS 5 3310-0103-11
13 [ DTS 13We PYC 3310-0303-02 13 [ DTS 1306 SYC 3310-0303-12
17 5 DTS 17W5 PYC 3310-0303-03 17 5 DTS 17W5 SYC 3310-0303-13
21 4 DTS 21WA4 PYC 3310-0303-04 21 4 DTS 21WA4 SYC 3310-0303-14
25 3 DTS 25W3 PYC 3310-0303-05 25 3 DTS 25W3 5YC 3310-0303-15
27 2 DTS 2702 PYC 3310-0303-08 27 2 DTS 27W2 SYC 3310-0303-186
24 7 DTS 24WT PYC 3310-0304-01 24 7 DTS 24W7 SYC 3310-0304-11
36 4 DTS 36W4 PYC 3310-0304-02 36 4 DTS 36Wd SYC 3310-0304-12
43 2 DTS 43W2 PYC 3310-0304-03 43 2 DTS 43W2 SYC 3310-0304-13

Werner Wirth GmbH w WERNER

Hellgrundweg 111 Tel +49 (0)40 752 491-0 info@wernerwirth.de
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D-Sub Connector Series

Solder & Crimp Versions

Machined contacts.
Class 2 connector pins as Standard.
Other Plating and/or class on request.

High Quality Machined Pins

'/
7

N\

Solder Version

Crimp Version

e vieny .
Amp.  Plug Socket DA 2B Amp.  Plug Socket DA 2B

10A  3311-0001-01 3311-0001-11 1.80 2,55 10A  3311-0002-01 3311-0002-11 1.80 255
20A  3311-0001-02 3311-0001-12 2.80 3.70 20A  3311-0002-02 3311-0002-12 2.80 3.70
40A  3311-0001-03 3311-0001-13 4.80 5.60 40A  3311-0002-03 3311-0002-13 4.80 5.60

PCB Straight Version

90° PCB Version

Amp. Plug Socket DA

10A  3311-0003-01 3311-0003-11 2.00
20A  3311-0003-02 3311-0003-12 2.60
40 A 3311-0003-03 3311-0003-13 3.20

High Voltage Contacts

Amp. Plug Socket @A

10A  3311-0005-01 3311-0005-11 2,00
20A  3311-0005-02 3311-0005-12 2,85
30 A 3311-0005-03 3311-0005-13 3,20
40 A 3311-0005-04 3311-0005-14 3,75

High Quality Machined Pins

High Voltage, Solder Version

High Voltage Contacts:

Body: PTFE

Male Contacts: Cu Zn 40 Pb3
Female Contacts: Copper Alloy
Retainer Clip: CuBe2

Plug
3311-0018-01

Socket
3311-0016-11

High Voltage, 90° Solder Version

COAX-connector pins on request

Plug
3311-0016-05

Socket
3311-0016-15

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91
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Mounting options - 33xx - Series

For straight versions

™~ ~ s
(M85 x (M85 xx M86 x )
i -— K -
: - |
- 1
ey e ]
25 = b i [
25 9.7
w
&| w| T T -
! 1 ® J S
! : 1 1
| = .-
= | i i
| =
- / L W, o v,
M85 UN Back Nut UNC 4-40 M85 UN B5 Back Nut UNC 4-40 M86 UN Push-On UNC 4-40
O M85 M3 Back Nut M3 with Screw, 5 mm thread M86 M3 Push-On M3
M85 UN B6 Back Nut UNC 4-40
with Screw, 6 mm thread
M85 M3 B5 Back Nut M3
with Screw, 5 mm thread
M85 M3 B6 Back Nut M3
with Screw, 6 mm thread
™ -~
(‘mss xx e N (misx M88 x _s8 )
= =
Ak ol f ._ - i
L. LC =
5.3 - !to -06'3 ..-—-.6
O L e 9.7
= ! : 2 Pl | = L = ]
” ". ey = |
Gl Mj I.:i | i . F X
& | =]
I ] L +
. L " - J
MB86 UN B5 Back Nut UNC 4-40 M15 UN Bolt UNC 4-40 M88 UN Bolt UNC 4-40
with Screw, 5 mm thread M15 M3 Bolt M3 with Push-On
M86 UN B6 Back Nut UNC 4-40 M8a8 M3 Bolt M3
with Screw, 6 mm thread with Push-On
M86 M3 BS Back Nut M3
with Screw, 5 mm thread
MB86 M3 B6 Back Nut M3
with Screw, 6 mm thread

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

Tel +49 (0)40 752 491-0
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Mounting options - 33xx - Series

For solder pin 90°, 9.4 mm (YC)

(@ i ™ ™
M46 x [ M46 xx -X M47 x
|
a] 2 N
b <5 | ¥
? h!e |'
_ L ¥ 1lll@3s
(1 I _1067_|
14 1184
LT I T
(15.8)
234,
| - p—
{ ] - -
g !
[exis: e b
x| A2 =
klllelal Bracket o n\Matal Bracket > o, \Metal Bracket with P.o.F. E
M46 D3 Rivet @ 3.1 mm M46 UN B5 Back Nut UNC 4-40 M47 D3 Rivet @ 3.1 mm
M46 UN Back Nut UNC 4-40 with Screw, 5 mm thread M47 UN Back MNut
M46 M3 Back Nut M3 M46 UN B6 Back Nut UNC 4-40 M47 M3 Back Nut M3
with Screw, 6 mm thread
M46 M3 B5 Back Nut M3
with Screw, 5 mm thread
M46 M3 B6 Back Nut M3
with Screw, 6 mm thread
™ Fi ™y
(M48 x A M49 x
o
1 ”"
i
067
11,04
14 _|
[15.8)
.\Matal Bracket with P.o.F. j kMetal Bracket with P.o.F. H} 7 \‘Matal Bracket = J
M47 UN B5 Back Nut UNC 4-40 M48 UN Front Nut UNC 4-40 M49 UN Front Nut UNC 4-40
with Screw, 5 mm thread M48 M3 Front Nut M3 M49 M3 Front Nut M3
M47 UN B6 Back Nut UNC 4-40
with Screw, 6 mm thread
M47 M3 B5 Back Nut M3
with Screw, 5 mm thread
M47 M3 B6 Back Nut M3

with Screw, 6 mm thread
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Mounting options - 33xx - Series
For solder pin 90°, 9.4 mm (YC)

& N ~
M63 x )
T;éi'f' ol -
ii%l !
@ ]
>
Plastic Bracket with
\ Plastic Bracket with Ground Strap \ Plastic Bracket with Ground Strap o \ _Ground Strap and P.o.F. o
M63 D3 Rivet @ 3.1mm ME3 UN BS Back Nut UNC 4-40 M6&4 D3 Rivet @ 3.1mm
O M63 UN Back Nut UNC 440 with Screw, 5 mm thread M64 UN Back Nut UNC 4-40
M63 M3 Back Nut M3 M6B3 UN B6 Back Nut UNC 4-40 M64 M3 Back Nut M3
with Screw, 8 mm thread
M63 M3 B5 Back Nut M3
with Screw, 5 mm thread
ME3 M3 B6 Back Nut M3
with Screw, 6 mm thread
-
Y (mes x 57 )
v_tf_;
3
W
=3
!
|
Plastic Bracket with Plastic Bracket with
n\Ground Strap and P.o.F. y, u\Gmund Strap and P.o.F. Y, \ Plastic Bracket with Ground Strap
M64 UN BS Back Nut UNC 4-40 ME1 UN Front Nut UNC 4-40 M6E6 UN Front Nut UNC 4-40
with Screw, 5 mm thread M61 M3 Front Nut M3 M66 M3 Front Nut M3
M64 UN B6 Back Nut UNC 4-40
with Screw, 6 mm thread
M64 M3 B5 Back Nut M3
with Screw, 5 mm thread
MB4 M3 BE Back Nut M3

with Screw, 6 mm thread
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Mounting options - 33xx - Series

For solder pin 90°, 9.4 mm (YC)

(& M64Z x Y 2:Y ™\
{11.54)
|, 148
[17.4) i
= g !
i
\ Plastic Bracket with Ground Clip \ Plastic Bracket with Ground Clip Y. \ Plastic Bracket with Ground Clip o
Me4Z D3 Rivet @ 3.1 mm M64Z UN B5 Back Nut UNC 4-40 MB1Z UN Front Nut UNC 4-40
M&4Z UN Back Nut UNC 4-40 with Screw, 5 mm thread M61Z M3 Front Nut M3 O
M64Z M3 Back Nut M3 M64Z UN B6 Back Nut UNC 4-40
with Screw, 8 mm thread
MB4Z M3 B5 Back Nut M3
with Screw, 5 mm thread
MB4Z M3 B6 Back Nut M3

with Screw, 6 mm thread
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Mounting options - 33xx - Series

For solder pin 90°, 9.4 mm (YC)

”
(‘M20 xx e on Y (w70
=l
] = i
t : i
|
|
-\Flasiic Bracket _/ kPlastic Bracket = \Piaaﬁc Bracket #
M20 UN B5 Screw Lock UNC 4-40 M70 Rivet @ 3.1 mm M73 UN Back Nut UNC 4-40
5 mm thread M73 M3 Back Nut M3
M20 UN B5 Screw Lock UNC 4-40
6 mm thread
M20 M3 B5 Screw Lock M3
5 mm thread
M20 M3 B6  Screw Lock M3
6 mm thread
~
'fM73 XX - )
o :‘:

1067
142 _|

-\Plasiic Bracket Y kPIastic Bracket with Ground Strap 3 \hPiestic Bracket with Ground Strap Y,
M73 UN B5 Back Nut UNC 4-40 M74 UN Back Nut UNC 4-40 M74 UN B5 Back Nut UNC 4-40
with Screw, 5 mm thread M74 M3 Back Nut M3 with Screw, 5 mm thread

M73 UN B6 Back Nut UNC 4-40 M74 UN B6 Back Nut UNC 4-40
with Screw, 6 mm thread with Screw, 6 mm thread

M73 M3 B5 Back Nut M3 M74 M3B5 Back Nut M3
with Screw, 5 mm thread with Screw, 5 mm thread

M73 M3 B6 Back Nut M3 M74 M3B6 Back Nut M3

with Screw, 6 mm thread
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Mounting options - 33xx - Series

For solder pin 90°, 9.4 mm (YC)

e N
MS56 x ) (Ms6 xx X M57 x )
m ml o |
vf_. = 4 - m| ‘d!
i i '
_1067_| i || @31
s = 1067 |
!
i
>
\Meuﬂ Bracket Y, \Meta! Bracket Y, \“_Metal Bracket with P.o.F. Vi
M56 D3 Rivet @ 3.1 mm M56 UN BS Back Nut UNC 4-40 M57 D3 Rivet @ 3.1 mm
O M56 UN Back Nut UNC 4-40 with Screw, 5 mm thread MS57 UN Back Nut UNC 4-40
M56 M3 Back Nut M3 M56 UN B6 Back Nut UNC 4-40 M57 M3 Back Nut M3
with Screw, 6 mm thread
M56 M3 B5 Back Nut M3
with Screw, 5 mm thread
M56 M3 B6 Back Nut M3

with Screw, 6 mm thread

\Melal Bracket with P.o.F. p,

M57 UN BS Back Nut UNC 4-40
with Screw, 5 mm thread
M57 UN B6 Back Nut UNC 4-40
with Screw, 6 mm thread

M57 M3 B5 Back Nut M3
with Screw, 5 mm thread
M57 M3 B6 Back Nut M3

with Screw, 6 mm thread

Werner Wirth GmbH w
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Mounting options - 33xx - Series

For solder pin Eurostyle, 8.4 mm (YC-E)

- ™y 4l ™
M446 x Y ((M446 xx M447 x
-]
] |
I | - —-B 3'.1 |
967 _| i_967_|
129 129 _|
31—y 1
I | |
6!'_— ! © !
6 22 i g xl
|
\Metﬂl Bracket J I\Ma!al Bracket J \Matal Bracket with P.o.F. ,
M446 D3 Rivet @ 3.1 mm M446 UN B5 Back Nut UNC 4-40 M447 D3 Rivet @3.1mm
M446 UN Back Nut UNC 4-40 with Screw, 5 mm thread M447 UN Back Nut UNC 4-40
M446 M3 Back Nut M3 M446 UN B6 Back Nut UNC 4-40 M447 M3 Back Nut M3
with Screw, 6 mm thread
M446 M3 B5 Back Nut M3
with Screw, 5 mm thread
M446 M3 B6 Back Nut M3
with Screw, 6 mm thread
P
M447 xx X h
P18
! = i
1T p-:
SN ER
9.67
i 129 |
:I_l
i
>
I\Helal Bracket with P.o.F. Y,
M447 UN B5 Back Nut UNC 4-40
with Screw, 5 mm thread
M447 UN B6 Back Nut UNC 4-40
with Screw, 6 mm thread
M447 M3 B5 Back Nut M3
with Screw, 5 mm thread
M447 M3 B6 Back Nut M3

with Screw, 6 mm thread

Werner Wirth GmbH

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

Hellgrundweg 111
22525 Hamburg
Germany

info@wernerwirth.de
www.wernerwirth.de

74

WERNER
WIRTH

PROJECT | CONNECT | PROTECT




Mounting options - 33xx - Series

For solder pin 90°, 7.9 mm (YC-E)

High Density Only

e ™ [ ™ - ™
M46H x MA46H xx arrte A M47H x
{
) e | o | |
| ! "dl' ,.,.“ "ﬂ' 2
1044 _| Lo
14 11044 |
— 14 -—
!
I
=
\ _Metal Bracket y. \ Metal Bracket Y, Metal Bracket with P.o.F. Y,
M46H D3 Rivet @ 3.1 mm M46H UN BS5 Back Nut UNC 440 M47H D3 Rivet @ 3.1 mm
M46H UN Back Nut UNC 4-40 with Screw, 5 mm thread M47H UN Back Nut UNC 4-40
M46H M3 Back Nut M3 M46H UN B6 Back Nut UNC 4-40 M47H M3 Back Nut M3
with Screw, 6 mm thread
M46H M3 B5 Back Nut M3
with Screw, 5 mm thread
M46H M3 B6 Back Nut M3
with Screw, 6 mm thread
~
&etal Bracket with P.o.F. Y,
M47H UN B5 Back Nut UNC 4-40
with Screw, 5 mm thread
M47H UN B6 Back Nut UNC 4-40
with Screw, 6 mm thread
M47H M3 B5 Back Nut M3
with Screw, 5 mm thread
M47H M3 B6 Back Nut M3

with Screw, 6 mm thread
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