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Plastic Hoods

~ ™ s \
DPPK - Series DSSK - Series -
TRI - Series

Screws, Clamp + Insert Screws, Clamp + Insert & Cover plate
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[ DTPK - Series . ) [ Also available in )
D45PK - Series I metalzed varsion.
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\ 4 Thumbscrews with plastic knobs and full metal Jackscrews
are also available. UNGC 4-40 as standard but available with
2-piece grommet set M2.5 MZG, M3 threads on request.
-~ " S
Produkt Discription sealed with a chrome surface to prevent allergy,
Encitech Metalized plastic hoods are superior in shiel-  corrosion and to get a nice and shiny surface. All our
dmg and performance_ Our protective and shielded metalized hoods has been tested by Swedish National
hoods can be found in various telecom applications Testing and Research Institute.
where a high demand for protection against EMI/RFI Shielding effectiveness exceed 40dB up to 1GHz.
and.EI\/\C. are nes?ssary to maintain a fully functional Our complete range of protective hoods and covers
device / installation. can be found on www.encitech.com.
The shielding consist of 5y inch copper, with a pro- Here you may also find technical drawings and exten-

tective layer of 1op inch nickel. The shielding is then ded information about the existing series.



Metalized Plastic Hoods & Adapter Kits
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DPPK-M - Straight

* See page 26

= Cable Clamp + screws

« Cable max 11.5mm

= Cable entry: Straight

« Available in 9-15-25-37

* Customer Logo on request

-

DSSK-M - Straight+Angled

+ See page 27

* Cable Clamp + screws

+ Cable max 11.5mm

+» Cable entry: Straight+Angled
+ Available in 9-15-25

+ Customer Logo on request

-
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DSSK-M - Angled

+ See page 27

= Cable Clamp + screws

« Cable max 11.5mm

= Cable entry: Angled

- Available in 9-15-25-37

* Customer Logo on request

b ~

All DSSK-M are available in Straight cable entry on request
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DTPK-M - Straight

A
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« See page 30

* Ferrule Kit

» Cable max 11.5mm

* Cable entry: Straight

* Available in 9-15-25-37

« Customer Logo on request

D45PK-M - Angled

+ See page 31

* Ferrule Kit

+ Cable max 11.5mm

+ Cable entry: Angled

*» Available in 9-15-25-37

CCOV-MP - Straight

* See page 39

* Cable Clamp + screws

* Cable max 11.5mm

« Cable entry: Straight

* Available in 9-15-25-37-50

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany
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DAPK Adapter

+ See page 40
+ Shielded Adapter
*» Sized 15 & 25 Sub-D

info@wernerwirth.de
www.wernerwirth.de
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TRI-M - Three Way Entry

+ See page 38

* Cable Clamp + screws

+ Cable max 11.5mm

» Cable entry: Side+Top+Side
+ Available in 9-15-25-37

D45NT - Angled

« See page 34

« Compression Insert

« Cable max 16.5mm

* Cable entry: Angled

* Available in 9-15-25-37

£

DTNT - Straight

+ See page 36

+ Compression Insert

+ Cable max 16.5mm

+ Cable entry: Straight

+ Available in 9-15-25-37-50
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Metalized Plastic Hoods DPPK-M - SERIES

TECHNICAL SPECIFICATIONS

Material: UL Recognised Plastic Material
Plating: Nickel over Copper b
Operating Temperature: -55°C to +110°C \‘\\ 5 7
Cable Entry: Top Entry :
Thumbscrews: UNC 4-40 (Standard) T
M2,5 or M3 on request . ‘
Cable 0.D: Up to 11,5mm p-
Accessories: 104-108 Q
. 4]
Features: A
* Available in sizes 9, 15, 25 and 37-way '
e Suitable for any common Sub-D Connector
* Quick-Snap locking system
e Re-openable - -
« Company logo available upon request
e Recyclable = O . = i Pt
=10 i
- S =
) : R o T
- i
’-— \ mp r A =
L A lL.C
Size DPPK-M Dim A Dim B Dim C
9-way 325 38,0 15,0
15-way 41,0 38,0 15,0
25-way 545 40,0 15,0
37-way 71,0 40,0 15,0
Ordering information:
Size: P/N - Kitted: Preduct Code: Size: P/N - BULK: Product Code:
9-way | 6260-0105-01 | DPPK-M-09-K 9-way | 6261-0105-01 | DPPK-M-09
15-way | 6260-0105-02 | DPPK-M-15-K 15-way | 6261-0105-02 | DPPK-M-15
25-way | 6260-0105-03 | DPPK-M-25-K 25-way | 6261-0105-03 | DPPK-M-25
37-way | 6260-0105-04 | DPPK-M-37-K 37-way | 6261-0105-04 | DPPK-M-37
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Metalized Plastic Hoods DSSK-M - SERIES
TECHNICAL SPECIFICATIONS

Material:
Plating:

Operating Temperature:

UL Recognised Plastic Material
Nickel over Copper

-55°C to +110°C

L
Cable Entry: Side and Top (L) Cm
Side Only (S) >
Top Only (T) f
&
Thumbscrews: UNC 4-40 (Standard) - .y
M2,5 or M3 on request / Q
Cable 0.D: Up to 11,5mm Vil i‘&"ﬂ y
Accessories: 104-108 ’
Features:
* Available in sizes 9-15-25-37
e Suitable for any common Sub-D connector
¢ Quick-snap locking system
¢ Re-openable
¢ Company logo available upon request am I
* Recyclable J: . — [; L
/ ¥ iy
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Size DSSK-M DimA | DimB | DimB | DimC
[_[ o U_ |J e ]]_ 9-way 315 40,0 43,0 15,0
\ - 15-way 40,0 | 40,0 - 15,0
i i | q I 1
|} f |Lj o ) 25-way 53,5 430 - 15,0
L: Top & Side Entry; S Side Entry Only T: Top Entry On-ly 37-way 71,3 40,0 - 15,0
— - * Top only
Ordering information:
Size: P/N - Kitted: Product Code; L Size: P/N - BULK: Product Code: L
9-way | 6260-0106-01 DSSK-M-09-L-K 9-way | 6261-0106-01 DSSK-M-09-L
15-way | 6260-0106-02 | DSSK-M-15-L-K 15-way | 6261-0106-02 | DSSK-M-15-L
25-way | 6260-0106-03 | DSSK-M-25-L-K 25-way | 6261-0106-03 | DSSK-M-25-L
Size: P/N - Kitted: Product Code: S Size: P/N - BULK: Product Code: S
9-way | 6260-0106-11 DSSK-M-09-S-K 9-way | 6261-0106-11 DSSK-M-09-S
15-way | 6260-0106-12 | DSSK-M-15-S-K 15-way | 6261-0106-12 | DSSK-M-15-S
25-way | 6260-0106-13 | DSSK-M-25-S-K 25-way | 6261-0106-13 | DSSK-M-25-S
37-way | 6260-0106-14 | DSSK-M-37-S-K 37-way | 6261-0106-14 | DSSK-M-37-S
Size: P/N - Kitted: Product Code; T Size; P/N - BULK: Product Code: T
9-way | 6260-0106-21 DSSK-M-09-T-K 9-way | 6261-0106-21 DSSK-M-09-T
15-way | 6260-0106-22 | DSSK-M-15-T-K 15-way | 6261-0106-22 | DSSK-M-15-T
25-way | 6260-0106-23 | DSSK-M-25-T-K 25-way | 6261-0106-23 | DSSK-M-25-T
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Metalized Plastic Hoods with connectors

DPPK-M - SERIES

TECHNICAL SPECIFICATIONS

Sub-D Hood:
Material:

Plating:

Operating Temperature:
Cable Entry:

Thumbscrews:

Cable O.D:

UL Recognised Plastic Material
Nickel over Copper

-55°C to +105°C

Top

UNC 4-40 (Standard)
M2,5 or M3 on request

Up to 11,5mm

Male Sub-D Connector:

Insulator: PBT, Black, ULS94 V-0
Shell: Steel, Tin Plated
Contact pins: Copper Alloy
Stamped & Formed Pins Class 3, 100 inserts min.
Contact Plating: Selective Gold over Nickel
Operating Temperature: -55°C to +105°C
Withstanding voltage: 1000V for 1 minute
Insulator resistance: 1000MQ min. il ull
=T ] =T i =il
Il =1 — A
Features: — “
e Available in sizes 9, 15, 25 and 37-way - r o -
e Suitable for any common Sub-D Connector - - —
* Quick-Snap locking system A c
# Re-openable - o
: g:gﬁéebgo avallable upon request Size DPPK-M Dim A Dim B Dim C
9-way 32,5 38,0 15,0
15-way 41,0 38,0 15,0
25-way 54,5 40,0 15,0
37-way 71,0 40,0 15,0

Ordering information:

Class 3 Sub-D Connector Kits (100 inserts min.)

Size: PIN - Kitted:
9-way | 6355-0004-01
15-way | 6355-0004-02
25-way | 6355-0004-03
37-way | 6355-0004-04

Product Code:

DPPK09-M-DBP-K
DPPK15-M-DBP-K
DPPK25-M-DBP-K
DPPK37-M-DBP-K
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Metalized Plastic Hoods with connectors

DSSK-M - SERIES

TECHNICAL SPECIFICATIONS

Sub-D Hood:
Material:

Plating:

Operating Temperature:
Cable Entry:

Thumbscrews:

Cable O.D:

UL Recognised Plastic Material
Nickel over Copper

-55°C to +105°C

Top

UNC 4-40 (Standard)
M2,5 or M3 on request

Up to 11,5mm

Female Sub-D Connector:

Insulator:

Shell:

Contact pins:

Stamped & Formed Pins
Contact Plating:
Operating Temperature:
Withstanding voltage:
Insulator resistance:

PBT, Black, UL94 V-0
Steel, Tin Plated

Copper Alloy

Class 3, 100 inserts min.
Selective Gold over Nickel
-55°C to +105°C

1000V for 1 minute
1000MQ min.

=7
¥ oo m
Features: 1
e Available in sizes 9, 15, 25 and 37-way " _ {1 —
e Suitable for any common Sub-D Connector - . i =
e Quick-Snap locking system c
s Re-openable - I
¢ Company logo available upon request - - - -
e Recyclable Size DPPK-M Dim A Dim B Dim C
9-way 32,5 38,0 15,0
15-way 41,0 38,0 15,0
25-way 54,5 40,0 15,0
37-way 71,0 40,0 15,0

Ordering information:

Class 3 Sub-D Connector Kits (100 inserts min.)

Size: PIN - Kitted: Product Code:
9-way | 6355-0004-11 | DPPKO09-M-DBS-K
15-way | 6355-0004-12 | DPPK15-M-DBS-K
25-way | 6355-0004-13 | DPPK25-M-DBS-K
37-way | 6355-0004-14 | DPPK37-M-DBS-K

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany
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Metalized Plastic Hoods

TECHNICAL SPECIFICATIONS

Material: UL 94 V-0 Plastic Material
Plating: Nickel over Copper

DTPK-M - SERIES

&

Operating Temperature: -55°C to +110°C '\
Cable Entry: Top Entry »“
Thumbscrews: UNC 4-40 (Standard)
M2,5 or M3 on request
Cable O.D: Up to 11,5mm
Accessories: 104-108 N
/ﬂ ~
F (\u \ »
Features: \ .,31
e Available in sizes 9-15-25-37 '
e Suitable for any common Sub-D Connector
e Strain relief inserts ensure a secure termination O
¢ Re-openable
e Company logo available upon request
e Recyclable
o Metalized Grommet Set on request
() M~
@ .
——
Grommet Sizes DTPK-M: i A i c
AT
S 2} Size DTPK-M Dim A Dim B Dim C
L
) 9-way 31,2 39,9 15,0
@y 15-way 39,5 415 | 150 O
@ @ @ ; 25-way 53,4 486 15,0
37-way 69,7 53,6 15,0
Ordering information:
Size: P/N - Kitted: Product Code: Size: P/N - BULK: Product Code:
9-way | 6560-0145-01 | DTPK-M-09-K 9-way | 6561-0145-01 | DTPK-M-09
15-way | 6560-0145-02 | DTPK-M-15-K 15-way | 6561-0145-02 | DTPK-M-15
25-way | 6560-0145-03 | DTPK-M-25-K 25-way | 6561-0145-03 | DTPK-M-25
37-way | 6560-0145-04 | DTPK-M-37-K 37-way | 6561-0145-04 | DTPK-M-37

Werner Wirth GmbH
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Metalized Plastic Hoods D45PK-M - SERIES
TECHNICAL SPECIFICATIONS

Material: UL 94 V-0 Plastic Material
Plating: Nickel over Copper

Operating Temperature: -55°C to +110°C

Cable Entry: Side Entry
Thumbscrews: UUNC 4-40 (Standard)
M2,5 or M3 on request
Cable O.D: Up to 11,5mm
Accessories: 104-108
Features:
e Available in sizes 9-15-25-37
e Suitable for any common Sub-D Connector
e Strain relief inserts ensure a secure termination O
¢ Re-openable
e Company logo available upon request
e Recyclable B
e Metalized Grommet Set on request t TN
\} \’H
(Wi}
Grommet Sizes D45PK-M: _ A c
\f\\
[ 2} Size D45PK-M Dim A Dim B DimC
- =4
\ 9-way 31,0 36,3 15,0
i I | 15-way 39,5 40,3 15,0 O
S @ @ @ 25-way 53,2 40,3 15,0
J J 37-way 69,7 40,3 15,0
Ordering information:
Size: P/N - Kitted: Product Code: Size: P/N - BULK: Product Code:
9-way | 6560-0146-11 | D45PK-M-09-K 9-way | 6561-0146-11 | D45PK-M-09
15-way | 6560-0146-12 | D45PK-M-15-K 15-way | 6561-0146-12 | D45PK-M-15
25-way | 6560-0146-13 | D45PK-M-25-K 25-way | 6561-0146-13 | D45PK-M-25
37-way | 6560-0146-14 | D45PK-M-37-K 37-way | 6561-0146-14 | D45PK-M-37

Werner Wirth GmbH
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Metalized Plastic Hoods with connectors

TECHNICAL SPECIFICATIONS

Sub-D Hood:

Material:

Plating:

Operating Temperature:

Cable Entry:
Thumbscrews:

Cable O.D:

Sub-D Connector:

UL Recognised Plastic Material
Nickel over Copper

-55°C to +105°C

Top

UNC 4-40 (Standard)

Up to 11,5mm

DTPK-M - SERIES

Insulator: PBT, Black, UL94 V-0
Shell: Steel, Tin Plated
Contact pins: Copper Alloy
Stamped & Formed Pins Class 3, 100 inserts min.
Machined Contact Pins: Class 1, 500 inserts min.
Contact Plating: Selective Gold over Nickel w
Operating Temperature: -55°C to +105°C — —
Withstanding voltage: 1000V for 1 minute = > 3
Insulator resistance: 1000MQ min.
- AL O
Features: Size DTPK-M Dim A Dim B Dim C
e Available in sizes 9-15-25-37 9-way 31,2 39,9 15,0
e Packed in Kit with MALE D-connector . 15-way 395 415 15.0
e Class 3 or Class 1 connector as standard options
e Re-openable 25-way 534 486 15,0
37-way 69,7 53,6 15,0

Ordering information:

Class 3 Sub-D Connector Kits (100 inserts min.)

Size: P/N - Kitted: Product Code:

9-way | 6355-0030-01 DTPK-M-09-DBP-K
15-way | 6355-0030-02 DTPK-M-15-DBP-K
25-way | 6355-0030-03 DTPK-M-25-DBP-K
37-way | 6355-0030-04 DTPK-M-37-DBP-K

Ordering information: Class 1 Sub-D Connector Kits (500 inserts min.)

Size: P/N - Kitted: Product Code:

9-way | 6355-0031-01 DTPK-M-09-DMP-K
15-way | 6355-0031-02 DTPK-M-15-DMP-K
25-way | 6355-0031-03 DTPK-M-25-DMP-K
37-way | 6355-0031-04 DTPK-M-37-DMP-K
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Metalized Plastic Hoods with connectors

DTPK-M - SERIES

TECHNICAL SPECIFICATIONS

Sub-D Hood: I
Material: UL Recognised Plastic Material - Fb
Plating: Nickel over Copper \-\1
Operating Temperature: -55°C to +105°C .
Cable Entry: Top

Thumbscrews: UNC 4-40 (Standard)

Cable O.D: Up to 11,5mm

Sub-D Connector:

Insulator: PBT, Black, UL94 V-0 \P 3
Shell: Steel, Tin Plated 3
Contact pins: Copper Alloy
Stamped & Formed Pins Class 3, 100 inserts min.
Machined Contact Pins: Class 1, 500 inserts min.
Contact Plating: Selective Gold over Nickel
Operating Temperature: -55°C to +105°C
Withstanding voltage: 1000V for 1 minute
Insulator resistance: 1000MQ min.
- A -— - C’ -
Features: Size DTPK-M Dim A DimB | DimC
e Available in sizes 9-15-25-37 9-way 31,2 399 15,0
e Packed in Kit with FEMALE D-connector . 15-way 395 415 15,0
e Class 3 or Class 1 connector as standard options
e Re-openable 25-way 53,4 48,6 15,0
37-way 69,7 53,6 15,0

Ordering information:; Class 3 Sub-D Connector Kits (100 inserts min.)

Size: P/N - Kitted: Product Code:

9-way | 6355-0030-11 DTPK-M-09-DBS-K
15-way | 6355-0030-12 DTPK-M-15-DBS-K
25-way | 6355-0030-13 DTPK-M-25-DBS-K
37-way | 6355-0030-14 DTPK-M-37-DBS-K

Ordering information:

Class 1 Sub-D Connector Kits (500 inserts min.)

Size: PIN - Kitted:
9-way | 6355-0031-11
15-way | 6355-0031-12
25-way | 6355-0031-13
37-way | 6355-0031-14

Product Code:

DTPK-M-09-DMS-K
DTPK-M-15-DMS-K
DTPK-M-25-DMS-K
DTPK-M-37-DMS-K
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D45PK-M - SERIES

TECHNICAL SPECIFICATIONS <»

Metalized Plastic Hoods with connectors

-

Sub-D Hood: v UL
Material: UL Recognised Plastic Material \\'\
Plating: Nickel over Copper "
Operating Temperature:  -55°C to +105°C “
Cable Entry: Top
Thumbscrews: UNC 4-40 (Standard) F
Cable O.D: Up to 11,5mm oy

/ —

- : &-‘1

i

Sub-D Connector:

Insulator: PBT, Black, UL94 V-0
Shell: Steel, Tin Plated
Contact pins: Copper Alloy
Stamped & Formed Pins Class 3, 100 inserts min.
Machined Contact Pins: Class 1, 500 inserts min.
Contact Plating: Selective Gold over Nickel
Operating Temperature: -55°C to +105°C
Withstanding voltage: 1000V for 1 minute
Insulator resistance: 1000MQ min.
- A - - C -
Features: Size D45PK-M Dim A Dim B Dim C
¢ Available in sizes 9-15-25-37 9-way 31,0 36,3 15,0
¢ Packed in Kit with MALE D-connector _ 15-way 39,5 403 15,0
e Class 3 or Class 1 connector as standard options
e Re-openable 25-way 53,2 40,3 15,0
37-way 69,7 40,3 15,0

Ordering information: Class 3 Sub-D Connector Kits (100 inserts min.)

Size: P/N - Kitted: Product Code:

9-way | 6355-0009-01 D45PK-M-09-DBP-K
15-way | 6355-0009-02 D45PK-M-15-DBP-K
25-way | 6355-0009-03 D45PK-M-25-DBP-K
37-way | 6355-0009-04 D45PK-M-37-DBP-K

Ordering information: Class 1 Sub-D Connector Kits (500 inserts min.)

Size: P/N - Kitted: Product Code:

9-way | 6355-0010-01 D45PK-M-09-DMP-K
15-way | 6355-0010-02 D45PK-M-15-DMP-K
25-way | 6355-0010-03 D45PK-M-25-DMP-K
37-way | 6355-0010-04 D45PK-M-37-DMP-K
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Metalized Plastic Hoods with connectors D45PK-M - SERIES

TECHNICAL SPECIFICATIONS 4 b

Sub-D Hood:

Material:

Plating:

Operating Temperature:

Cable Entry:
Thumbscrews:

Cable O.D:

Sub-D Connector:
Insulator:

Shell:
Contact pins:

Stamped & Formed Pins
Machined Contact Pins:

Contact Plating:

Operating Temperature:

Withstanding voltage:

UL Recognised Plastic Material \‘\

Nickel over Copper \

-55°C to +105°C “
Top
UNC 4-40 (Standard) F

Up to 11,5mm /I-\ *
AL

PBT, Black, UL94 V-0 \“\)\\xf

Steel, Tin Plated

Copper Alloy

Class 3, 100 inserts min.
Class 1, 500 inserts min.

Selective Gold over Nickel
-55°C to +105°C
1000V for 1 minute

Insulator resistance: 1000MQ min. i T
- A - - C -—
Features: Size D45PK-M Dim A Dim B DimC
e Available in sizes 9-15-25-37 g-way 31,0 36,3 15,0
e Packed in Kit with FEMALE D-connector 15-way 39,5 403 15,0
e Class 3 or Class 1 connector as standard options
e Re-openable 25-way 53,2 40,3 15,0
37-way 69,7 40,3 15,0
Ordering information: Class 3 Sub-D Connector Kits (100 inserts min.)
Size: PIN - Kitted: Product Code:
9-way | 6355-0009-11 D45PK-M-09-DBS-K
15-way | 6355-0009-12 D45PK-M-15-DBS-K
25-way | 6355-0009-13 D45PK-M-25-DBS-K
37-way | 6355-0009-14 D45PK-M-37-DBS-K

Ordering information: Class 1 Sub-D Connector Kits (500 inserts min.)

Size: PIN - Kitted:
9-way | 6355-0010-11

Product Code:
D45PK-M-09-DMS-K

15-way | 6355-0010-12

D45PK-M-15-DMS-K

25-way | 6355-0010-13 D45PK-M-25-DMS-K

37-way | 6355-0010-14 D45PK-M-37-DMS-K

Werner Wirth GmbH w
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Metalized Plastic Hoods DTNT-M - SERIES

TECHNICAL SPECIFICATIONS

Material: UL Recognised Plastic Material
Plating: Nickel over Copper

Operating Temperature: -40°C to +120°C

Cable Entry: Top Entry
Thumbscrews: UNC 440
Cable 0.D: Up to 16,5mm*

* For specific values - see dimensions below.

Features: R

e Available in sizes 9-15-25-37-50 - Tl
® Re-openable
# Strain Relief / Compression Insert manufactured in

Thermoplastic compound.

Compression Inserts - Inner Diameters: . C .
1
m
il
- _ LY
D
; 5 c D £ i Size Dim A Dim B Dim C Dim D
9-way 31,3 40,0 16,3 16,3
Size A B c D E E 15-way 39,1 435 16,3 16,3
915 | 8,10 | 800 | 7.25 | 650 | 530 | - 25-way | 531 47,7 18,0 16,3
25 | 11.40] 10,40 | 940 | 7,60 | 580 | - 37-way | 693 53,9 230 16,3
37/50 | 16,50 15,75 | 14,50 | 12,70 | 10,80 | 8,90 50-way 67,2 50,8 239 19,6
Ordering information:
Size: PIN - Kitted: Product Code: TOP

9-way | 1060-0105-01 | DTNT09-M-K
15-way | 1060-0105-02 | DTNT15-M-K
25-way | 1060-0105-03 | DTNT25-M-K
37-way | 1060-0105-04 | DTNT37-M-K
50-way | 1060-0105-05 | DTNT50-M-K
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Metalized Plastic Hoods D45NT-M - SERIES

TECHNICAL SPECIFICATIONS

Material: UL Recognised Plastic Material
Plating: Nickel over Copper
Operating Temperature: -40°C to +120°C

Cable Entry: Side Entry
Thumbscrews: UNC 4-40
Cable O.D: Up to 16,5mm*

* For specific values - see dimensions below.

Features:

e Available in sizes 9-15-25-37

* Re-openable

e Strain Relief / Compression Insert manufactured in
Thermoplastic compound.

O

Compression Inserts - Inner Diameters: C

W trpesesae Frorsraes
4 o A

- D -
A B C D E F Size Dim A Dim B Dim C Dim D
Size A B c b E F 9-way 31,3 40,0 16,3 16,3
O 9/15 | 810 | 8,00 | 7.25 | 6,50 | 530 | - 15-way | 391 43,5 16,3 16,3
25 | 11,40| 1040| 940 | 7,60 | 580 | - 25-way | 531 47,7 18,0 16,3
37/50 | 16,50| 15,75 | 14,50 [ 12,70 | 10,80 | 8,90 37-way | 69,3 53,9 23,0 16,3
Ordering information:
Size: PIN - Kitted: Product Code: 45° SIDE

9-way | 1060-0106-11 | D45NT09-M-K
15-way | 1060-0106-12 | D45NT15-M-K
25-way | 1060-0106-13 | D45NT25-M-K
37-way | 1060-0106-14 | D45NT37-M-K
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Metalized Plastic Hoods TRI-M - SERIES

TECHNICAL SPECIFICATIONS

4
Material: UL Recognised Plastic Material b A
- S
Plating: Nickel over Copper o~
Operating Temperature: -55°C to +110°C \_
-
Cable Entry: Top Entry '
Thumbscrews: UNC 4-40 (Standard) i #"
M2,5 or M3 on request f 1
Cable 0.D: Up to 13mm e
[ R ]
Accessories: 104-108 / l - "
>,
"i ..{
Features:
* Available in sizes 9-15-25-37
e All sizes feature 3-Way Entry solution
¢ Re-openable
& Hood is supplied with 2 Blanking Plates and 2 Strain

Relief clamps.

Extra Blanking Plates and/or Strain Reliefs are available
on request.

BULK-packe on request

[an}
A SO
Size TRI-M Dim A Dim B Dim C
9-way 31,0 45,2 15,0
15-way 40,3 452 15,0
25-way 53,5 452 15,0
37-way 70,0 452 15,0

Ordering information:

Size: PIN - Kitted: Product Code:

9-way | 6550-0100-01 | TRI-M-09-K
15-way | 6550-0100-02 | TRI-M-15-K
25-way | 6550-0100-03 | TRI-M-25-K
37-way | 6550-0100-04 | TRI-M-37-K
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@

Material: UL recognised Plastic Material 4 %
Plating: Nickel over Copper S v
Operating Temperature: -40°C to +120°C \ _
Cable Entry: Top Entry &
Thumbscrews: UNC 4-40 (Short) "EAJ:‘ T
Cable 0.D: Up to 13mm s DU E

Features:

+ Available in sizes 9-15-25-37-50
» Re-openable
O » Short Jackscrews or Long Thumbscrews

s = ™ “
&
- Iv ] :
S % )
o A B
A
s/
L.
? }i i Size DmA | DmB | DimC
\I\“‘!’“ 9-way 31,0 16,0 40,2
o 15-way 39,6 17,4 38,0
(O | Long Thumbscrews ) 25-way 55,0 16,5 445
37-way 69,0 240 525
50-way 69,5 19,5 445
Ordering information: Short Jackscrews Long Thumbscrews
Size: P/N - Kitted: Product Code: Size: PIN - Kitted: Product Code:
9-way | 2360-0105-01 | CCQV 9-SC-MP 9-way | 2360-0105-11 | CCOV 9-SCL-MP
15-way | 2360-0105-02 | CCOV15-SC-MP 15-way | 2360-0105-12 | CCOV15-SCL-MP
25-way | 2360-0105-03 | CCOV25-SC-MP 25-way | 2360-0105-13 | CCOV25-SCL-MP
37-way | 2360-0105-04 | CCOV37-SC-MP 37-way | 2360-0105-14 | CCOV37-SCL-MP
50-way | 2360-0105-05 | CCOV50-SC-MP 50-way | 2360-0105-15 | CCOV50-SCL-MP
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Metalized Plastic Hoods DAPK-M - SERIES

TECHNICAL SPECIFICATIONS

Materials:

Metalized Hood:
Plating:

Operating Temperature:

ABS/PC - UL-recognised
Nickel over Copper
-55°C to +110°C

Thumbscrews: UNC 4-40 (Standard)
Features:
e Suitable for sizes 15, 25
e Screw together Hood halves
e Re-openable
e Also available in Unshielded version
DAPK 15 DAPK 25
13 215 =13 - 35 -
—_— - i -
=1 B . | | B - B3 - "y
8778 e | LT ST | |
B "] ] o
i % | o - b -
b & & 8
Y AL S I, [Im._ g § AL S
: : L Sl LN
A R OES m| m| t k‘ﬂ rs.%
17 41 T L 545 N

O

Ordering information:

Size: P/N - Kitted: Product Code:
15-way | 6211-0100-42 | DAPK15-JS/IMET
25-way | 6211-0100-43 | DAPK25-JS/IMET

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany
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Note:

All adapters are delivered with 2 long jackscrews in standard
versions as seen in above drawings and ordering information.
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Metalized Plastic Hoods HGCP- SERIES
TECHNICAL SPECIFICATIONS

Materials: >

Plastic Hood: UL-recognised plastic material P \, S
Operating Temperature: -30°C to +110°C 0/
Finish: Nickel plated O
Jackscrews: Short, UNC 4-40 (Standard) .
Features:

Suitable for sizes 9, 15, 25

Snap-Lock system

Re-openable

Also available in Unshielded version
Also available with wire kit + connector

:(‘) U_—D( \—‘[ F—_D

Size HGCP DimA | DimB | DimC
9-way 33,2 62,0 16,5 O
15-way 41,0 62,0 16,5
25-way 56,0 62,0 16,5

Ordering information:

Size: PIN - Kitted: Product Code:

9-way | 2111-0105-31 | HGCP-0909-MTZ-K
15-way | 2111-0105-32 | HGCP-1515-MTZ-K
25-way | 2111-0105-33 | HGCP-2525-MTZ-K
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Adaptor & Gender Changer Housings GA-SERIES

TECHNICAL SPECIFICATIONS
Materials: B \
\,

Shielded Hood: UL-recognised plastic material . ,ﬂ
Plating: Nickel over Copper ,‘/

Operating Temperature: -30°C to +90°C

Jackscrews: UNC 4-40 (Standard)

Features:

« Suitable for sizes 9, 15, 25

e Snap-Lock system

« Re-openable

* Also available in Unshielded version

+ Also available without wire kit + connector

Size GA Dim A DimB | DimC
9-way 332 62,0 16,5
15-way 41,0 62,0 16,5
25-way 56,0 62,0 16,5

Ordering information:

Size: P/N - Kitted: Product Code:

9-way | 2111-0105-01 | GA0909-MM-M-K-RC MM = Male to Male Sub-D
15-way | 2111-0105-02 | GA1515-MM-M-K-RC MF = Male to Female Sub-D
25-way | 2111-0105-03 | GA2525-MM-M-K-RC FF = Female to Female Sub-D

9-way | 2111-0105-11 | GA0909-MF-M-K-RC
15-way | 2111-0105-12 | GA1515-MF-M-K-RC
25-way | 2111-0105-13 | GA2525-MF-M-K-RC

9-way | 2111-0105-21 | GA0909-FF-M-K-RC
15-way | 2111-0105-22 | GA1515-FF-M-K-RC
25-way | 2111-0105-23 | GA2525-FF-M-K-RC
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TECHNICAL SPECIFICATIONS

Sub-D to Modular Jack DA-SERIES

Materials:

Shielded Hood: UL-recognised plastic material
Plating: Nickel over Copper
Operating Temperature: -30°C to +80°C
Thumbscrews: UNC 4-40 (Standard)

Features: —
O T | -

e Available in sizes 9 and 25 (15 on request) / = —— 1 m

« Available in EMI-shielded and unshielded version | \

¢ Delivered complete with wires and Sub-D u u i I

e Pre-wired connectors on request = = Y]

- A - LC_

Size DA Dim A Dim B Dim C
9-way 33,0 15,0 49,5
15-way 41,3 15,0 39,0
25-way 55,1 15,0 39,0

Ordering information:

O Size: PIN - Kitted: Product Code:
9-way | 2112-0105-01 | DA09-SMJ8-M-K-RC SMJ8 = Sub-D Female to RJ45
25-way | 2112-0105-03 | DA25-SMJ8-M-K-RC PMJ8 = Sub-D Male to RJ45

9-way | 2112-0105-11 | DA09-PMJ8-M-K-RC
25-way | 2112-0105-13 | DA25-PMJ8-M-K-RC
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