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Waterproof RJ45 Series

Materials:
Contacts: Co;_:lu_per Alloy w/Gold Plate
Connector Body: PBT (Jack) or PC (Plug)
Full metal body in Zinc
Specifications:
Operating Temperature: -20°C to +80°C
Waterproof Rating: IP&7 1: Front mount 2. Rear mount

Circular RJ45 Panel Connectors
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Mount Style: Mating Parts;
1 Shielded Panal Jack Front mount Cat 5e RCP-5SPFFV-SCM7O01 Picture 9, 10, 16 2640-0103-03
2 Shielded Panel Jack Front mount Cat 5e RCP-5SPFFH-SCM7001 Picture 8, 10, 16 2640-0103-02
3 Shielded Panel Jack Front mount Cat 5e RCP-5SPFFH-SCM7002 Picture 9, 10, 16 2640-0103-04
4 Shielded Panel Jack Front mount  Cat 5e RCP-5SPFFH-SCU7002" Picture 8, 10, 16 2640-0103-05
5 Shielded Metal Panel Jack Frontmount  Cat 5e RCM-55PFFH-SCUT001" Picture 11 2640-0103-09
(-] Shielded Metal Panel Jadk Front mount Cat & RJS-0EPFFD-SCT001 Picture 12 2640-0107-01
T Shielded Metal Panel Jadck Front mount Cats RJS-08FFFD-557001 Picture 12 2640-0107-03

* SCUT001 and SCUT002 - IPET also when Un-Mated

Plug Housings for Circular RJ45 Connectors
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Picture: : : Mating Parts:

g Housing w/o Strain Relief Unshielded / Screw Nut RJ-00BMMA-SL7005 Picture 1,2,34,13,15 2640-0101-07
10 Housing with Strain Relief Unshiglded / Screw Nut RJ-00AMMA-SL7002 Picture 1,2,34,13,15 2640-0101-08
1 Housing wio Strain Relief Shielded / Screw Nut RJ-00BMMA-SL7008 Picture 5, 14 2640-0101-06
12 Housing w/o Strain Relief Shielded / Screw Mut RJ-00BMMA-SLT003 Picture 6, 7 2640-0101-16

Ready Cable - Male & Female RJ Connectors
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Picture: Type: Style / Mount:

13 Panel w. Cable Shielded / Front mount Cat 5e RCP-55PFFG-SCMTBXX™ Ficture 9, 10, 16 2640-0103-06
13 Panelw. Cable Shiglded / Front mount Cat 5e RCP-55PFFP-SCM7B10 Picture 8, 10, 16 2640-0103-07
14 Panel w. Cable Shielded Met. / Front mount Cat 5e RCM-5SPFFP-SCUTBXX Picture 11 2640-0103-10
15 Female Cable Unshielded / Front mount Cat 5g RCP-55AFFM-SLM7BXX Picture 9, 10, 16 2641-0002-yy
15 Female Cable Shielded / Front mount Cat 58 RCP-55AFFM-SLMTBXX Picture 9, 10, 16 2641-0010-yy
18 Male / Straight Shielded Cat 5e RCP-55BMMM-SLM7 BXX Picture 1,23 413,15 2641-001 5-yy

“with Earth wire

Example product: RCP-5SBMMM-SLM7B10

PIN: RCP-5SBMMM-SLM7B10 Code, yy: (01-99): 01 meter up to 89 meters
(Item #18) 2641-0015-10




Waterproof RJ45 Series

Materials:

Contacts: Copper Alloy w/Gold Plate

Connector Body: Nylon + GF, UL recognized ﬂ".
Specifications:
Operating Temperature: -40°C to +105°C

Waterproof Rating: IPBT 1: Front mount 2. Rear mount 3: Front/Rear mount

ODVA RJ45 - Circular Shielded Cat5e Panel Connectors
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Picture; ] Mating Parts:
1 Circular panel connector Coupler with PCB, Front/Rear mount ROP-55DFFH-TCU7001 Pic. 29,3031 2640-0160-01
- Circular panel connector Coupler with PCB, Front mount ROP-85PFFH-TCUT001 Pic. 29,30,31 2640-0160-02
3 Circular panel connector Coupler with PCB, Rear mount ROP-8SRFFH-TCU7001 Pic. 28,30,31 2640-0160-03
4 Circular panel connector Coupler, Front/Rear mount ROP-550FFH-TCM7001 Pic. 28,30,31 2640-0160-11
5 Circular panel connector Coupler, Frant mount ROP-55PFFH-TCM7001 Pic. 28,3031 2640-0160-12
& Circular panel connector Coupler, Rear mount ROP-55RFFH-TCM7001 Pic. 28,3031 2640-0160-13

ODVA RJ45 - Square Shielded Cat5e Panel Connectors
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Picture; ] Mating Parts:
T Square panel connactor Coupler with PCB, Front/Rear mount ROP-55DFFH-TSU7001 Pic. 28,3031 2640-0161-01
] Square panel connector Coupler with PCB, Front mount ROP-85PFFH-TSUTOD1 Pic. 29,30,31 2640-0161-02
a Square panel connector Coupler with PCB, Rear mount ROP-55RFFH-TSUT001 Pic. 26,30,31 2640-0181-03
10 Square panel connector Coupler, Front/Rear mount ROP-55DFFH-TSM7001 Pic. 29,3031 2640-0161-11
11 Square panel connector Coupler, Front mount ROP-55PFFH-TSM7001 Pic. 26,30,31 2640-0161-12
12 Square panel connector Coupler, Rear mount ROP-55RFFH-TSM7T001 Pic. 28,30,31 2640-0161-13

ODVA RJ45 - Molded Cable & accessories

Picture; : Mating Parts:
13 Molded with cable Straight, CatSe ROP-5SAMMM-TLM7Bxx Pic. 17 - 28 2641-0200-yy
14 Field assy. Plug housing Staright, without plug ROP-00 AMMA-TLM7001 Pic. 17 - 28 2640-0150-01
15 Cap for panel connector With tether / string CAP-WEOFTPC1 Pic. 17 - 28 2649-0101-26

Example product ROP-5SAMMM-TLM7B10

PIN: ROP-5SAMMM-TLM7B10 Code, yy: (01-99): 01 meter up to 99 meters
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Industrial Connectors RJ 45 - Series

IP67 RJ45
Industrial Ethernet
Connectors

Characteristics Insialllahorl Plug Connector Patch cord Protection
Housing Set Set cap
Plastic v v v v
Plastic metallized ¥ v v v
Zinc die-cast v v v v
Locking mechanism
Bayonet locking type v v v v
MZ28 thread v v v v
Cable termination
Soldering termination v
1DC v v
Screw termination v v
Adapter v
Assembly
Frontmounting v
Backmounting s
Cable
UTP Cat. 5e Indoor/
Ouidoor
STP Cat. 5e Indoor/ v v
Qutdoor
S/STP Cat. BA
Shielding
with s ' v
without v v v
W Ipzﬂ
Degree of protection P67 IP67 IPGET IP&7

The table jusi shows a general ovendew. Some varianis might nof be available.
* in mated condifion

The RJ45 connector is the most used interface in data communications. Based on this connector interface, Encitech can offer a versatile
connector system for Cat 5e and Cat. 6A, that ensures reliable protection and the convenience of easily mating under the most difficult
and harsh enwvironments. The housing with bayonet coupling mechanism is in compliance with IEC 61076-3-106 and provide increased
protection for the connector system against contamination and moisture (IP67 rating). Furthemmore, the increased demands for mechanical
stability, temperature resistance, vibration immunity and protection against EMI and UV radiation will be fulfilled.

This program is supplemented by preassembled patch cables with IP67 rating in various lengths and designs. The zinc die-cast version
provides an excellent protection against harsh environments.
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