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Waterproof USB Series

Materials:

Contacts: Copper Alloy w/Gold Plate
Connector Body: PBT UL90 V-0
Specifications:

Operating Temperature: -20°C to +80°C
Waterproof Rating: P67

USB Female Panel Connectors
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Picture: : Mating Part.
1 USBE A - PCB/ Bayonette UA-20PMFP-LCT001 Picture 6, & 2630-0501-02
1 USB B - PCB / Bayonette UB-20PMFP-LCTO01 Picture 6, B 2630-0502-02
1 USB A - PCB/ Screw Nut UA-20PMFP-SCB001 Picture 5, 7 2630-0101-02
1 USE B - PCB / Screw MNut UB-20PMFP-5CE001 Picture 5, 7 2630-0102-02
2 USB A -2.0- PCB/ Screw Mut UA-20PMFP-5CE002 Picture 5, 7 2630-0101-01
2 USBB -2.0- PCB/ Screw Nut UB-20PMFP-5CE002 Picture 5, 7 2630-0102-01
3 USB A -2.0 - FA/ Screw Nut UA-20BMFA-SLEB0D1 Picture 5, 7 2630-0801-01
3 USBB -2.0 - FA/ Screw Nut UB-20BMFA-SLB001 Picture 5, 7 2630-0801-02
4 USB A - 2.0 - Straight / Screw Nut UA-20AMFM-SLTA Picture 5, 7 2630-0201-xx
4 USB B - 2.0 - Straight / Screw Mut UB-20AMFIM-SLTA Picture 5, 7 2630-0202-xx
O wx = Length of cable in meters (0Tm.. 88m)

Example: 2630-0201-05 (5m cable)

USB Male Connectors with Cable & CAPs
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Picture: : Mating Part:
5 UEB A - 2.0 - Straight / Screw Nut UA-20BFIMM-SL7 Avcx Picture 2, 3, 4 2630-0301 -
5 USB B - 2.0 - Straight / Screw Nut UB-20BFMM-SL7 Axx Picture 2, 3, 4 2630-0303-:x
6 USB A -2.0-90°/ Bayonette UA-Z0AFMM-LR7A Picture 1 2630-0320-xx
[ USBB -2.0-90°/ Bayonette UB-20AFMM-LR7A Picture 1 2630-0420-:
7 CAP - Screw / Chain CAP-WACPMSB1 Picture 2, 3, 4 2649-0101-01
7 CAP - Screw / Rubber Lead CAP-WACPMSC1 Picture 2, 3, 4 2648-0101-14
7 CAP - Screw / Nylon String CAP-WACPMSD1 Picture 2, 3, 4 2649-0101-04
8 CAP - Bayonette / Chain CAP-WADPMLB1 Picture 1 2649-0101-02
8 CAP - Bayonette / Rubber Lead CAP-WADPMLCA Picture 1 2649-0101-08

«x = Length of cable in meters (01m...99m)
Example; 2630-0301-05 (5m cable)



Industrial Connectors

IP67 Mini USB,
USB 2.0
Connectors
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Characleristics Use Mini USB
Plastic v
Plastic metallized
Metall

AS NN

Version

Installation Housing Set
Plug Connector Set
Patch cord

Protection cap

Adapter

LRSS
AN

Locking mechanism

Bayonet locking type
M28 thread

<1

Cable termination

Soldering termination
Adapter
PDB soldering termination ¥

Shielding

<<

shield ¥ v

Degree of protection*

IP20 [Patch]
IP67

The fable just shows a general overiew. Some varianis might noi be available.
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*in mated condition

The Mini- USB 2.0 Type B connectors indudes a panel receptacle for PCB installation or termination to a flexible circuit.

The overall dimensions are compact and require a 12 mm diameter panel cutout The pre-terminated pafch cables with an overmoulded
IP67 Mini USB Type B plug and an overmoulded USB Type A are available in 2, 3and 5 m length.

The housings for the USB 2.0 Type A connectors have a bayonet latching mechanism according to the IEC 61076-3-106 standard.

The housing can be mounted an the front or rear side of enclosure panels with thickness up o 3,2 mm. USE 2.0 plug set with solder
termination is available for cable side and there are also preassembled patch cords available in various IP protection grades and lengths.
This robust design with IP67 rating ensures reliable protection and easy connection under harsh environmental conditions.
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