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Characteristics 81 S OCketS M8
Coding A B
O Female Cornector v
Male Conneclor v’
Housing type axial, angled
Murmber of poles 3 ::_15' 8
Assembly ype Front, Back
Display
Thread MEx0 5
Installation Height
Type of connection Wire, FCB
Degres of protection™ IP&T

The table i.J".-'.1 SNOWS 8 ganaral avensew Same vananis meght nat be avadabia

*in mated condtion



Circular Connectors
for special applications

MEx1 MeEx1
SRS overmoulded Sockets
Coding A A
Female Connector v v
Male Connector v
Housing type axial, angled axial
High Temperature
Food & Beverage v v
Number of poles 3.4 pos 3, 4 pos
LED-Display 2,3LED
Thre:ad MEx0,5
Cable quality PP orange
Type of connection Wiire:
Degree of protection® IPEGK IPESK (F & B)

The fable jusishows a genera owerview. Some varianis might nof be awailable.

* in mated condiion
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Circular Connectors for bus systems M8

Characteristics et
Fanel plugs

Coding A

Female Connector v

Male Connector

Housing type axial

Profibus DF

Industrial Ethernet o

100MHZ

10 Gigahil Etherne!

DeviceMe!

RJ45

Mumber of poles 4 pos

Type of connection —_—

Degree of protection* IPGT

Tha bk just shaws a ganaral averdaw, Somea vanants might not be availabla,

n mated condition

Werner Wirth GmbH
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Junctions systems

M8

Degree of protection®

The table just shows a genera owerview. Some variants might not be awailsble.

* in mated condiion

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

info@wernerwirth.de
www.wernerwirth.de

Junction box

ME

3,4,5pos

M23x1, TPU

IPET

W
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Connectivity Overview - M8 Series

Distribution Boxes

Pico (M8) distribution boxes simplify wiring
while eliminating long cable rurs and are ideally
suited for harsh industrial ervironments,

Distribution boxes are equipped with top mount
quick-disconnect ports, on-board M12 quick-
disconnect, or integrated home run control
cable with open leads.

Features:

* Ports: 4, 6, or 8 ports

* Housing Types: PBT and TPU
self-extinguishing

* Inserts: PA and TPU self-extinguishing

® Contacts: M8: CuSn, pre-nickeled and
0.8 microns gold plated and M12: CuZn, pre-
nickeled and 0.8 micrens gold plated

e LED: yes

* IP Ratings: IP 67

Cordsets

Werner Wirth GmbH

Hellgrundweg 111 Tel +49 (0)40 752 491-0
22525 Hamburg Fax +49 (0)40 752 491-91
Germany

info@wernerwirth.de
www.wernerwirth.de

M8 (Pico) cordsets come in variety of
configurations, single and double-ended,
straight and 90°, male and female. Cable
gauges include 22 or 24 AWG with PVC or PUR
halogen-free jackets and accomodate the IEC
color code.

Features:
* Pins/Poles: 3, 4, and 8 pins/poles

¢ LED Function Indicators (double-ended only):
with or without

* Jacket Material: Oil resistant , shock and
vibration proof, and C-Track rated

¢ Patented ratchet nut, prevents loosening
when vibration is encountered

* Accepted industry standard design
* UL approvels
* |P 67/68 rated (Enclosure~Less)

WERNER
WIRTH
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“¥* and “T” Splitters

The Pico (M8) “Y* and “T" splitters are used to
bring two sensor signals into a single port of a
distribution box (two signals per port); thereby
doubling the boxes capacity. Splitters come in a
variety of wiring configurations, cable types and
body styles.

Features:

* "Y" Configurations: Male Straight to Two
Female Straight or 90" or “T" Male Straight
to Two Female Straight

* Vibration and shock resistant
* Accepted industry standard design
e |P 67 rated

Receptacles

Pico M8 receptacles come in avariety of
configurations — 3, 4, and & pins/poles, male
or female, front or rear mount and are wired in
accordance with |EC color codes.

Features:

® 3,4, and 8 pins/poles

* Vibration and shock resistant

* Accepted industry standard design
® UL/CSA approvals

® |P 67 rated

Werner Wirth GmbH

Hellgrundweg 111 Tel +49 (0)40 752 491-0 info@wernerwirth.de
22525 Hamburg Fax +49 (0)40 752 491-91 www.wernerwirth.de WI RTH
Germany
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M8 Actuator/Sensor Distribution Boxes

4-, 6-, 8-, and 10-Ports (LED) A-Ports

Pluggable miniature actuatorfsensor
distribution box with LED operation and
function indicators, top-entry, 4-10-ports,
M8 socket, 3-poles, 1 signal per socket, M12

=0,
|

=
connection for the control cable. J—E é"[j L
] C'%@'—'L
— control cable type: RKT12-348(..M or — i—
RKWT 12-348/..M — — — 'K
— 1

Pin Assignments

M8 / M12 Wiring Diagrams

4-Ports 6-Ports
. r Foy
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M8 Actuator/Sensor Distribution Boxes
ASBSM 4/LED 3 | ASBSM 6/LED 3 | ASBSM 8/LED 3 | ASBSM 10/LED 3

6-Ports 8-Ports 10-Ports
- — - 55,
I x I x [
T e i ] :
| r\oli & élni = |
t i - a
— o — p= -
F: (L ﬂ—: 13 ?r 1 f:
— ; — : —
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|| @2 = =IRLL =
— & - 15 - a3
o - E f -
° - 11\ -
i o ]
e ° -
= E:ﬂ*é
[ o]
O Technical Data
Environmental Accessories (included)
Degree of protection IP 67/ NEMA 6P VKM 2 M8 dust covers for unused sockets
Operating temperature range -25°C (-13°F)/ +70°C (+158°F) ZBR5M0 Attachable labels:

. 4-Ports: 5 pieces
Mechanlcal 6- and 8-Ports: 10 pieces
Housing PBT 10-Ports: 15 pieces
Insert PA, self-extinguishing
Contact MB8: CuSn, pre-nickeled and 0.8

microns gold-plated
M12: Brass, pre-nickeled and 0.8
microns gold-plated

Receptacle shell Brass, nickel-plated

0-ring FKM

Electrical

Contact resistance <5me)

Voltage rating 10-30VDC

Current rating 1.5A per port
1.5A max. total

O ASBSM 4/LED 3 4 RSMV 3...or RSMWV 3... RKT 12-348 or RKWT 12-348 \" -
ASBSM 6/LED 3 6 RSMV 3...or RSMWV 3... RKT 12-348 or RKWT 12-348 J ) -
ASBSM 8/LED 3 8 RSMV 3...or RSMWV 3... RKT 12-348 or RKWT 12-348 '\" -
ASBSM 10/LED 3 10 RSMV 3...or RSMWV 3... RKT 12-348 or RKWT 12-348 l? :

Werner Wirth GmbH w
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M8 Actuator/Sensor Distribution Boxes

4,6, 8-, 10- and 12-Ports (LED) 6-pors

Pluggable miniature actuatorfsensor

distribution box with LED operation and f M ;

function indicators, top-entry, 4-12-ports,

M8 socket, 3-poles, 1 signal per socket, with I__
integrated control cable. . q b
g
E S A
‘:. i
4-Ports E . 5 a
i
(- _-,,1
f] i
-
3 1]
Dj
ﬁ—r
% il ‘“
Pin Assignments
M8 Wiring Diagrams
4-Ports 6-Ports
5
e - 1 4 4 1= bown ) - 1 8 4+ 1= bown (4
qreen T T 3= bl 3] Y Y e Y Y 3= blue 4
s A= white (1) . B = white (1)
Faxd green  (2) X elow i green  (2)
M yellw (3 N il yelow (5
.............. —1 gey ) I o P | aey (4
A n . ik {5)
3 PO A P
o (&) = w ()
1 4 1 5
8-Ports 10-Ports 12-Ports
- 1 B+ 1= brown  (+) 1 = brown (+) - 1 12+ 1= brown I+
T ¥ green 3= blue ) = blug i T T green, T 3= ble 18]
O . S I d= white (1) geen (2 = =B 41 d=wihie i)
FY mpow #1 gmen (@) wlow (3 #FY e #Y) gman ]
I 1] yellow @) aey  (4) 1 ] yellow )
o grey ) pink 5 remmebl bR ELLLLALL — arey )
,5' N pink 5} red ] ) AEN pink 5
!'\o_w- 35 gh el ) black (7 Hegh iegh red {6)
AT ~ bhck (7 wet (@ A M o
vokt (8 geyipink (8 1 12 violet (8
1 & 1 10 redblue (10} gray/pink )
rid/blue {10}
white/grey (1)
browndarey  (12)
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O

M8 Actuator/Sensor Distribution Boxes
ASBM 4/LED 3-343 | ASBM 6/LED 3-344 | ASBM 8/LED 3-345 | ASBM 10/LED 3-346 | ASBM 12/LED 3-347

8-Ports

S,

NI I

Technical Data

Environmental
Degree of protection
Operating temperature range

Mechanical
Housing
Insert
Contact

Receptacle shell
0-ring

Electrical

Contact resistance
Voltage rating
Current rating

ASBM 4/LED 3-343/..M
ASBM G/LED 3-344/.M B
ASBM B/LED 3-345/.M 8
ASBM 10/LED 3-346/..M 10

ASBM 12/LED 3-347/.M 12

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

10-Ports 12-Ports
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Accessories (included)
IP 67/ NEMA 6P VKM 2 M8 dust covers for unused sockets
-25°C (-13°F) / +70°C (+158°F) ZBR 5110 Attachable labels:
4-Ports: 5 pieces
6- and 8-Ports: 10 pieces
PBT 10- and 12-Ports: 15 pieces
PA, self-extinguishing L
CuSn, pre-nickeled and 0.8 Cable Specifications
microns gold-plated
Brass, nickel-plated Cable No. Outer Jacket Conductor Size  Jacket Color 0D
FKM 3 PUR, halogen-free  6x 0.25 mm* Black 201" (5.1 mm)
34 PUR, halogen-free 8 x 0.25 mm# Black 236" (6.0 mm)
“Bmo 345 PUR, halogen-free 10 x0.25 mm# Black 248" (B3 mm)
10-30VDC M6 PUR, halogen-free 12 x0.25 mm# Black 252" (6.4 mm)
1.5A per port M7 PUR, alogen-free 14 x0.25 mm2  Black 264" (7.2 mm)
1.5 A max. total

5M, 10M, 15M
SM, 10M, 15M
5M, 10M, 15M
5M, 10M, 15M

5M, 10M, 15M

RSMV 3... or RSMWV 3...

RSMV 3... or RSMWV 3...

RSMV 3...or RSMWV 3...

RSMV 3...or RSMWV 3...

RSMV 3... or RSMWV 3...

info@wernerwirth.de
www.wernerwirth.de
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M8 Actuator/Sensor Distribution Boxes

4Ports (LED) +pors

Pluggable miniature actuator/sensor
distribution box with LED operation and

function indicators, top-entry, 4-ports, Ma 15
socket, 3-poles, 1signal per socket, M12
connection for the control cable.
— control cable type: RKT 8-6-337 or v
RKWT 8-6-337 — o
o ]E]
=
Go}’ 24
Pin Assignments
Ma/M12 Wiring Diagrams
4-Ports
L) H A
' " R N 1= 5 W
3= 7 ()
\ j[L L | 4= 1
i i 2 @
| ! )]
vy #l eT| e gm0 PR
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M8 Actuator/Sensor Distribution Boxes

SBS 4/LED 3

Technical Data

Environmental
Degree of protection
Operating temperature range

Mechanical
Housing
Insert

Contact

Receptacle shell
0-ring

Electrical
Contact resistance
Voltage rafing
Current rating

Accessories (included)
VKM

Part Number - Mating Cordsets Mating Control Cable Characteristics

SBS 4/LED 3

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

4

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

IP 67 / NEMA 6P
15°C (+5°F) / +90°C (+194°F)

TPU, self-extinguishing
M8: TPU, self-extinguishing
M12: PA

CuSn, pre-nickeled and 0.8
microns gold-plated

Brass, nickel-plated

FKM

=5mQ
10-30 VDC
2 A per port/ 2 A max. total

2 dust covers for unused sockets
1 attachable label

RSMV 3... or RSMWV 3...

RKT 8-6-337 or RKWT 8-6-337

info@wernerwirth.de
www.wernerwirth.de

()

4 4

WERNER
WIRTH

PROJECT | CONNECT | PROTECT

| O



M8 Actuator/Sensor Distribution Boxes

oports (20 o
26

Pluggable miniature actuator/sensor ”
distribution box with LED operation and = 5
function indicators, top-entry, 8-ports, M8
socket, 3-poles, 1signal per socket with s
integrated control cable. | =0

iy ¢

Hax1

[

135
106
-
g

ER EH 61 68 B £
@

|

-

Pin Assignments
O M8 Wiring Diagrams
4-Ports
‘ - 1 8+ 1= brown (+)
' 3= blue =1
" \ [ 4= witte (1)
gl green  (F)
wellows  (3)
............. arey (4
I pink  (5)
3 1 n red {6}
_____________ black ()
viokt (&)
1 8
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M8 Actuator/Sensor Distribution Boxes

SB 8/LED 3-333

Technical Data

Environmental
Degree of protection
Operating temperature range

Mechanical
Housing
Insert
Contact

Receptacle shell
0-ring

Electrical
Contact resistance
Voltage rating
Current rating

Accessories (included)
ZVKM
ZBR 510

Cable Specifications

Cable No. Outer Jacket
333 PUR, halogen-free

IP 67 / NEMA 6P
-15°C (+5°P) / +80°C (+176°F)

PBT

TPU, self-extinguishing
CuSn, pre-nickeled and 0.8
microns gold-plated

Brass, nickel-plated

FKM

=5me)
10-30V DG
2 A per port/ 2 A max. total

2 M8 dust covers for unused sockets

Attachable labels:
10 pieces

Conductor Size  Jacket Color 0D

2 %0.50 mm? Black

8 x0.34 mn#

347" (8.8 mm)

Part Number Standard Cable Lengths | Mating Cordsets Characteristics

SB 8/LED 3-333/..M

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

8

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

5M, and 10M

RSMV 3... or RSMWV 3...

info@wernerwirth.de
www.wernerwirth.de
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M8 Actuator/Sensor Distribution Boxes

8-Ports (LED) B-port

Miniature sensor distribution box with LED
operation and function indicators, 8-ports,
top-entry, screw-lock M8 sockets, 3-poles,
1signal per socket, earth connection, integrated
control cable with M23 male right angle
connector, 12-poles.

M=al=nl=al=al=al=al=all=x
Is u| f

e

i

Pin Assignments

M8 M23
3 poles 12 poles

'S

Werner Wirth GmbH w
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M8 Actuator/Sensor Distribution Boxes

RSWU 12-SB 8/LED

Technical Data

Environmental
Degree of protection

Operating temperature range

Mechanical
Housing / Molded body
Insert

Contact

Receptacle shell
0-ring

Electrical data

Contact resistance
Nominal current at 40°C
Nominal voltage

IP 67 / NEMA 6P
-15°C (+5°F) / +90°C (+194°F)

TPU, self-extinguishing

RSWL: PET

SB: TPU, self-extinguishing

CuZn, pre-nickeled and 0.8 microns
gold-plated

CuZn, nickel-plated

FKM

=5ma
RSWLUI-SB: 2 A per outlet/ 2 A max. total
10-30V DC

Rated voltage 32V
Insulation resistance =109 02
Pollution degree 3

Cable Specifications

Cable No. OQuter Jacket Gonductor Size  Jacket Color 0D O

333 PUR, halogen-free 2 x 0.50 mm* Black 347" (8.8 mm)
8 x 0.34 mm?*

Part Number - Mating Cordsets Characteristics

RSWU 12-SB 8/LED 3-333/5 M 8 RSMV 3... or RSMWV 3...

= O

Werner Wirth GmbH w

Hellgrundweg 111 Tel +49 (0)40 752 491-0 info@wernerwirth.de
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M8-Round-Plug Connector, Single-Ended Cordsets,
According to IEC 61976-2-104

3- and 4-Poles RSMV

Actuatorfsensor cordset, single-ended, M8,
3- and 4-poles male straight connector with
self-locking threaded joint and molded cable.

Actuatorfsensor cordset, single-ended, M8, RSMWV
3- and 4-poles male 90° connector with self-
locking threaded joint and molded cable.

7

=3

Pin Assignments

brown

biliie
black

ey —=
nun
ocoo

B=
i
S oD —=
nmmwin

=

=

W
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M8-Round-Plug Connector, Single-Ended Cordsets, According to IEC 61976-2-104
RSMV 3| RSMV 4 | RSMWV 3 | RSMWV 4

Technical Data

Environmental
Degree of protection
Operating temperature range

Mechanical

Housing / Molded body
Insert

Confact

Coupling nut

Electrical data

IP 67 / NEMA 6P
-40°C (-40°F) / +90°C (+194°F)

TPU

PA/TPU

GuZn, pre-nickeled and
0.8 microns gold-plated
CuZn, nickel-plated

Contact resistance =5m
Nominal current at 40°C 4A
Nominal voltage 3 poles 6OV
4 poles 30V
Rated valtage 3 poles 63V
4 poles 36V
Test voltage 3poles1.5kVeff./60s
4 poles 0.8 KV eff. /60 s
Insulation resistance =100 Q2
Pollution degree 3
Cable Specifications
Gable No. OQuter Jacket CGonductor Size  Jacket Color 0D
06 PVC 3 %0.34 mm? Orange 97" (5.0 mm)
07 PVC 4 % 0.75 mm? Orange 977 (5.0 mm)
224 PUR, halogen-free 3 % 0.34 mm? Black 69" (4.3 mm)
225 PUR, halogen-free 4 x 0.34 mm? Black 185" (4.7 mm)

Part Number m Outer Jacket Standard Cable Lengths

RSMV 3-06/.. M RSMWV 3-06/..M 3
RSMV 3-224/.M RSMWV 3-224/.M
RSMV 4-07/..M RSMWV 4-07/..M 4
RSMV 4-225/..M RSMWV 4-225/..M

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg

Germany

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

PUR, halogen-free
PVC

PUR-halogen-free

info@wernerwirth.de
www.wernerwirth.de

2M/5M/10M |‘Pu -
2M/5M/10M _':"||‘i’- O
2M/5M/10M |N -
2M/5M/10M r [‘w -
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M8-Round-Plug Connector, Single-Ended Cordsets,
According to IEC 61976-2-101-E for Robotic Applications

4-Poles RSMV
Actuatorfsensor cordset, single-ended, M8, -
4-poles male straight connector with self- T I
locking threaded joint and molded cable. _‘]

— especially designed for use in ]

Robotic applications —

Actuatorfsensor cordset, single-ended, M8, RSMWVY
4-poles male 90° connector with self-locking
threaded joint and molded cable, 1 g

1
— especially designed for use in §
Robotic applications — i

Pin Assignments

4 poles
1= brown
2= whie
@ 3= blue
4 = black

W

Werner Wirth GmbH
WERNER
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M8-Round-Plug Connector, Single-Ended Cordsets, According to IEC 61976-2-101-E for
Robotic Applications RSMV 4 | RSMWV 4

Technical Data

Environmental Cable Specifications

Degree of protection (IEC 60529)* IP67, IP68 (15m / 48h & 100m / 2h)

Dperating temperature range -40°C to +85°C Cable No. | Outer Jacket |Conductor Size Jacket Color _
Mechanical 22 AWG stranded black 5.10 mm nominal
Housing / Molded body TPU - translucent

Insert TPU, orange

Contact CuZn

Contact surface Cu/Au

Knurled screw CuZn, nickel-plated

Electrical data

Rated voltage 30 VAC/DC

Rated cument* 4

Part Number m Outer Jacket Standard Cable Lengths Characteristics

Male Straight Male 90°

— e

e

RSMV 4-500/...M RSMWV 4-500/..M 4 PUR 2ZM/SM/1OM/ISM /20 M

Werner Wirth GmbH w
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M8-Round-Plug Connector, Single-Ended Cordsets,
According to IEC 61976-2-104

8-Poles AsHY

Actuator/ sensor cord sets, single-ended, M8 M 1,
male connector without snap-in joint and
molded cable. -~

Pin Assignments

ma & Poles
] L] 1= white 5= grey
O S, ° A 2= brown 6= pink
.. o G= green 7= Dble
T L 4= ydlow B= red

Werner Wirth GmbH w
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M8-Round-Plug Connector, Single-Ended Cordsets, According to IEC 61976-2-104
RSM 8-354

Technical Data

Environmental

Degree of protection IP x8 / NEMA 6P (15m/48h & 100m/2h)
Operating temperature range -25°C (-13°F) / +80°C (+176°F)
Mechanical
Housing / Molded body TRU
Insert TPU
Contact Cusn, & 0.8 microns gold-plated
Receptacle shell CuZn, nickel-plated
0-ring FKM
Electrical data
Contact resistance = 5 ma
Nominal current at 40°C 1A
Nominal voltage aov
Rated voltage a6V
O Test voltage 0.8 kVeff./60s O
Insulation resistance =100 02
Pollution degree 3
Cable Specifications

Cable No. Quter Jacket Conductor Size  JacketColor 0D
354 PUR, halogen-free 8 x0.14 mm? Black 97" (5.0 mm)

O = m Ouer Jacket TT— m O

RSM 8-354/...M 2M/5M/10M |LJL ='

4 4
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O

3-, 4, and 8-poles, female straight connector
with self-locking threaded joint and
molded cable.

Pin Assignments

M8-Round-Plug Connector, Single-Ended Cordsets,

According to IEC 61976-2-104

3-, 4-, and 8-Poles

Actuatorfsensor cordset, single-ended, M8,

Actuatorfsensor cordset, single-ended, M8,

3-, 4-, and 8-poles, female 90° connector with
self-locking threaded joint and

molded cable.

RKMV
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" ‘ | | *a 0-Ring
) Ly |
@
=4
®98
REKMWY
18.8
*a 258
mie
— 8 :y
l%i:“ [:j
*a 0-Aing

3 poles 4 poles

O-
e
nn
==
g
O o
Cy:)

e pahd —=

wamwmnwmn
=]
==
=F

Werner Wirth GmbH

Hellgrundweg 111 Tel +49 (0)40 752 491-0
22525 Hamburg Fax +49 (0)40 752 491-91
Germany

white
bvan
green
il ow
arey
ink
i
red

00~ T o B ohd =

info@wernerwirth.de
www.wernerwirth.de

W

WERNER
WIRTH

PROJECT | CONNECT | PROTECT



M8-Round-Plug Connector, Single-Ended Cordsets, According to IEC 61976-2-104
RKMV 3 | RKMV 4 | RKMV 8 | RKMWV 3 | RKMWV 4

Technical Data

Environmental
Degree of protection

Operating temperature range

Mechanical
Housing / Malded body
Insert

IP 67/ NEMA 6P
-40°C (-40°F) / +90°C (+194°F)

TPU
PA/TPU

Contact CuZn, pre-nickeled and
0.8 microns gold-plated
Coupling nut CuZn, nickel-plated
Electrical data
Contact resistance = 5mQ
Nominal current at 40°C 44
Nominal voltage Jpoles60V
4 poles 30V
Rated valtage 3poles63V
4 poles 36V
Test voltage 3 poles1.5 kVeff. /60 s
4 poles 0.8 kV eff. /60 s
Insulation resistance =100 Q
Pollution degree 3

Cable Specifications

Cable No. OQuter Jacket Conductor Size  Jacket Color 0D

06 PVC 3 %0.34 mm? Orange 197" (5.0 mm)
07 PVC 4 %0.75 mm* Orange 297" (5.0 mm)
224 PUR, halogen-free 3 x 0.34 mm? Black 169" (4.3 mm)
225 PUR, halogen-free 4 x 0.34 mm* Black 85" (4.7 mm)
B4 PUR, halogen-free 8 x0.14 mm? Black 1977 (5.0 mm)

Part Number | Pins | Outer Jacket Standard Cable Lengths Characteristics

RKMV 3-06/..M RKMWY 3-06/...M 3 PVC 2M/5M/10M |‘N ] |-

Y
“’

JL b,
- - -

RKMV 3-224/..M RKMWV 3-224/.. M PUR, halogen-free 2M/5M/10M 9l

RKMV 4-07/...M RKMWV 4-07/..M 4 PVC 2M/EM/T0M

RKMV 4-225/..M RKMWV 4-225/..M PUR, halogen-free 2M/5M/10M (5l

RKMV 8-354/..M 8 PUR, halogen-free ZM/SM/10M “Fﬂ .- £
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M8-Round-Plug Connector, Single-Ended Cordsets,
According to IEC 61976-2-101 E for Robotic Applications

4-Poles RKMV
Actuatorfsensor cordset, single-ended, M8, i
4-poles female straight connector with self- ;

-]

locking threaded joint and molded cable.

— especially designed for use in
Robotic applications — =

X .
LT
Actuatorfsensor cordset, single-ended, M8, RKMWY
4-poles female 90° connector with self-locking
threaded joint and molded cable. wa
—_—— e
1
— especially designed for use in #
Robotic applications — 1

Pin Assignments

4 poles

- 1= brown

90 9= whits

@ 3= blue
4= Dblack

W
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M8-Round-Plug Connector, Single-Ended Cordsets, According to IEC 61976-2-101-E for
Robotic Applications RKMV 4 | RKMWV 4

Technical Data

Environmental Cable Specifications

Degree of protection (IEC 60529)* IP&7, IP68 (15m/ 48h & 100m / 2h)

Operating temperature range -40°C 10 +85°C Cable No. | Outer Jacket |Conductor Size Jacket Color _
Mechanical 22 AWG stranded black 5.10 mm nominal
Housing / Molded body TPU - translucent

Insert (contact bearer) TPU, orange

Contact CuZn

Contact surface Cu/Au

Coupling screw CuZn, nickel-plated

0-ring FKM

Electrical data

Rated voltage 30 VAC/DC

Rated cumrent® 4A

Part Number m Outer Jacket Standard Cable Lengths Characteristics
/-

Male Straight Male 90°

Fa—
o

RKMV 4-500/...M RKMWV 4-500/..M 4 PUR 2ZM/5M/10M/I5M /20 M -

Werner Wirth GmbH w

Hellgrundweg 111 Tel +49 (0)40 752 491-0 info@wernerwirth.de
22525 Hamburg Fax +49 (0)40 752 491-91 www.wernerwirth.de WI RTH
Germany

PROJECT | CONNECT | PROTECT



M8&-Round-Plug Connector, Single-Ended Cordsets,
According to IEC 61976-2-104

3-Poles LED) RKMWVLED

Actuatorfsensor cordset, single-ended, M8
3-poles, female 90 connector with LED
operation and function indicator, self-locking

BB
F B g
threaded joint and molded cable. M ';
A" | HH

Pl

*a 0-Ring

228

B
—at a
=

Pin Assignments

M8 Wiring Diagram

3 poles A pp Normally open = yellow-green

l/‘%‘\ ; - Eﬁ:n 1 + braun

Eli=] an

N/ 4= black 4 schwarz

3 )—fl—i&—c - blau

Werner Wirth GmbH I I WERNER
Hellgrundweg 111 Tel +49 (0)40 752 491-0 info@wernerwirth.de
22525 Hamburg Fax +49 (0)40 752 491-91 www.wernerwirth.de WI RTH

Germany

PROJECT | CONNECT | PROTECT



M8-Round-Plug Connector, Single-Ended Cordsets, According to IEC 61976-2-104

RKMWV/LED A 3

Technical Data

Environmental
Degree of protection
Operating temperature range

Mechanical

Housing / Molded body
Insert

Contact

Coupling rut
0-Ring

Electrical data

Contact resistance
Nominal current at 40°C
Nominal voltage
Insulation resistance
Pollution degree

Cable Specifications

Cable No. Outer Jacket
06 PVC

IP 67/IP 69K / NEMA 6P
-40°C (-40°F) / +90°C (+194°F)

TPU

PA/TPU

CuZn, pre-nickeled and
0.8 microns gold-plated
CuZn, nickel-plated
FKM

= 5mo

4 A
10-30VDC
> 100 )

3

Conductor Size  Jacket Color 0D
3 x0.34 mm# Orange

97" (5.0 mm)

224 PUR, halogen-free 3 % 0.34 mm? Black

JA69" (4.3 mm)

Part Number | Pins | Outer Jacket Standard Cable Lengths | Characteristics

RKMWV/LED A 3-086/..M 3 PVC

RKMWV/LED A 3-224/..M

Werner Wirth GmbH

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91
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Germany

PUR, halogen-free
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2M/SM/10M
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M8-Round-Plug Connector, Single-Ended Cordsets,
According to IEC 61976-2-104

3- and 4-Poles RKM

Actuator/sensor cordset, single-ended, M8 »8.8
3- and 4-poles, female straight connector with ~
snap-in joint and molded cable. )

= .

" r“

I

._

and 4-poles, female 90" connector with snap-in
joint and molded cable. 18,1

D

- Ir
~1

1 9]

| ™
] ﬁ

*a O-Ring

_'liﬁ&,S_I

22.8

O ‘ Actuator/sensor cordset, single-ended, M8 2- RKMW

O Pin Assignments

3 poles 4 poles
£ 1= bown ) 1= brown
,, 3= blie 2= whits
4= black d= blug
4= black
Werner Wirth GmbH I I WERNER
Hellgrundweg 111 Tel +49 (0)40 752 491-0 info@wernerwirth.de
22525 Hamburg Fax +49 (0)40 752 491-91 www.wernerwirth.de WI RTH

Germany

PROJECT | CONNECT | PROTECT



M8-Round-Plug Connector, Single-Ended Cordsets, According to IEC 61976-2-104
RKM 3| RKM 4 | RKMW 3 | RKMW 4

Technical Data

Environmental
Degree of protection
Operating temperature range

Mechanical

Housing / Molded body
Insert

Contact

Coupling nut
Electrical data
Contact resistance

Nominal current at 40°C
Nominal voltage

Rated voltage
Test voltage

Insulation resistance

IP 65
-40°C (-40°F) / +90°C (+194°F)

TPU

PA/TPU

CuZn, pre-nickeled and
0.8 microns gold-plated
CuZn, nickel-plated

<5mi}

47

3 poles 60V

4 poles 30V

3 poles 63V

4 poles 36V

3poles 1.5 kVeff. /60 s
4 poles 0.8 kV eff. /60 s
=100 Q2

Pollution degree 3

O Gable Specifications O

Gable No. OQuter Jacket Conductor Size  Jacket Color 0D

06 PVC 3 x0.3 mm? Orange 197" (5.0 mm)
07 PVC 4 % 0.75 mm? Orange 1977 (5.0 mm)
224 PUR, halogen-free 3 x0.34 mm’ Black 169" (4.3 mm)
225 PUR, halogen-free 4 % 0.34 mm? Black 185" 4.7 mm)

Part Number m Outer Jacket Standard Cable Lengths | Characteristics

RKM 3-06/.. M RKMW 3-06/..M 2M/5M/10M
RKM 3-224/..M RKMW 3-224/.. M PUR, halogen-free 2M/5M/10M
O RKM 4-07/..M RKMW 4-07/...M a4 P 2M/5M/10M
RKM 4-225/..M RKMW 4-225/..M PUR, halogen-free 2M/5M/10M

4 4

Werner Wirth GmbH
WERNER

WIRTH
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M8-Round-Plug Connector, Single-Ended Cordsets,
According to IEC 61976-2-104

pots 15D

Actuatorfsensor cordset, single-ended, M8,
3-poles, female 90° connector with LED

operation and function indicator, with snap-in ]
joint and molded cable.

22.8

it 1@
b

4 4

Pin Assignments

M8 Wiring Diagram
3 poles A pnp Normally open = yellow-green

w:‘:w j= pem 1 + braun
0" 4= black 4 schwarz
3)—£¥‘—§R—o-ulu

Werner Wirth GmbH WERNER
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M8-Round-Plug Connector, Single-Ended Cordsets, According to IEC 61976-2-104
RKMW/LED 3

Technical Data

Environmental

Degree of protection IP 65
Operating temperature range -40°C (-40°F) / +90°C (+194°F)
Mechanical
Housing / Mol ded body TPU
Insert PA/TPU
Contact CuZn, pre-nickeled and
0.8 microns gold-plated
Coupling nut CuZn, nickel-plated
Electrical data
Contact resistance = 5 mo)
Mominal current at 40°C 4 A
Nominal voltage 10-30VDC
O Insulation resistance =10°F 0
Pollution degree 3

Cable Specifications

Cable No. Outer Jacket Conductor Size  Jacket Color 0D
06 PVG 3 % 0.534 mm# Orange 97" (5.0 mm)

224 PUR, halogen-free 3 x 0,34 mm* Black JER 4. 3mm)

Part Number | Pins | Outer Jacket Standard Cable Lengths Characteristics

RKMW/LED A 3-06/..M 3 2ZM/5SM/10M

*as
RKMW/LED A 3-224/. M 2M/5M/10M E] [_. 1’,

O

Werner Wirth GmbH w
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M8-Round-Plug Connector, Single-Ended Cordsets,
According to IEC 61976-2-104

3- and 4-Poles RKMVS
Actuatorfsensor cordset, single-ended, M8, 296
3- and 4-poles, female straight connector with M8 xt
self-locking threaded joint and molded cable, £
shielding connected to knurled rut.
2Hoom
" “a 0-fing
I L 1 Stripping 30 mm
——
2103 !
Actuatorfsensor cordset, single-ended, M8, RKMWVS
3- and 4-poles, female 90° connector with
self-locking threaded joint and molded cable, 23
shielding connected to knurled nut. =
o ® T
2l 2 oo
R
“
s | |
||
*a 0-Ring
L1 Stripping 30 mm

O Pin Assignments

3 pokes 4 poles
birown

bl
black

0.
PRI
o
ooo
=

&
£e
(e
a0 'O

Sohd =

W

=

=
=

W
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M8-Round-Plug Connector, Single-Ended Cordsets, According to IEC 61976-2-104

RKMVS | RKMWVS

Technical Data

Environmental
Degree of protection
Operating temperature range

Mechanical

Housing / Molded body
Insert

Contact

Coupling nut

0-ring

Electrical data

Contact resistance
Nominal current at 40°C
Nominal voltage

Rated voltage
Test voltage

Insulation resistance
Pollution degree

IP&7 / NEMA 6P

-30°C (-22°F) / +90°C (+194°F)

TPU

TPU, fibre-glass reinforced
CuZn, gold-plated

CuZn, nickel-plated

FKM

=5mi

44

3 poles 60V

4 poles 30V
Jpoles 63V
4poles 38V
500 Veff./60s
=10° 02

32

Cable No. Outer Jacket Conductor Size  Jacket Color 0D
357 PUR, halogen-free 3 x 0.25 mm?® Grey

O Cable Specifications O

18146 mm)

358 PUR, habgen-free  4x 0.25 mm?* Grey .205" (5.2 mm)

Part Number Quter Jacket Standand Gable Characteristics
O O

RKMVS 3-357/.M RKMWVS 3-357/.M PUR,halogen-fee ~ 5M Wi

PUR, halogen-free 5 M I\;v _

RKMVS 4-358/...M REMWVS 4-358/...M 4

4 4

Werner Wirth GmbH
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M8-Round-Plug Connector, Single-Ended Cordsets,
According to IEC 61976-2-104

Actuator/sensor cord set, single ended, straight

M8 female connector and molded cable,
ri hexagon screw in stainless steel, 3 and 4 poles. | 1 | J
: . . ! oy L e
— especially designed for use in i - -‘E':.J-‘g.
wash-down applications — 'l [ ! __
1 | —
L]
1 ‘
O Actuator/sensor cord set, single ended, right- WRKMWV
angle M8 female connector and molded cable,
@ hexagon screw in stainless steel, 3 and 4 poles. i 5 o
— especially designed for use in by _ '
wash-down applications — "8 ' |

O Pin Assignments

3 poles 4 poles

3 1= brown o e 1= brown
I= bhue 2= whis
' 4= bhk - 3= bhs
A= black

Werner Wirth GmbH w
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M8-Round-Plug Connector, Single-Ended Cordsets, According to IEC 61976-2-104
WRKMV | WRKMWV

Technical Data

Environmental
Degree of protection {IEC 60529) IP67 / IPGS / IPGIK
Operating temperature range -40°C (-40°F) / +105°C (+221°F)
Mechanical
Housing / Molded body PP, white
Insert PP, white
Contact Cusn
Contact surface CufAu
Hexagon screw Stainless Steel (V4A)
0-ring EPDM
Electrical data
Contact resktance =5 mQ
Rated current 4 A
Rated voltage 3-pole: 6OV
4-pole: 30V
Rated impulse voltage 3 pole: 1.5KV
4 pole: 0.8 kV
Insulation resistance >10°Q)
Approvals
UL pending, UL-file no. E315587
O ECOLAB UL-temperature range +30°C O

Cable Specifications

Cable No. Outer Jacket Conductor Size  Jacket Color 0D

520 TPE 3x0,25 mm? Orange 43+02mm
521 TPE 430,25 frm? Orange 04,7+02mm

O Part Number “ Outer Jacket | Standard Cable Lengths Characteristics

WRKMY 3-520/..M WRKMWY 3-520/..M 2ZMISMI10MIIEMI20 M| 25 M

O

WRKMVA-5211. M WRKMWV4-521L.M 4 TPE 2MI5MI10M115 M 120 M125 M (1))

Werner Wirth GmbH w
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M8-Round-Plug Connector, Single-Ended Cordsets,
According to IEC 61976-2-104

Actuatorfsensor cord set, single ended, straight
- M8 male connector and molded cable, hexagon I
i screw in stainless steel, 3 and 4 poles. L

L
' — especially designed for use in I | ] =

wash-down applications —

4l

m TI

T
O Actuatorf/sensor cord set, single ended, right- WRSMWV
N angle M8 male connector and molded cable,
g hexagon screw in stainless steel, 3 and 4 poles.
— especially designed for use in L W .
wash-down applications — | 'j . i

O Pin Assignments

3 poles 4 poles

L] 1= brown 3 1= brown
, 3= blue 2= whilg
4= bhadk * 3= bhe

Werner Wirth GmbH w
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M8-Round-Plug Connector, Single-Ended Cordsets, According to IEC 61976-2-104

WRSMV | WRSMWV

Technical Data

Environmental
Degree of protection (IEC 60529)
Operating temperature range

IPE7 / IPE8 / IPEAK
-40°C (-40°F) / +105°C (+221°F)

Mechanical
Housing / Molded body PP, white
Insert PP, white
Contact CuSn
Contact surface Cu/Au
Hexagon screw Stainless Steel (V4A)
0-ring EPDM
Electrical data
Contact resstance =5 m)
Rated current 4 A
Rated voltage 3-pole: 60V
4-pole: 30V
Rated impulse voltage 3pole: 1.5kV
4 pole: 0.8 kV
Insulation resistance =100 02
Approvals
UL pending, UL-file no. E315587
O ECOLAB UL-temperature range +90°C

Cable Specifications

Cable No. Outer Jacket Conductor Size  Jacket Color 0D
520 TPE 3x0,25 mm? Orange P4,3+02mm
521 TPE 4x0,25 mm? Orange 04,7+ 02mm

O Part Number “ Outer Jacket | Standard Cable Lengths Characteristics

WRSMV 3-520/..M WRSMWV 3-520/..M

WRSMV 4-521/..M WRSMWV 4-521/..M

Werner Wirth GmbH

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

Hellgrundweg 111
22525 Hamburg
Germany
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M8-Double-Ended Cordsets for Actuators, Sensors and
Distribution Boxes

Actuator/sensor cordset, double-ended, M8,

3-pole, male straight with threaded joint to
female straight connector with snap-in joint
and molded cable.

b
W
Taw
Actuatorf/sensor cordset, double-ended, ME, RSMV-RKNV
3-pole, male straig ht with threaded joint to
female straight connector and molded cable.
[
[fal
m
el

41

Pin Assignments

M8 - Male / Female

3 poles

s i 1= brown
NP WA DN A
N

Werner Wirth GmbH w
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M8-Double-Ended Cordsets for Actuators, Sensors and Distribution Boxes
RSMV-RKM | RSMV-RKMV

Technical Data

Environmental
Degree of protection IP65 /IP 67 / NEMA &P
Operating temperature range -40°C (-40°F) / +90°C (+194°F)
Mechanical
Housing / Molded body TPU, self-extinguishing
Insert PA/TPU
Contact CuZn, pre-nickeled and
0.8 microns gold-plated
Coupling nut CuZn, nickel-plated {only RSMVY / RKMV)
Electrical
Mominal current at 40°C 4A
Nominal voltage 6OV
Rated voltage B3V
Test voltage 15KV eff./ 80 s O
Insulation resistance =10° 02
Pollution degree 3
Cable Specifications
Cable No. Outer Jacket Gauge éﬁ:{at 0D Agency Approvals
24 PUR, halbgen-free 3x 0.3 mm? Black 68" (4.3 mm) LIL: AWM 21198 7 CSA AWM 111 AB

RSMV 3-RKM 3-224/..M DEM/IM/IZM ?.‘H\.

RSMV 3-RKMV 3-224/..M 08M/ 1M/ 2M | .='--- |!|':\ O

Werner Wirth GmbH w
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M8-Double-Ended Cordsets for Actuators, Sensors and
Distribution Boxes

Actuator/sensor cordset, double-ended, M8,
3-pole male straight with threaded joint to
female 90° connector and molded cable,

e
Actuator/sensor cordset, double-ended, M8, RSMV-RKMWV /LED
3-pole, male straig ht with threaded joint to
female 90° connector with LED operation and ga

function indicator and molded cable, B

22.8

41

.
LE g W
el
Pin Assignments
M8 - Male / Female Wiring Diagram / LED
3 poles pnp Normally open = yellow-green
4 4 1= bown
= ™
1‘.:—._':."; m1 i; 'Iﬂ:l"ﬁk 1 —————&—o% braun/brown
l\.__,/ 4} E‘ —{" schwarz / blck
3 = blau /blue

4 4
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ME-Double-Ended Cordsets for Actuators, Sensors and Distribution Boxes
RSMV-RKMWV | RSMV-RKMWV/LED

Technical Data

Environmental
Degree of protection IP &5 /IP 67 / NEMA 6P
Operating temperature range -40°C (-40°F) / +90°C (+194°F)
Mechanical
Housing / Molded body TPU, self-extinguishing
Insert PA / TPU
Contact CuZn, pre-nickeled and
0.8 microns gold-plated
Coupling nut CuZn, nickel-plated (only RSMV / RKMY)
Electrical
Nominal current at 40°C 4A
Nominal voltage RSMV/ RKMWV: 60V
REMWWLED. 10-30V DG
Rated voltage RSMV / REMWY: B3V
REMWWLED: a2V
Testvoltage 1.5k eff./ B0 s
Insulation resistance =100 Q2
Pollution degree 3
Cable Specifications
Cable No. Outer Jacket Gauge ‘éﬂtﬁft 0D AgencyApprovals
224 PUR, halogen-free 3 x 0.34 mm? Black 169" (4.3 mm) LL: AWM 21198 / CSA: AWM 111 AB

RSMV 3-RKMWY 3-224/...M RSMV 3-RKMWV/LED A 3-224/...M 0EM/ATM/2M =

Werner Wirth GmbH w
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M8 / M12-Double-Ended Cordsets for Actuators, Sensors and
Distribution Boxes

Actuatorfsensor cordset, double-ended, M8,
3-pole, male straight to M12 female straight
connector with molded cahle.

oe

3-pole male straight to M12 female 90°
connector with molded cable.

59T

n

O Actuator/sensor cordset, double-ended, M8, RSMV-RKWT

O

Pin Assignments

M8 / M12 - Male / Female

3 poles

o az oo
Y il
3 4

o o

o_o

4 4
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M8 / M12-Double-Ended Cordsets for Actuators, Sensors and Distribution Boxes
RSMV-RKT | RSMV-RKWT

Technical Data

Environmental
Degree of protection IP &7 / NEMA 6P
Operating temperature range -25°C (-13°F) / +80°C (+176°F)
Mec hanical
Housing / Molded body TPU, self-extinguishing
Insert RSMV: PA /TPU
RKT / REKWT. TPU
Contact RSMV: CuZn, pre-nickeled and
0.8 microns gold-plated
RKT / RKWT: CuZn, pre-nickeled and
0.3 microns gold-plated
Coupling nut CuZn, nickel-plated
0-ring FKM (only RKT / RKWT)
Electrical
Nominal current at 40°C 4A O
Nominal voltage 6OV
Rated voltage 63V
Test voltage 15KV eff./ B0 5
Insulation resistance >10° Q)
Pollution degree 3
Cable Specifications
Cable No. Quter Jacket Gauge ‘éﬁiﬂt 0D Agency Approvals
224 PUR, halogen-free 3 x 0.34 mm? Black 69" (4.3 mm) LL: AWM 21198 / CSA: AWM 111 AB

]
RSMV 3-RKT 4-3-224/..M RSMV 3-RKWT 4-3-224/..M 3 DEMAIM/ZM |-"'|1.l | [#==) |-\.j

= O
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M8 / M12-Double-Ended Cordsets for Actuators, Sensors and
Distribution Boxes

Actuator/sensor cordset, double-ended, MB,
3-pole, male straight to M12, 3-pole female
90° connector with LED operation and function
indicator and molded cable.

3 poles prip Normally open = yellow-green
4 1= brown -
. 2= ne
1( }-; G- b 1. o# braun /brown
4= bk schwarz / black
] ]
E 2 3} o= blau /blue
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M8 / M12-Double-Ended Cordsets for Actuators, Sensors and Distribution Boxes
RSMV-RKWT/LED

Technical Data

Environmental
Degree of protection IPET / NEMA 6P
Operating temperature range -25°C (-13°F) / +B0°C (+1T6°F)
Mec hanical
Housing / Molded body TPU
Insern RSMV: PA /TPU
REWT/LED: TPU
Contact RSMV: CuZn, pre-nickeled and
0.8 microns gold-plated
RKT / RKWT: CuZn, pre-nickeled and
0.3 microns gold-plated
Coupling nut CuZn, nickel-plated
0-ring FKM {only RKWT/LED)
Electrical
Nominal current at 40°C 4 A O
Nominal woltage 10-30V DC
Rated voltage 32V
Insulation resistance =100}
Pollution degree 3

Cable Specifications

Cable No.  Outer Jacket Gauge gc;at 0D AgencyApprovals

224 PUR, halbgen-free 3% 0.34 mm? Black 69" (4.3 mm) LIL: AWM 21798 7 CSA: AWM 111 AEB

Part Number Standard Cable Lengths Characteristics

RSMV 3-RKWT/LED A 4-3-224/. M DEM/TM/ZM ==

= O
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M12 / M8-Double-Ended Cordsets for Actuators, Sensors and
Distribution Boxes

RST-RKM | RST-RKMV 3-Poles

Actuatorfsensor cordset, double-ended, M12,
3-pole, male straight to M8, 3-pole female
straight, snap-in connector and molded cable.

3- and 4-Poles

Actuator/sensor cordset, double-ended, M12,
3-or4-pole, male straight to M&, 3- or 4-pole
female straig ht connector with threaded joint
and molded cable.

Pin Assignments

M12 / M8 - Male / Female
3 poles 4 poles

4 3 1= brown 4 3 1= brown
. ;\\ A= blue 2= whike
| 4= back 3= Dblug
'1\21./J A 4= black
1
€3
1 1 (= +]
1
Werner Wirth GmbH I I WERNER
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M12 / M8-Double-Ended Cordsets for Actuators, Sensors and Distribution Boxes

RST-RKM | RST-RKMW

Technical Data

Environmental
Degree of protection

Operating temperature range

RST. IPE7
RSKMV: IPE7 IPEIK

-25°C (-13°F) / +80°C (+176°F)

Mechanical
Housing / Molded body TPU
Insert RST TPU

REM / REMV: PA /TPU
Contact CuZn, pre-nickeled and

0.8 microns gold-plated
Coupling nut CuZn, nickel-plated
0-ring FKM {only RKMV)
Electrical
Nominal current at 40°C 4 A
Rated voltage 2-Poles: B3V

4-Poles: 36V
Test voltage 15KV eff./ B0 5
Insulation resistance =10°0)
Follution degree K]
Cable Specifications

Jacket

Cable No. Outer Jacket Gauge Color 0D Agency Approvals
224 PUR, habgen-free 3 x 0.34 mm* Black JBI" (4.3 mm) LIL: AWM 271198 / CSA AWM 111 AR
225 PUR, halogen-free 4% 0.34 mm# Black 85" (4.7 mm) LIL: AWM 21798 7 CSA AWM 111 AB

Part Number n Standard Cable Lengths Characteristics

RST 3-RKM 3-224/..M

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany

RST 3-RKMV 3-224/..M

RST 4-RKMV 4-225/...M 4 03M/OBM/1M/2M/5M AL

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

-----

0.3M/06M/TM/15M/2M/5M
-.|

)

= 'ﬁ C |'.'\_?_ﬁ |

03M/OEM/AITM/AIIEM/ZM/EM

-----
-----
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M12 / M8-Double-Ended Cordsets for Actuators, Sensors and
Distribution Boxes

Actuatorfsensor cordset, double-ended, M12, a7

3-pole, male straight to MB, 3-pole female ]
90° snap-in connector with LED operation and
function indicator and molded cable.

©6.8

228

LTS

Actuatorfsensor cordset, double-ended, M12, RST-RKMWV/LED
3-pole, male straig ht to M8, 3-pole fe male 90°
connector, threaded joints with LED operation
and function indicator and molded cable.

O

Pin Assignments

M8 / M12 - Male / Female Wiring Diagram / LED

3 poles pnp Normally open = yellow-green

4 1 1= brown

f/ld_-l\\ §= rgl.l:. 1 a4 braun / brown

| = Hw

:\!_-_j A= Hak 4 ) schwarz / black

1

3} 0 = blau / blue

1 i
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M12 / M8-Double-Ended Cordsets for Actuators, Sensors an
RST-RKMV/LED | RST-RKMWV/LED

Technical Data

Environmental
Degree of protection IP&7 /IP 65/ NEMA 6P
Operating temperature range -25°C (-13°F) / +80°C (+176°F)
Mechanical
Housing / Molded body TPU
Insert RST. TPU
REM(W)W/LED: PA / TPU
Contact 0.8 microns gold-plated
Coupling nut CuZn, nickel-plated (only RST / RKMWW/LED)
0-ring FKM {only RKMWV/LED) O
Electrical
Nominal current at 40°C 44
Nominal voltage 10-30V DC
Rated voltage 32V
Insulation resistance =>10° 02
e e e e
RST 3-RKMW/LED A 3-224/.M 03M/OBM/TM/IEM/2M/EM T""H\. .....
RST 3-RKMWW/LED A 3-224/..M 03M/0BM/IM/TIEM/2M/EM |, ;|\|-|

O

Werner Wirth GmbH I I WERNER
Hellgrundweg 111 Tel +49 (0)40 752 491-0 info@wernerwirth.de
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Germany
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M12 / M8-Splitters, Double-Ended, IEC Color Code

M12-Duo-Male - 2xM8-Female 90° (LED)  ASB 2-RKMWV/LED

Actuator/sensor cordset, double-ended, M12
Duo male connector and two M8 female right
angle connectors with LED operation and
function indicator, self-locking threaded joint.

i
AN

2
H
E[
o
= )
=

; M12-Duo-Male - 2xM12-Female 90° (LED) ASB 2-RKWT/LED

Actuatorfsensor cordset, double-ended, M12
Duo male connector and two M12 female
right angle connectors with LED operation and
function indicator, self-locking threaded joint.

Pin Assignments . ' @
Wiring Diagrams i

ASB 2 - RKMWV/LED ASB 2 - RKWT/LED
wr [rne] [oae] @

| ! 4 REWT /S
= el e

om0 [

w0 kY

o

[

|+ A - 8

Ly -
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M12 / M8-Splitters, Double-Ended, IEC Color Code
ASB 2-RKMWV/LED | ASB 2-RKWT/LED

Technical Data

Environmental

Degree of protection IP 67 / NEMA 6P

Operating temperature range -25°C (-13°F) / +80°C (+176°F)

Mechanical

Housing / Molded body TPU

Insert ASB / REWT/LED: TPU
RKMWV/LED: PA/TPU

Contact ASB / RKWT/LED: CuZn, pre-nickeled and
0.8 microns gold-plated
RKWT/LED: CuSn, pre-nickeled and 0.3
microns gold-plated

Coupling nut CuZn, nickel-plated

0-ring FKM {anly RKMWV/LED / REWT/LED)

Electrical

Nominal current at 40°C 4 A per cable / 4 A max. tofal

Nominal voltage 10-30 vV DC

Rated voltage 32V

Insulation resistance = 10°0)

Pollution degree 3

Cable Specifications

c Jacket

able No. Outer Jacket Gauge Color 0D AgencyApprovals
224 PUR, halogen-free 3 0.34 mm? Black 169" (4.3 mm) LL: AWM 20327 / CSA: AWM 111 AB

ASB 2-RKMWV/LED A 3-224/..M ASB 2-RKWT/LED A 3-224/..M PUR, halogen-free L T - N S P
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DIN Valve Adapters

DIN Valve Adapter with M8 Connection VAD 1A.. M8
Valve adaptor according to DIN EN 175301-803, —
form A, with LED function indicator, varistor .

T voltage protection, connected protective earth,
with M8 male receptacle connector.

55 M3 scrow

DIN Valve Adapter with M8 Connection VB 1A..M8

@ Valve adaptor according to DIN EN 175301-803, — mr
form B, with LED function indicator, varistor
voltage protection, connected protective earth,
with M8 male receptacle connector.

J—
—@—fi *
L S—
M3 saew
Pin Assignments
Face Views Wiring Diagram
VAD 1A-1-3-M8-3 VB1A-1-2-MB-3 VAD 1A-1-3-M8-3 VB 1A-1-2-M8-3
2 i
= & 1 & 1
1@1 Y LI ﬁ *ﬁg s
1 I
Werner Wirth GmbH w
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DIN Valve Adapters

VAD 1A...M8 | VB 1A...M8

Technical Data

Environmental
Degree of protection
Operating temperature range

Mechanical
Housing / Molded body

IP 67 / NEMA 6P

-25°C (-13°F) / +80°C (+176°F)

VADAE: TPU, self-extinguishing

M8: CuZn, nickel-plated

Insert VADAEB: PBT
M&3: PA

Contact VADAB: Culn, pre-nickeled
and tin-plated
M8: CuZn, pre-nickeled and
0.8 microns gold-plated

Ekctrical

Contact resistance < 5mel

Mominal current at 40°C 4 A

Nominal voltage 24V

Rated voltage 32V

Insulation resistance =10% (2

Pollution deqree 3

Varistor data

Nominal voltage 47 Vat 0.1 mA

typ. limiting voltage 110VatsA

max. pulse energy

(standard impulse 10/1000us) 0.9Ws

max. continuous power |0ss 001w

Accessories (incl.) Attachable |abel

Screw (fitted)
— En
VAD 1A-1-3-M8-3 VB 1A-1-2-M8-3 2

Werner Wirth GmbH w
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5.5 IRKMHL.../S 5.5

Pin Assignments

M8-Receptacle Connectors In Accordance With IEC 61076-2-104

Male, 3- and 4-Pole

Receptacle connector, M8 male connector for
back mounting, printed contacts, chassis side
thread M10 x 1 (panel nut included).

RSMHL.../S 5.5

X g H
[T

SE@

" Cmring

"b solder contacts potted with spoy
¢ ant-rolalan pralection

"¢ cutoul for antotation

"¢ hole pattem in printed ot board

Female, 3- and 4-Pole RKMHL.../S 5.5

Receptacle connector, M8 female connector for
back mounting, printed contacts, chassis side
thread M10 x 1 (panel nut included).

Ay

SE?
=
o

&

"3 O~ing

‘b salder cantacis patied with epeey
%t antienotation protection

*d eut out for antirotation

e hale pattem i prrnd cnruit beard

M8 - 3 poles

Se BB

M8 - 4 poles

Werner Wirth GmbH

Hellgrundweg 111
22525 Hamburg
Germany
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M8-Receptacle Connectors In Accordance With IEC 61076-2-104
RSMHL../S 5.5 | RKMHL.../S 5.5

Technical Data

Environmental
Degree of protection
Operating temperature range

Mechanical
Hougng / Molded body
Insert

Contact
0-ring

O Electrical
Contact resistance
Nominal current at 40°C
Nominal voltage

Test voltage
Insulation resistance
Follution deqree

IP 67 / NEMA 6P
-25°C (-13°F) / +B0°C (+176°F)

CuZn, nickel-plated

RSMHL: PA

REMHL: TPU, self-extinguishing
CuZn, pre-nic keled and

0.8 microns gold-plated

FEM

< 5 mi}

4 A

3poles GOV

4 poles 30V
encapsulated
1.5 kV eff. /80 s
= 10" Q2

3

RSMHL 3/5 5,5

O RSMHL 4/5 5,5

RKMHL 3/S 5,5

RKMHL 4/S 5,5

Werner Wirth GmbH

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91
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Germany
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M8-Receptacle Connectors In Accordance With IEC 61076-2-104

Receptacle connector, M8 male connector for
front mounting, assembled stranded wire, solder

) contacts potted with epoxy, chassis side thread .
: | M8 x 0.5 (panel nut RSKF 8). :
- "
RSMF 3/0.5 M B 4 D
HExl o B
[ 1)
I‘ 1y :
'E HEE
p — — (el |
& -‘—--
|
d ' ® »
|

HEx0S

5

SWiD

"8 0 -1ing endoasd separa kel
* *b sakler mntacts patted wilh &y

E%j—[ T

Female, 3-, 4-, and 8-Pole RKMF/0.5 M
O Pin Assignments

Receptacle connector, M8 female connector for
front mounting, assembled stranded wire, solder
contacts potted with e poxy, chassis side thread
M8 x 0.5 [panel nut RSKF 8).

M8 -3 poles M8 - 4 poles M8 - 8 poles
4 . 1= bown 1= brown 1= while -7
- o 2= Dble 2= whita 2= brown
1":’ -:'-z ﬁ1 4= back @ 3= Dblue 3= gresn - O
NS N 1 " 4= bk 4= yollow 4 O-fing
G= g "8 Cming endesed separately
B= pink ¢ selder contacts potted with eposy
7= Dblug Sl eut oant
B= nred 705 m
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M8-Receptacle Connectors In Accordance With IEC 61076-2-104
RSMF/0.5 M | RKMF/0.5 M

Technical Data

Environmental
Degree of protection IP 67 / NEMA 6P
Operating temperature range -25°C (-13°F) / +80°C (+176°F)
Mec hanical
Houding / Molded body CuZn, nickel-plated
Insert PA
Contact CuZn, pre-nickeled and
0.8 microns gold-plated
0-ring FKM
() Electrical
Contact resistance RSMF: < 5 mo)
Nominal current at 40°C RSMF 8:1 A
RSMF: 4 A
Mominal voltage 60OV
RSMF 8: 32V
Test voltage 1.5 kV eff./ 60 5
RSMF 8: 0.8 kV eff. / 60 s
Insulation resistance > 10" 02
Pollution degree 3
- e
RSMF 3/0,5 M RKMF 3/0.5 M 3 ",_m ) \.?|
O RSMF 4/0,5 M RKMF 4/05 M 4 o) i\.,"|
RSMF 8/0,5 M 8 ; L\?|

Werner Wirth GmbH w
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M8-Receptacle Connectors In Accordance With IEC 61076-2-104

RSME | RSMEK | RSMEK...L Male, 3-Pole RSME
Receptacle connector, M8 male connector .
for sensors, with long solder contacts, solid =
contacts on solder side, T
*a
@585
|, @1 #h
af (MM
90
3 S
"
H I
206

"a frant view
"o oout aut
*¢ hole pattem in priried tircut board

Male, 3- and 4-Pole RSMEK | RSMEK...L

Receptacle connector, M8 male connector #5485
forsensors, with short solder contacts, solid _'_;1'_
contacts on solder side, RSMEK...L: with
ventilation hole 1.1 mm @. o 1’””
I .
3 "
(I
@1

*a cutout
"I hole pattem in printed Srouit boad
*L wentilation hole @ 1.1 mm

Pin Assignments
O M8 - 3 and 4 poles O

Yo
S

4 4

Werner Wirth GmbH
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M&-Receptacle Connectors In Accordance With IEC 61076-2-104
RSME | RSMEK | RSMEK...L

Technical Data

Environmental
Degree of protection IPE7 / NEMA &P
Operating temperature range -25°C (-13°F) / +B0°C (+176°F)
Mechanical
Insert PA
Contact CuZn, pre-nickeled and
0.8 microns gold-plated
Electrical
Contact resistance <5 mi)
Nominal current at 40°C 44 O
Nominal voltage GIATY
Rated voltage 63 V
Test voltage 1.5 kV eff. / 60 s
Insulation resistance = 10°02
Follution degree 3

Part Number Ventilation hole Contact (soldering side)
3

RSME 3 solid contact a‘ql
RSMEK 3L 1.1 mm@ solid contact \r|
RSMEK 4 4 solid contact |

(w O

Werner Wirth GmbH w

Hellgrundweg 111 Tel +49 (0)40 752 491-0 info@wernerwirth.de
22525 Hamburg Fax +49 (0)40 752 491-91 www.wernerwirth.de WI RTH
Germany

PROJECT | CONNECT | PROTECT



MB8-Receptacle Connectors In Accordance With IEC 61076-2-104

Receptacle connector, M8 male connector
for sensors, with long solder contacts, solid 063
contacts on solder side. 005
1
T T ﬁ_
g I u
1 it
2585
0.7

@577 003

*a cut out

Pin Assignments

M8 - & poles

i

4 4

Werner Wirth GmbH WERNER
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M8-Receptacle Connectors In Accordance With IEC 61076-2-104
RSEM

Technical Data

Environmental
Degree of protection IP 67 / NEMA &P
Operating temperature range -25°C (-13°F) / +80°C (+176°F)
Mechanical
Insert PA
Contact CuZn, pre-nickeled and
0.8 microns gold-plated
Mode of connection solder connection
Electrical
Nominal current at 40°C 1A O
Nominal voltage 32V
Test voltage 0.8 kVeff./60 s
Insulation resistance = 1002
Follution degree 3

Part Number “ Contact (soldering side) Characteristics

RSEM 8 8 solid contact x\ql

O

Werner Wirth GmbH w

WERNER
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M8-Receptacle Connectors In Accordance With IEC 61076-2-104

Receptacle connector, MB male connector for
sensors, with snap-in joint, translucent ring,
short solder contacts, hollow contacts (RSMEJ)
or solid contacts (RSMEH) on solder side.

ags

1
pr e
ol
ok e g v kst

M8 Male, 3 and 4-Pole RSMED | RSMEB
Receptacle connector, M8 male connector for L
sensors, with combined snap-infthreaded joint, 7 |
4 light indicator windows, mounting hole for k?}} “{r
LED, short solder contacts, hollow contacts e
[RSMED) or solid contacts [RSMEB) on en
solder side 4 .]_n
..I ;q— | &x
1—8[E
b
x 258 bl
x =

O Pin Assignments P —
&
M8 -3 and 4 poles
Y
N

o

3

L
e

4 4

e
"l T S
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M8-Receptacle Connectors In Accordance With IEC 61076-2-104
RSMEJ | RSMEH | RSMED | RSMEB

Technical Data

Emvironmental
Degree of protection
Operating temperature range

Mechanical

Housing / Molded body
Insert

Contact

Mode of connection
Connectable conductor

Electrical

Contact resistance
Nominal current at 40°C
Nominal voltage

Rated voltage

Test voltage

Insulation resistance
Pollution degree

IP 67 / NEMA 6P
-25°C (-13°F) / +80°C (+176°F)

CuZn, nickel-plated

PA

CuZn, pre-nickeled and
0.8 microns gold-plated
solder connection

max. 0.25 mm?
<5 mo)

4 A

BOW

63V

15 kV eff./ 60 s
=10°F 0}

K]

Part Number “ Contact (soldering side) Characteristics

RSMEJ 3 RSMED 3
RSMEH 3 RSMEB 3

RSMED 4
RSMEH 4 RSMEB 4

Werner Wirth GmbH

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

Hellgrundweg 111
22525 Hamburg
Germany

hollow contact

solid contact
4 hollow contact

solid contact
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M8-Receptacle Connectors In Accordance With IEC 61076-2-104

Receptacle connector, M8 male connector for —_
sensors, with combined snap-infthreaded joint, ﬂl LYY
‘ mounting hole for LED, short solder contacts, im
| hollow contacts on solder side. oal
1—
5.8
| eas |

23

NE

Male, 3 and 4-Pole RSMEDGN

Receptacle connector, M8 male connector 22
forsensors, with housing of stainless steel,
threaded joint, 4 light indicator windows,
mounting hole for LED, short solder contacts,
hollow contact on solder side.

O Pin Assignments

M8 -3 and 4 poles M8 - B poles
S o vt
16.33 ‘I‘\:___.:)J @ “of e patteen io printed reuil beard
/3
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M8-Receptacle Connectors In Accordance With IEC 61076-2-104

RSMEDG | RSMEDGN

Technical Data

Environmental
Degree of protection
Operating temperature range

Mechanical

Housing / Molded body
Insert

Contact

Mode of connection
Connectable conductor

Electrical

Contact resitance
Mominal current at 40°C
Mominal voltage

Test voltage

Insulation resistance
Pollution degree

IP 67 / NEMA 6P

-25°C (-13°F) / +80°C (+176°F)

CuZn, nickel-plated

PA

CuZn, pre-nickeled and
0.8 microns gold-plated
solder connection

max. 0.14 mm?

=& mo)

15A

30V

0.5 kY eff. /60 5
=10 )

3

RSMEDGN 3
RSMEDGN 4

RSMEDG 8

Werner Wirth GmbH

Hellgrundweg 111 Tel +49 (0)40 752 491-0
22525 Hamburg Fax +49 (0)40 752 491-91
Germany

4

8 hollow contact
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M8 Field Attachable Connectors

Male, 3- and 4-Pole RSMG
Field attachable connector, M8 male connector @13
3- and 4-pole with threaded joint, assembling MEx]
with solder connections. K
| 1]
(5]
=T
o
(W] o
(o]
o
u
..
[
*a O-Ring
Female, 3- and 4-Pole RKMC
Field attachable connector, M8 Female 212
connector 3- and 4-pole with threaded joint, M8
assembling with solder connections.
*a
s
dl B
*b
27
218
2 O-fing

*h Screw joint far cable

Pin Assignments

Face Views / M12, Male / Female
3 pole 4 pole

& & ¥

(]
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M8 Field Attachable Connectors
RSMC | RKMC

Technical Data

Environmental
Degree of protection IP 67 / NEMA 6P
Operating temperature range RSMC: -25°C (-13°F) / +80°
RKMC: -40°C (- 40°F) / +B5°
Mechanical
Housing / Molded body RSMC: CuZn, nickel-plated
RKMC: PBT
Insert PA
Contact RSMC: CuZn, pre-nickeled a
0.8 microns gold-plated
O RKMC: CuSn, gold-plated
Receptacle shell CuZn, nickel-plated
0-ring FKM (only RKMC)
Mode of connection Solder connection
Connectable conductor RSMC: max. 0.34mm?
RKMC: max. 0.25 mm?
Electrical
Contact resitance <5 mi)
Nominal current at 40°C 4A
Nominal voltage 3 poles 60 V
4 poles 30V
Rated voltage 3poles B3V
O 4 poles 36 V
N e N
Male Female
RSMC 3 RKMC 3 3 @ 3.5-5.0mm \.q|
RSMC 4 RKMC 4 4 @ 35-5.0mm \r|
:Z:Tgt:::l;:::;th Gr:: H+49 (0)40 752 491-0 info@wernerwirth.de -
éZ;Zr:aHn;mburg Fax +49 (0)40 752 491-91 www.wernerwirth.de WI RTH
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M8 Field Attachable Connectors

Field attachable connector, M& male right angle 12,5
connector, 3- and 4-pole with threaded joint,
assembling with solder connections.
*a
]
=
m
d
L
Ma&l
B12
*a O=Ring
*b Screw joint for cable
Female, 3- and 4-Pole RKMCW

Field attachable connector, M8 female rig ht
angle connector 3- and 4-pole with threaded
joint, assembling with solder connections.

co. 28

B15

©12

*a O=Ring
*b Screw joint for cable
Pin Assignments

Face Views / M12, Male / Female
3 pole 4 pole

& 6 ¥
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M8 Field Attachable Connectors

RSMCW | RKMCW

Technical Data

Environmental
Degree of protection

Operating temperature range

Mechanical

Housing / Molded body
Insert

Contact

Receptacle shell
0-ring

Mode of connection
Connectable conductor

Electrical

Contact resistance
Nominal current at 40°C
Nominal voltage

Rated voltage

Test voltage
Insulation resistance
Pollution degree

Part Number
Male

Female
RSMCW 3 RKMCW 3
RSMCW 4 REMCW 4

Werner Wirth GmbH

Hellgrundweg 111 Tel +49 (0)40 752 491-0
22525 Hamburg Fax +49 (0)40 752 491-91
Germany

IP 67 / NEMA 6P
-40°C (-40°F) / +85°C (+1B5°F)

PET

PA

Cusn, gold-plated
CuZn, nickel-plated
FKM (only RKMCW)
Solder connection
max. 0.25 mm#

=<5 ma) O

4A

3 poles 60V

4 poles 30V

3 poles 63 V

4 poles 36V

09 kVeff./60s
=107 0

3

3 @ 3.5-5.0mm \r|
4 @ 35-5.0mm \7|
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M8 Field Attachable Connectors

Male, 3- and 4-Pole RSMCK

Field attachable connector, M& male connector,
3-and 4-pole with threaded joint, assembling
with screw terminals.

Female, 3- and 4-Pole RKMCK

Field attachable connector, MB female _ @12
connector 3- and 4-pole with threaded joint,
assembling with screw terminals.

045
38,1

Pin Assignments

Face Views / M12, Male / Female
3 pole 4 pole

S S )
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M8 Field Attachable Connectors
RSMCK | RKMCK

Technical Data

Environmental
Degree of protection IP 67 / NEMA 6P
Operating temperature range -40°C (-40°F) / -
Mec hanical
Housing / Molded body PA
Inse rt TPU, self-extingl
Contact CuZn, pre-nickel
0.8 microns gol
Receptacle shell CuZn, nickel-plai
0-ring FKM O
Mode of connection Screw terminals
Connectable conductor 0.14-0.50 mm?
Electrical
Contact resistance < H5mi)
Nominal current at 40°C 4 A
Nominal voltage 3 poles 60OV
E N Y =
Male Female
RSMCK, 3 RKMCK 3 3 @ 35-5.0mm \.9| O
RSMCK 4 RKMCK 4 4 @ 35-5.0 mm \.,|

Werner Wirth GmbH w
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O

O

Y
\C

Pin Assignments

M12 Field Attachable Connectors

Male, 3-, 4-, 5-, and 8-Pole

Field attachable connector, M 12 male
connector, 3-, 4-, 5-, and 8-pole with threaded
joint, assembling with screw terminals.

Female, 3-, 4-, 5-, and 8-Pole

Field attachable connector, M12 female
connector, 3-, 4-, 5-, and 8-pole with threaded
joint, assembling with screw terminals.

RSC
il
3
b
W
20
5 parg
b gasiel
RKC

o %25

Face Views / M12, Male / Female

3 pole 4pole

HRW )|

Werner Wirth GmbH
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Accessories

. Dust Cover for Unused M8 Sockets VKM
. Dust Cover for Unused M12 Sockets ZVK
PVC Dust Cover for Unused M12 Sockets. PZVK

- especially designed for use in Food
Processing Equipment -

(_#'

Dust Cover for Unused M23 Male Connectors. RSV M23
é Dust Cover for Unused M12 Male Connectors. 0009 UAC 101

Dust Cover for Unused 7/8" Female Connectors. RKY

(.

»
A

g

Dust Cover 7/8" Male Part No.
Dust Cover for Unused 7/8" Male Connectars. RSV
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Accessories

RS-TU | RS-TUB | RS-TU G

a‘

AN

-

RSKF 91 RSKFM | RSKFM 20

P

{

[

Werner Wirth GmbH

Tel +49 (0)40 752 491-0
Fax +49 (0)40 752 491-91

Hellgrundweg 111
22525 Hamburg
Germany

Threaded Adapter Mini
Threaded Adapters for 7/8", 1", and 1 1/8" Mini
Style Connectors.

Panel Nut
Panel Mut for M8 Male and Female Receptacles

Panel Nut
Panel Nut for M12 Male and Femmale Receptacles

RSKF9: PG 9
RSKFM 16: M16 x1,5
RSKFM 20: M20X1,5

Panel Nut
Panel Nut for 7/8" Male and Female Receptacles

Mounting Clip-M12
Maounting Clip for M12-Connectors

Mounting Clip-M8
Maounting Clip for M8-Connectors

info@wernerwirth.de
www.wernerwirth.de

Part No.

RS-TU

RS-TUB

RS-TUC

Part No.

RSKF 8

Part No.

RSKF 9

RSKFM 16

RSKFM 20

Part No.

RSKF 11

RSKF 13,5

Part No.

ZKS 1

Part No.

IKS 2

4 4
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Accessories

Torque Wrench-M8 and M12
Torque Wrench for M8 and M12 Connectars.
Attachments for M 12 Connectors are Included

Torque Wrench Attachment-M8
Torque Wrench Attachment for M8 Connectors

Torque Wrench Attachment-M8

Torque Wrench Attachment for M8 Field
Attachable Connectors

Tormque Wrench Attachment-M12

Torque Wrench Attachment for M12 Field
Attachable Connectors

Attachable Labels - 7 x 14 mm
Attachable Labels, 7 x 14 mm, 10 pieces.

- suitable for all ASB distribution boxes (M12)
passive and all compact bus modules active -

Attachable Labels - 5x 10 mm
Attachable Labels, 5 x 10 mm, 40 pieces.

- suitable for all ASE distribution boxes (M8) -

Attachable Labels - 8 x 17 mm
Attachable Labels, 8 x 17 mm, 40 pieces.

- suitable forall ASB distribution boxes (M12)
passive and all compact bus modules active -

info@wernerwirth.de
www.wernerwirth.de

Part No.

DMWKZ

Part No.

DMWEZ 8

Part No.

DMWKZ K 8

Part No.

DMWEZ K12

Part No.

IBS

Part No.

ZBR5M0

Part No.

ZBR 8/40

4 4
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