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Valve-Connectors
DIN 43650 A

Rectangular Connectors and Cables, GDM-Series, Form A
Valve Connector Cordsets according to DIN EN 175 301-803

Valve connector Type Order No.
Actuator cordset, single-ended, valve connector VAD 1A-1-3-212/2 M 12133
according to DIN EN 175301-803, form A, with VAD 1A1-3-212/5M 12134
LED funetion indicator, varistor voltage protection, WAD 1A-1-3-212/10 M 26741
connected protective earth WAD 1A-1-3-226/2 M 12136
VAD 1A-1-3-226/5 M 12138

VAD 1A-1-3: 24 VAC/DC VAD 1A-1-3-226/10 M 12135
VAD 1A-2-3. 110V AC/[C VAD 1A-2-3-212/2M 80187
VAD 1A-3-3. 230 VAC/DC VAD 1A-2-3-212/5 M 17883
) VAD 1A-2-3-212/10M 54614

g%ar jacket m;u% rial. VAD 1A-2-3-226/2 M 43838
= VAD 1A-2-3-226/5 M 43839

2% = PUR halogen-free, black VAD1A-2-3226/10 M 13837
VAD 1A-3-3-212/2 M 46044

VAD 1A-3-3-212/5 M 46045

VAD 1A-3-3-212/10 M 46046

VAD 1A-3-3-226/2 M 30700

VAD 1A-3-3-226/5 M 12147

VAD 1A-3-3-226/10 M 46041

Valve connector Type Order No.
Actuator cordset, single-ended, valve connector VAD 1B-1-3-212/2 M 12154
according to DIN EN 175301-803, form A, with VAD 1B-1-3-212/5 M 12155
LED function indicator, suppressor diode voltage VAD 1B-1-3-212/10 M 45024
protection, connected protective earth VAD1B-1-3.226/2 M 13841
ggﬁf jacket m;% rial: VAD 1B-1-3-226/5 M 43842
9% ~ PUR halogen-free, black VAD 1B-1-3-226/10 M 43840

Valve connector Type Order No.
Actuator cordset, single-ended, valve connector WAD 1D-3-3-205/2 M 12164
according to DIN EN 175301-803, form A, without VAD 1D-3-3-205/5 M 12165
circuitry, 2 + earth connection, connected protective VAD 10-3-3-205/10M 46025

earth

Outer jacket material:
206 =PC

Valve connector Type Order No.
Actuator cordset, single-ended, valve connector VAD 1F-4-3-212/2 M 28569
according to DIN EN 175301-803, form A, with LED VAD 1F-4-3-212/5 M 26366
function indicator, recovery diode voltage protection, VAD 1F-4-3-212/10M 6026
connected protective earth VAD 143226812 W 12166
g%ﬁf Jacket m;‘gflal'- VAD 1F-4-3-226/5 M 12167
226 — PUR halogen-free, black VAD 1F-4-3-226710 M 30523

Valve connector Type Order No.
Sensor cordset, single-ended, connector for pressure VAD 3C-4-1-228/2 M 12168
switches, according to DIN EN 175301-803, form A, VAD 3C-4-1-228/5 M 12169
with LED operation and function indicator VAD 3C-4-1-228/10 M 16036
Outer jacket mate rial. VAD 3C-4-1-250/2 M 12172
228 = PUR halogen-free, black VAD 3C-41-258/5 M 12173
259 =PUR halogen-free, black, VAD 3041 258111 1 prre

welding spark proof

Valve connector Tine Order No.
Sensor cordset, single-ended, connector for pressure WAD 3C-4-2-228/2M 12174
switches, according to DIN EN 175301-803, form A, VAD 3C-4-2-228/5M 12175
with LED operation and function indicator, cable VAD 3C-4-2-228/10 M 16037
&xit 180 _ VAD 3C-4-2-259/2 M 1218
gzuéar jacket m;Jt;rlzaal.iagan 186, black VAD 3C-4-2-259/5M 12179
= ~ PUR haloge n-ree. black, VAD 3C-4-2-259/10 M 46928

welding spark proof




Rectangular Connectors and Cables, GDM-Series, Form A
Field Attachable Valve Connectors according to DIN EN 175 301-803

GDM 2016
Field attachable rectangular connector with central Type Order No.
screw M 3x35, 2 poles + PE, screw joint for cable GDM 2016 black 934 393-100
M16, Standard DIN EN 175 301-803-A GOM 2016 grey 034 393-106
GDM 2009
Field attachable rectangular connector with central Type Order No.
screw M 3x35, 2 poles + PE, screw joint for cable GOM 2009 black 931965100
PG 9, Standard DIN EN 175 301-803-A GOM 2009 grey 931 0E5-106
GDM 2009 J
Field attachable rectangular connector with central Type Order No.
screw M 3x35, 2 poles + PE, screw joint for cable GOM 2009 J black 931 236-100
PG 9, Standard DIN EN 175 301-808-A, UL approved GDM 2009 J grey 931 236-106
Field attachable rectangular connector with central Type Order No.
screw M 3x35, 2 poles + PE, screw joint for cable GOM 2011 black 931 957-100
PG 11, Standard DIN EN 175 301-803-A GOM 2011 grey 931 857-106
Field attachable rectangular connector with central Type Order No.
screw M 3x35, 2 poles + PE, screw joint for cable GOM 2011 J black 32 106-100
PG 11, Standard DIN EN 175 301-803-A, UL approved  "Gom 2011 J grey 932 106-106
GDM 2012 J black
Field attachable rectangular connector with central Type Order No.
screw M 3x35, 2 poles + PE, screw joint for cable GOM 2012 J black 934 441-100
1/2" NPTF, Standard DIN EN 175 301-803-A,
UL approved
GDM 2014 J black
Field attachable rectangular connector with central Type Order No.
screw M 3x35, 2 poles + PE, screw joint for cable GOM 2014 J black 932 107-100

IS0 228 -G 1/2 (R1/2"), Standard DIN EN
175 301-803-A, UL approved

a
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Rectangular Connectors and Cables, GDM-Series, Form A
Field Attachable Valve Connectors according to DIN EN 175 301-803

GDM 3016
Field attachable rectangular connector, with central Tye Order No.
screw M 3x35, 3 poles + PE, screw joint for cable GDM 3016 black 93 395-100
M16, Standard DIN EN 175 301-803-A GOM 3016 ey 93 395-106
GDM 3009
Field attachable rectang ular connector, with central Type Order No.
screw M 3x35, 3 pokes + PE, screw pint for cable GDM 3009 black 931 969-100
PG 9, Standard DIN EN 175 301-803-A GDM 3009 grey 931 0R0-106
Au = with gold-plated contacts GOM 3008 Au 931 969-001
GDM 3009 J black
Field attachable rectangular connector, with central Type Order No.
screw M 3x35, 3 poles + PE, screw joint for cable GDM 3008 J Hack 952 214-100
PG 9, Standard DIN EN 175 301-803-A, UL approved
Field attachable rectangular connector, with central Tywe Order No.
screw M 3x35, 3 poles + PE, screw joint for cable GOM 3011 Hlack 931 952-100
PG 11, Standard DIN EN 175 301-803-A GOM 3011 grey 93] 052-106
Field attachable rectangular connector, with central Type Order No.
screw M 3x35, 3 poles + PE, screw pint for cable GOM 3011 J black a92 109-100
PG 11, Standard DIN EN 175 301-803-A, UL approved GOM 3011 J grey q32 109-106
GDM 3012 J black
Field attachable rectangular connector, not Type Order No.
assembled, with central screw M 3x 35, 3 poles GOM 3012 J black 932 519-100
+ PE, screw joint for cable 1/2" NPTF, Standard
DIN EN 175 301-803-A, UL approved
GDM 3014 J black
Field attachable rectangular connector, with central Type Order No.
screw M 3x35, 3 poles + PE, screw joint for GOM 3014 J black 932 110-100

cable150 228 -G 1/2 (R 1/2"), Standard DIN
EN 175 301-803-A, UL approved
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Rectangular Connectors and Cables, GDM-Series, Form A
Field Attachable Valve Connectors according to DIN EN 175 301-803

GDMF 2016 DAAA | GDMF 3016 DAAA

Field attachable rectangular connector, with central Type Order No.
screw M 3x28, flat design, without electronic inserts, GOMF 2016 DAAA 934 618-001
contact in-plated, screw joint for cable M 16, seal GOMF 3016 DARA 934 618-002

material, nor-slip surfaces on both sides, Standard
DIN EN 175 301-803-A

GDMF 2016... = 2 poles + PE
GDMF 3016... = 3 poles + PE
GDMF 20 16
- Field attachable rectangular connector, with central Type Order Ho.
‘ screw M 3x28, flat design, with electronic inserts, GOMF 2016 DEAA Q34 618-003
2 poles + PE, contact tin-plated, screw Joint for cable GOMF 2016 DCAA 04 618-004
M 16, seal material, non-glip surfaces on both sides, -
Standard DIN EN 175 301-803-A GOMF 2016 DEAA %64 618-009
GOMF 2016 DFAA 954 616-006
DBAA = LED yellow 24V GDMF 2016 DGAA 934 618-007
DCAA = LED yellow 120V GOMF 2016 DLAA 934 618-008
DEAA = LED yellow 250V GOMF 2016 DRAA B4 618-000
DFAA = LED yellow 24V + suppression diode
DGAA = LED yellow 24V + recovery diode
DLAA = LED yellow 250V + varistor
DRAA = LED yellow 120V + varistor

O GDMC 3016
Type Order Mo.

Field attachable rectangular connector, with central
screw M 3x35 and 4 crimp contacts RBC 630, GOMC 3016 black 934 398-100
3 poles + PE, screw joint for cable M16, Standard N

DINEN 175 301-803.A GOMC 3016 grey 934 398-106

GDMC 0016 JPT

Field attachable rectangular connector, not Type Order No.
assembled, with central screw M 3x35 for GOMC 0016 JPT black a34 397-100
junior-power-timer contacts, without contacts,
2 poles + PE/3 + PE, screw joint for cable M16,
pole arrangement according 1o Standard

DIN EN 175 301-803-A

Field attachable rectangular connector, with central Type Order No.
screw M 3x35 and 4 erimp contacts RBC 630, GOMC 3011 black a31 963-100
2 poles + PE /3 + PE, screw joint for cable PG 11,
Standard DIN EN 175 301-803-A

wy

O GDMW 3011 CF

Field attachable rectangular connector for heating Type Order No.
appliance according to DINVDE (722 section 1-2 GOMW 3011 CF black 232 545-200
and gas safety shut-off device according to DIN 3394 ~zouw 3011 oF 932 545-206
T1, 3 poles + PE, screw joint for cable PG 11, oy

Standard DIN EN 175 301-803-A

GDMW 3011 DF
Field attachable rectangular connector for heating Type Order No.
appliance according to DINVDE (722 section 1-2 GOMW 3011 DF black 932 547-200
and gas safety shut-off device according to DIN GOMW 3011 OF grey 02 547-208
3394 T1, additional contact protection 6 mm, air and
creepage gap according to DINVDE 0700 T1 (IEC

335-1) and DIN VDE 0722, 3 poles + PE, screw joint
for cable PG 11, Standard DIN EN 175 301-803-A
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Rectangular Connectors and Cables, GDM-Series, Form A
Field Attachable Valve Connectors according to DIN EN 175 301-803

GDMC 0009 JPT black

Field attachable rectangular connector, not Type Order No.
assembled, with central screw M 3x35 for GDMC 0009 JPT black 933 583-100
junior-pow er-timer contacts, without contacts,
2 poles + PE/ 3 + PE, screw joint for cable PG9,
pole arrangement according to Standard

DIN EN 175 301-803-A

GDMC 0011 JPT black

Field attachable rectangular connector, not Type Order No.
assembled, with central screw M 3x35 for GOMC 0011 JPT black 933 364-100
junior-power-timer contacts, without contacts,

2 poles + PE/ 3 + PE, screw joint for cable PG 11,
pole arrangement according to Standard

DIN EN 175 301-803-A

a4

GDM 3011 AU black

Field attachable rectangular connector, with Type Order No.
gold-plated contacts and central screw M 3x 35, GDM 3011 AU Hack 931 952-001
3 poles + PE, screw joint for cable PG 11,
Standard DIN EN 175 301-803-A

a4

GDML 2016 GB1

Field attachable rectangular connector, bridge-type Type Order No.
rectifier with varistor voltage protection, 2 poles GOML 2016 GBI black 934 407-100
+ PE, screw Julntfur cable M16, Standard DIN EN GDML 2016 GB1 grey 934 407-106
175 301-803-A

GDML 2016 GBC black

Field attachable rectangular connector, bridge-type Type Order No.
rectifier with protective circuit (varistor and capacitor) GDML 2016 GEC black 934 408-100
for electromagnetic compatibility criical applications,
2 poles + PE, screw joint for cable M16 (black),
Standard DIN EN 175 301-803-A

4

O GDML 2016 GE 1 G black

Field attachable rectangular connector, half-wave Type Order No.
rectifier with protective circuit (diode), 2 poles + PE, GDML 2016 GE 1 G black 934 408-100
screw pint for cable M16 (black), Standard DIN EN
175 301-803-A

4

GDML 2016 GB1 LED 24 black

Field attachable rectangular connector, bridge-type Type Order No.
rectifier with varistor voltage protection and function GOML 2016 GB1 LED 24 black 934 410-002
indicator (LED), 2 poles + PE, screw joint for cable
M16 (black), Standard DIN EN 175 301-803-A

.,
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Rectangular Connectors and Cables, GDM-Series, Form A
Field Attachable Rectangular Connectors with Electronic Inserts according to DIN EN 175 301-803

GDML 2016 LED 24 GB

Field attachable rectangular connector, LED rectifier Type Order No.
with varistor voltage protection and function indicator GOML 2016 LED 24 GB black 934 411-002
(LED), 2 poles + PE, screw joint for cable M16, GOML 2016 LED 24 GB grey 934 411-003
Standard DIN EN 175 301-803-A

GDML 2016 LED 24

Field attachable rectangular connector, function Type Order No.
indicator (LED red) with recovery diode, GOML 2016 LED 24 black 934 412-002
2 |J0|BS + PE, screw ]Glnt for cable M16, GOML 2016 LED 24 grey 434 412-003
Standard DIN EN 175 301-803-A

GDML 2016 LED 24 YE

Field attachable rectangular connector, function Type Order No.
Igdlnlatur %EE[‘J yallm-.r]) W|tuf1 ranug;rmlgda. GOML 2016 LED 24 YE back 934 413-002

poies + P, scraw Joint for Cal ! GDML 2016 LED 24 YE 934 413-003
Standard DIN EN 175 301-803-A orey

GDML 2016 LED 24 HH P

Field attachable rectangular connector, half-wave Type Order No.
rectifier with protective circuit (diode) and function GOML 2016 LED 24 HHP black 934 414-002
indicator (LED), 2 poles + PE, screw joint for cable GOML 2016 LED 24 HH P grey 934 414-003
M16, Standard DIN EN 175 301-803-A

GDML 2016 LED 24 HH

Field attachable rectangular connector, function Type Order No.
indicator (LED) with protective circuit (diode), GOML 2016 LED 24 HH black 934 415-002
2 poles + PE, screw joint for cable M16, GOML 2016 LED 24 HH grey 934 415-003
Standard DIN EN 175 301-803-A

GDML 2016 LED 24 HH YE

Field attachable rectangular connector, function Type Order No.
indicator (LED) with protective circuit (diode), GOML 2016 LED 24 HH YE black 934 416-002
2 poles + PE, screw joint for cable M16, -

Standard DIN EN 175 301-803-A GDOML 2016 LED 24 HHYE giey 934 416-003

GDML 2016 LED 24 VR YE

Field attachable rectangular connector, function Type Order No.
indicator (LED) with recovery diode and varistor GOML 2016 LED 24 VR YE black 934 417-002
'UCIH.EQE protsnﬁun, 2 [JU|SS + PE, screw ]ulnt for GOML 2016 LED 24 VR YE grey a4 417-003
cable M16, Standard DIN EN 175 301-803-A
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Rectangular Connectors and Cables, GDM-Series, Form A
Field Attachable Rectangular Connectors with Electronic Inserts according to DIN EN 175 301-803

GDML 2016 LED 24 VR black

Field attachable rectangular connector, function Type Order No.
indicator (LED) with recovery diode and varistor GOML 2016 LED 24 VR black 934 418-002
voltage protection, 2 poles + PE, screw joint for

cable M16 (black), Standard DIN EN 175 301-803-A

w,

GDML 2016 LED 48 HH black

Field attachable rectangular connector, function Type Order No.
indicator (LED) with protective circult (diode), GOML 2016 LED 48 HH black a34 419-002
2 poles + PE, screw joint for cable M16 (black),
Standard DIN EN 175 301-803-A

w,

GDML 2016 LED 48 VR black

Field attachable rectangular connector, function Type Order No.
indicator (LED) with recovery diode and varistor GOML 2016 LED 48 VR black 934 420-002
voltage protection, 2 poles + PE, screw joint for

cable M16 (black), Standard DIN EN 175 301-803-A

w,

GDML 2016 LED 48 VR YE black

Field attachable rectangular connector, function Twe Order No.
indicator (LED) with recovery diode and varistor GOML 2016 LED 48 VR YE black 934 421-002
voltage protection, 2 poles + PE, screw joirt for

cable M16 (black), Standard DIN EN 175 301-803-A

w,

GDML 2016 GB1 LED 48 black

Field attachable rectangular connector, bridge-type Type Order No.
rectifier with varistor woltage protection and function GDML 2016 GB1 LED 48 black 034 422-002
indicator (LED), 2 poles + PE, screw joint for cable
M16 (black), Standard DIN EN 175 301-803-A

.,

GDML 2016 LED 120 YE

Field attachable rectangular connector, function Type Order No.
indicator (bipolar LED), 2 poles + PE, screw joint GOML 2016 LED 120 VE black 934 423-002
for cable Mi6, Standard DIN EN 175 301-803-A GDML 2016 LED 120 VE gey 234 423003
GDML 2016 LED 120 VR YE

Field attachable rectangular connector, function Tywe Order No.
indicator (LED) with recovery diode and varistor GOML 2016 LED 120 \R YE black 934 424-002
voltage protection, 2 poles + PE, screw joint for GOML 2016 LED 120 VR YE grey 34 424-003
cable M16, Standard DIN EN 175 301-803-A
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Rectangular Connectors and Cables, GDM-Series, Form A
Field Attachable Rectangular Connectors with Electronic Inserts according to DIN EN 175 301-803

GDML 2016 LED 230 YE

Field attachable rectangular connectar, function Type Order No.

indicator (bipolar LED), 2 poles + PE, screw joint for GOML 2016 LED 230 YE black 34 425-002
I cable M16, Standard DIN EN 175 301-803-A GOML 2016 LED 230 YE grey B4 425-003

GDML 2016 LED 230 VR YE

Field attachable rectangular connector, function Type Order No.

indicator {LED) with recovery diode and varistor GOML 2016 LED 230 VRYE black 934 426-002
[ voltage protection, 2 poles + PE, screw joint for GOML 2016 LED 230 VR YE grey 64 426-003

cable M16, Standard DIN EN 175 301-803-A

GDML 2016 LED 12-250 PTC ZZ sw

Field attachable rectangular connector, function Type Order No.
indicator (LED) with recovery diode and varistor GOML 2016 LED 12-250 PTC ZZ sw w4 529-001
voltage protection, 2 poles + PE, screw joint for
cable M16, Standard DIN EN 175 301-803-A

w,

GDML 3016 LED 230 RG black

Field attachable rectangular connectar, function Type Order No.
indicator (LED) with recovery diode and varistor GOML 3016 LED 230 RG black 34 434-002
voltage protection, 3 poles + PE, screw joint for
cable M16, Standard DIN EN 175 301-803-A

w,

GDML 2009 RC 230 1 black

Field attachable rectangular connector, RC element Type Order No.
* (electromag netic compatibility critical applications) GOML 2009 RC 230 1 black a33 802112
with s_lppras.slon capacnor and function indicator
(glow lamp), 2 poles + PE, screw joint for cable PG 9
(black), Standard DIN EN 175 301-803-A

-,

GDML 2011 GB1

Field attachable rectangular connector, Type Order No.
bridge-type rectifier with varistor voltage protection, GOML 2011 GB1 black 932 329-100
2 poles + PE, screw joint for cable PG 11, N

Standard DIN EN 175 301-805A GOML 2011 GB1 grey 932 329-108

GDML 2011 GB C

Field attachable rectangular connector, bridge-type Type Order No.
rectifier with protective circuit (varistor and capacitor) GOML 2011 GB C black 933 823-100
for electromagnetic compatibility critical applications, GOML 2011 GB G grey 033 023-106
2 poles + PE, screw joirt for cable PG 11,

Standard DIN EN 175 301-803-A
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Rectangular Connectors and Cables, GDM-Series, Form A
Field Attachable Rectangular Connectors with Electronic Inserts according to DIN EN 175 301-803

GDML 2011 GE 1 G black

Field attachable rectangular connector, Type Order No.
half-wave rectifier with protective circuit (diode), GOML 2011 GE 1 G Hack 932 330-100
2 poles + PE, screw joint for cable PG 11,
Standard DIN EN 175 301-803-A

&

GDML 2011 GB1 LED 24

Field attachable I‘BGT&I‘IQI.HBI‘ connector, br‘ldga-typa Type Order No.
rectifie r with varistor wltage protection and function GOML 2011 GE1 LED 24 black a37 446-002
indicator (LED), 2 poles + PE, screw joint for cable GOML 2011 GB1 LED 24 grey 032 446-003
PG 11 (black), Standard DIN EN 175 301-803-A

GDML 2011 LED 24 GB

Field attachable rectangular connector, LED rectifier Type Order No.
withvaristor voltage protection and function indicator GOML 2011 LED 24 GB Hack 932 501-002
(LED)), 2 poles + PE, screw joint for cable PG 11, GDML 2011 LED 24 GB 932 501-003
Standard DIN EN 175 301-803-A orey

GDML 2011 LED 24

Field attachable rectangular connector, Type Order No.
function indicator (LED) with recovery diode, GDML 2011 LED 24 black 932 332-002
2 IJU|BS + PE, screw julntfur cable PG 11, GDML 2011 LED 24 grey 652 252-003
Standard DIN EN 175 301-803-A

GDML 2011 LED 24 YE

Field attachable rectangular connector, Type Order No.
function indicator (LED) with recovery diode, GOML 2011 LED 24 YE black a3 §97-002
2 poles + PE, screw joint for cable PG 11 (black), GOML 2011 LED 24 YE grey 032 527-003
Standard DIN EN 175 301-803-A

GDML 2011 LED 24 HH P

Field attachable rectangular connector, half-wave Type Order No.
rectifier with protective circuit (diode) and function GOML 2011 LED 24 HH P black 932 444-002
indicator (LED), 2 poles + PE, screw joint for cable GOML 2011 LED 24 HH P 032 444-003
PG 11, Standard DIN EN 175 301-803-A oy

GDML 2011 LED 24 HH

Field attachable rectangular connector, function Type Order No.
indicator (LED) with protective circuit (diode), GDML 2011 LED 24 HH black 932 336-002
2 IJU|BS + PE, SCrew julntfur cable PG 11, GDML 2011 LED 24 HH grey 632 256-003
Standard DIN EN 175 301-803-A
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Rectangular Connectors and Cables, GDM-Series, Form A
Field Attachable Rectangular Connectors with Electronic Inserts according to DIN EN 175 301-803

GDML 2011 LED 24 HH YE

Field attachable rectangular connector, function Type Order No.
indicator (LED) with protective circuit {diode), GOML 2011 LED 24 HH YE black 32 640-002
2 pU|BS + PE, screw ]U|n1 for cable PG 11, GOML 2011 LED 24 HH YE grey a2 (40-003
Standard DIN EN 175 301-803-A

GDML 2011 LED 24 VRYE

Field attachable rectangular connector, function Type Order No.
indicator (LED) with recovery diode and varistor GOML 2011 LED 24 VR YE black 933 737-212
voltage protection, 2 poles + PE, screw joint for GOML 2011 LED 24 W YE rey 933 737-712
cable PG 11, Standard DIN EN 175 301-803-A

GDML 2011 LED 24 VR black

Field attachable rectangular connector, function Type Order No.
indicator (LED) with recovery diode and varistor GDML 2011 LED 24 VR black 932 521-002
voltage protection, 2 poles + PE, screw joint for

cable PG 11 (black), Norm DIN EN 175 301-803-A

O
.,

GDML 2011 LED 48 HH black

Field attachable rectangular connector, function Type Order No.
indicator (LED) with protective circuit (diode), GOML 2011 LED 48 HH black 32 648-002
2 poles + PE, screw joint for cable PG 11 (black),
Standard DIN EN 175 301-803-A

.,

GDML 2011 LED 48 VR

Field attachable rectangular connector, function Type Order No.
indicator (LED) with recovery diode and varistor GOML 2011 LED 48 VR black 9390924-912
UUHEQB [JFUTECHUH, 2 [JU|BS + PE, SCFEWJUMT for GOML 2011 LED 48 W grey 433 024-712
cable PG 11, Standard DIN EN 175 301-803-A

O GDML 2011 LED 48 VR YE black

Field attachable rectangular connector, function Type Order No.
indicator (LED) with recovery diode and varistor GDML 2011 LED 48 VR YE black 933 926-212
voltage protection, 2 poles + PE, screw joint for

cable PG 11 (black), Norm DIN EN 175 301-803-A

.,

GDML 2011 GB1 LED 48 black

Field attachable rectangular connector, bridge-type Type Order No.
rectifier with varistor voltage protection and function GDML 2011 GBI LED 48 black 933 925-212
indicator (LED), 2 poles + PE, screw joint for cable
PG 11 (black), Norm DIN EN 175 301-803-A

.,
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Rectangular Connectors and Cables, GDM-Series, Form A
Field Attachable Rectangular Connectors with Electronic Inserts according to DIN EN 175 301-803

GDML 2011 LED 120 YE

Field attachable rectangular connector, function Type Order No.
indicator (bipolar LED), 2 poles + PE, screw joint for GDML 2011 LED 120 YE black 933 738-212
cable PG 11 ,Stanl:lard DIN EN 175 301-803-A GOML 2011 LED 120 YE arey 433 78-T12
GDML 2011 LED 120 VR YE

Field attachable rectangular connector, function Type Order No.
indicator (LED) with recovery diode and vanstor GOML 2011 LED 120 VR YE black 933 97-212
voltage protection, 2 poles + PE, screw jaint for GDML 2011 LED 120 VR YE gey 033 027-712
cable PG 11, Standard DIN EN 175 301-803-A

GDML 2011 LED 230 YE

Field attachable rectangular connector, function Type Order No.
indicator (bipolar LED), 2 poles + PE, screw joint for GDML 2011 LED 230 YE Hack 933 730-212
cable PG 11, Standard DIN EN 175 301-808-A GOML 2011 LED 230VE grey 933 70712
GDML 2011 LED 230 VR YE

Field attachable rectangular connector, function Tpe Order No.
indicator (LED) with recovery diode and varistor GDML 2011 LED 230 VR YE black 933 916-212
voltage protection, 2 poles + PE, screw joint for GDML 2011 LED 230VR ¥E grey 933 916-712
cable PG 11, Standard DIN EN 175 301-803-A

GDML 3011 LED 24 BO black

Field attachable rectangular connector, Type Order No.
function indicator (LED) for pressure switches, GDML 3011 LED 24 BO black 932 866-002
3 poles + PE, screw joint for cable PG 11 {black),
Standard DIN EN 175 301-803-A

GDML 3011 LED 24 RG black

Field attachable rectangular connector, Type Order No.
function indicator (2 LEDs) for pressure switches, GOML 3011 LED 24 RG Hack 932 B57-002
3 poles + PE, screw joint for cable PG 11 (black),
Standard DIN EN 175 301-803-A

GDML 3011 LED 230 RG

Field attachable rectangular connector, Type Order No.
function indicator (2 LEDs) for pressure switches, GOML 3011 LED 230 RG Hack 933 748-212
3 poles + PE, screw joirt for cable PG 11, GOML 3011 LED 230 RG grey 033 748-T12

Standard DIN EN 175 301-803-A
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Rectangular Connectors and Cables, GDM-Series, Form A
Field Attachable Rectangular Connectors with Electronic Inserts (GDME) according to DIN EN 175 301-803

Field attachable rectangular connector, with Type Order No.
central screw M 3x40, strain relief and transparent GOME 2011 back 933 029-100
cover, possibility to fit electronic inserts, GOME 2011 grey 933 029-106
2 poles + PE, screw joint for cable PG 11,

Norm DIN EN 175 301-803-A

GDME 2013
Field attachable rectangular connector, with Type Order No.
central screw M 3x40, strain relief and transparent GOME 2013 black 933 030-100
cover, ISOSS'IUI”N to fit electronic inse s, GOME 2013 ey 433 030-106

2 poles + PE, screw joint for cable PG 13.5,
Standard DIN EN 175 301-803-A

GDME 3011
Field attachable rectangular connector, with central Type Order No.
screw M 3x40, strain relief and transparent cover, GOME 3011 Hack 933 022-100
possibility to fit electronic inserts, GOME 3011 grey 933 022-106

3 poles + PE, screw joint for cable PG 11,
Standard DIN EN 175 301-803-A

GDME 3013
Field attachable rectangular connector, with central Type Order No.
i screw M 3x40, strain relief and transparent cover, GOME 3013 black 933 031-100
possibility tofit electronic inserts, GOME 2013 grey 433 031-106
J 3 poles + PE, screw joint for cable PG 13.5,
Standard DIN EN 175 301-803-A

GDME 3020
Field attachable rectang ular connector, with central Type Order No.
r screw M 3x40, strain relief and transpare nt cover, GOME 3020 black 934 455-100
posaibility to fit electronic inserts, GOME 3020 grey a34 455-106
) 3 poles + PE, screw joint for cable M20,
Standard DIN EN 175 301-803-A

O GDME 2011 Timer black

Field attachable rectangular connector, with integrated ~~ Type Order No.
timer, times may be set independently of one another GOME 2011 Timer black 933 719-100
by means of potentiometer, & different switching
programs with function indicator (LED) and integral
protective wiring + added gasket, 3 poles + PE,
screw joint for cable PG 11 (black),

Standard DIN EN 175 301-803-A

e

GDME LED 24 GB YE

- Electronic insert with LED rectifier with varistor Type Order No.
voltage protection and function indicator (LED), GDME LED 24 GB YE 31 870-001
indicator LED yellow, Standard DIN EN 175 301-803-A

£
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Rectangular Connectors and Cables, GDM-Series, Form A
Electronic Inserts (GDME) according to DIN EN 175 301-803

GDME LED 24 HH YE

Electronic insert with functon indicator (LED) Type Order No.
with protective circuit, indicator LED yellow, GDME LED 24 HH YE 831 873-001
Standard DIN EN 175 301-803-A

Ekectronic insert with function indicator (LED) Type Order No.
with recovery diode, indicator LED yellow, GOME LED 24 YE 831 863-001
Standard DIN EN 175 301-803-A

GDME LED 24 RD

Electronic insert with LED rectifier with varistor Type Order No.
voltage protection and function indicator (LED), GOME LED 24 RD 831 839-001
LED yellow, Standard DIN EN 175 301-803-A

R Ay

GDME HDL 24 GB YE

Electronic insert with LED rectifier with Type Order No.
function indicator (LED), LED yellow, GDME HOL 24 GB YE 831 852-001
Standard DIN EN 175 301-803-A

K Y
L \

GDME HDL 24 YE

_ Electronic insert with function indicator (LED) Type Order No.
~ with recovery diode, LED yellow, Standard GOME HOL 24 YE 832 028-001

DIN EN 175 301-803-A
- Electronic insert with function indicator (Glow lamp), Type Order No.
Q Standard DIN EN 175 301-803-A GOMELG 120 831 826-001

GDME GB1 LG 230

- Electronic insert with bridge-type rectifier with Type Order No.
varistor voltage protection and function indicator GDME GB1 LG 230 831 834-001

(Glow lamp), Standard DIN EN 175 301-803-A

N
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Rectangular Connectors and Cables, GDM-Series, Form A
Electronic Inserts (GDME) according to DIN EN 175 301-803

GDME GB1
. Electronic insert with bridge-type rectifier with varistor ~ Type Order No.
voltage protection, Standard DIN EN 175 301-803-A GIME GB1 831 832-001
GDME 2 LED 24
Ekectronic insert with function indicator (2 LEDs), LED Type Order No.
yellow /LED green, Standard DIN EN 175 301-803-A GDME 2 LED 24 831 876-001

GDME LG 230

= Electronic insert with function indicator (Glow lamp), Type Order No.
O q Standard DIN EN 175 301-803-A GOME LG 230 831 824-001 O

Electronic insert with unequipped circuit board Type Order No.
with 2 fork type springs and 2 damping boxes, GOME UV 1 261 415-000
Standard DIN EN 175 301-803-A

Ekctronic insert with unequipped circuit board Type Order No.
with 2 fork type springs and 2 flat head terminals, GDME LV 3N 931954-001
Standard DIN EN 175 301-803-A

O
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Rectangular Connectors and Cables, GDM-Series, Form A
Appliance Connectors according to DIN EN 175 301-803

GSA 2000 black

Appliance connector with retaining nut, 2 screws Type Order No.
M 3x10 and 1 screw M 3 x5, longitudinal slots, open G5A 2000 black 932 5091-100
nut, 2 poles + PE, Standard DIN EN 175 301-803-A

GSA 2000 A black

Appliance connector with retaining nut, without Type Order No.
screws, longitudinal slots, closed nut, 2 poles + PE, GSA 2000 A black 932 592-500
Standard DIN EN 175 301-803-A

&

GSA 2000 N black

Appliance connector with retaining nut, 2 screws Type Order No.
M 3x10 and 1 screw M 3x5, open nut, 2 poles +PE, GSA 2000 N black 932 967-100
Standard DIN EN 175 301-803-A

GSA 3000 black
Appliance conneclor with retaining nut, 2 screws Type Order No.
M 3x10 and 1 screw M 3 x4, longitudinal slots, open GSA 3000 black 432 597-100
nut, 3 poles + PE, Standard DIN EN 175 301-B03-A

GSA 3000 A black
Appliance connector with retaining nut, without Type Order No.
screws, longitudinal slots, closed nut, 3 poles + PE, GaA 3000 A black 932 598-500

Standard DIN EN 175 301-803-A

GSA 3000 N black

Appliance connector with retaining nut, 2 screws Type Order No.
M 3x10 and 1 screw M 3x5, open nut, 3 poles +PE, GSA 3000 N black 932 968-100
Standard DIN EN 175 301-803-A

GSA-U 2000 N LO black

Molded appliance coupler (P 65 unmated) with 4 Type Order No.
cross-head screws and solder lug for flexible cables, GSAL 2000 N LO black 933 378-100
2 poles + PE, Standard DIN EN 175 301-803-A
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Rectangular Connectors and Cables, GDM-Series, Form A
Appliance Connectors according to DIN EN 175 301-803

GSA-U 3000 N LO black

Molded appliance coupler (IP 65 unmated) with 4 Type Order No.
a cross-head screws and solder lug for flexible cables, GSAL 3000 N LO black 933 379-100

3 poles + PE, Standard DIN EN 175 301-803-A

GSA-U 3075 SK black

Molded appliance coupler (IP 65 unmated) with Type Order No.
4 cross-head screws and insulation displcement G5A-1 3075 SK black 933 381-100
contact (without solder /screw), 3 poles + PE,

Standard DIN EN 175 301-803-A

GSC 300 black

Appliance connector with retaining nut, Type Order No.
PE contact, 2 screws M 3x10 and 1 screw M 3x5, GSC 200 black 931 382-100
without contacts, 2 poles + PE/3 + PE,
Standard DIN EN 175 301-803-A

GSE 2000 N4 black

Appliance connector for installation in sheet metal, Type Order No.
rotating round collar, retaining nut and 4 screws GSE 2000 N4 black 932 886-100
M 3x6, 2 poles + PE, Standard DIN EN 175 301-803-A

GSE 3000 N4 black

Appliance connector for installation in sheet metal, Type Order No.
rotating round collar, retaining nut and 4 screws GSE 3000 N4 black 939 890-100
M 3x6, 3 poles + PE, Standard DIN EN 175 301-803-A

GSR-U 2000 LO black

Appliance connector for injection molding Type Order No.
(IP 65 unmated) with solder lug for flexible cables, GSR-U 2000 LO black 933 377-100
2 poles + PE, Standard DIN EN 175 301-803-A

GSR-U 3000 LO black

Appliance connector for injection molding Type Order No.
(IP 65 unmated) with solder lug for flexible cables, GSR-U 3000 LO black 933 376-100
3 poles + PE, Standard DIN EN 175 301-803-A
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Rectangular Connectors and Cables, GDM-Series, Form A
Appliance Connectors according to DIN EN 175 301-803

GSP 211 PG11 black

Appliance connector with thread, appliance Type Order No.
connector, threaded sleeve, grip ring, o-ring (NBR), GSP211PG11 black 931 298-001
2 poles + PE, screw joint for cable PG 11,
Standard DIN EN 175 301-803-A

GSP 212 1/2" NPTF black

Appliance connector with thread, appliance Tye Order No.
connector, threaded sleeve, grip ring, o-ring (NBR), GSP 212 1/2" NPTF black 931 298-004
2 DUlBS + PE, screw ]OIIHT for cable 1/2" NPTF,
Standard DIN EN 175 301-803-A

2

GSP 213 PG13,5 black

Appliance connector with thread, appliance Type Order No.
connector, threaded sleeve, grip ring, o-ring (NBR), GSP213PG13,5 black 931 208-003
2 poles + PE, screw joint for cable PG 13.5,
Standard DIN EN 175 301-803-A

GSP 2 M 20 black

Appliance connector with thread, appliance Type Order No.
connector, threaded sleeve, grip ring, o-ring (NBR), G5P 2 M20 black 931 208-006
2 poles + PE, screw joirt for cable M20,
Standard DIN EN 175 301-803-A

GSP 311 PG11 black

Appliance connector with thread, appliance Type Order No.
connector, threaded sleeve, grip ring, 0-ring (NBR), GSP311PG11 black 931 297-001
3 poles + PE, screw joint for cable PG 11,
Standard DIN EN 175 301-803-A

GSP 312 1/2" NPTF black

Appliance connector with thread, appliance Type Order No.
connector, threaded sleeve, grip ring, o-ring (NBR), GSP3121/2" NPTF black 931 297-004
3 poles + PE, screw joint for cable 1/2" NPTF,
Standard DIN EN 175 301-803-A

GSP 313 PG13.5 black

Appliance connector with thread, appliance Type Order No.
connector, threaded sleeve, grip ring, o-ring (NBR), GSP313PG13.5 black 931 207-003
3 poles + PE, screw joirt for cable PG 13.5,
Standard DIN EN 175 301-803-A
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Rectangular Connectors and Cables, GDM-Series, Form A
Appliance Connectors according to DIN EN 175 301-803

GSP 316 PG16 black

Appliance connector with thread, appliance Type Order No.
connector, hreaded sleeve, grip ring, o-ring (NBR), GSP 316 PG16 black 31 207-002
3 poles + PE, screw joint for cable PG 16,
Standard DIN EN 175 301-803-A

GSP 3 M20 black

Appliance connector with thread, appliance Type Order No.
connector, threaded sleeve, grip ring, o-rfing (NBR), GSP 3M20 black 931 297-006
3 polas + PE SCI‘SW]U'IHT for cablke MEU,
Standard DIN EN 175 301-803-A

Appliance connector for injection molding Type Order No.
(IP 65 unmated) with solder lug for flexible cables, GSP-1J 3000 LO SN 832 954-200
press-in and screw mounting, 3 poles + PE, GSP-U 3000 LO AL 237 954-400
Standard DIN EN 175 301-803-A B5PU3000 ESW 332 954710
E = with ventitation hole GSP-U 3000 E Au sw B32 954-900
Au = with gold-plated contacts

Appliance connector for profiled gaskets GSAZ, Type Order No.
front connection, 1 hollow screw, 1 screw M 3x5, GSAZ 200 black 932 429-100
2 poles + PE, Standard DIN EN 175 301-803-A

GSAZ 300 black

Appliance connector for profiled gaskets GSAZ, Type Order No.
front connection, 1 hollow screw, 1 screw M 3x5, GEAZ 900 black 937 430-100

3 poles + PE, Standard DIN EN 175 301-803-A

O
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