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Valve-Connectors
DIN 43650 B

Rectangular Connectors and Cables, GDM-Series, Form B
Valve Connectors according to DIN EN 175 301-803

VBD 1A-1-1
- Valve connector Type Order No.
T Actuator cordset, single-ended, valve connector WBD1AL--212/2 M 12224
N according to DIN EN 175 301-803, form B, with LED VBD 1A1-1-212/5 M 12225
function indicator, varistor voltage protection VBD 1A-1-1-212/10M 82466
VED 1A-1-1-226/2 M 12226
O g%ar jankat=mpi\1jtgrlal. VBD 1A-1-1-226/5M 12227
29 = PUR halogen-free, black VBD 1A-1-1-226110 M 43895

VED 1A-1-2
Valve connector Type Order No.
Actuator cordset, single-ended, valve connector VBD 1A-1-2-212/2 M 12234
» according to DIN EN 175 301-803, form B, with LED VBD 1A1-2-212/5 M 12235
function indicator, varistor voltage protection, cable VBD 1A1-2-212/10 M 46037
exit 180 VBD 1A1-2-226/2 M 12236
g%—ar Jacket m;grlﬂl'- VBD 1A1-2-226/5 M 12237
226 = PUR halogen-free, black ¥BD 1AA-2-226710 M 43697

VBD 1B-1-1
- Valve connector Type Order No.
S Actuator cordset, single-ended, valve connector VBD 1B-1-1-212/2 M 12245
- according to DIN EN 175 301-8083, form B, with LED VBD 1B-1-1-212/5 M 12248
- function indicator, suppression diode voltage protection VED 1B-1-1-212/10 M 45033
. VB D 1B-1-1-226/2 M 43899
g%ar ]anl@Lm;E fal VBD 1B-1-1-226/5 M 44565
226 = PUR halogen-free, black VBD 1B-1-1-226/10 M 46939

O VBD 1B-1-2
. Valve connector Type Order No.
Actuator cordset, single-ended, valve connector VBD1B-1-2-212/2M 12251
N according to DIN EN 175 301-803, form B, with LED VBD 1B-1-2-212/5M 12252
. function indicator, suppression diode voltage VBD 1B-1-2-212/10 M 46040
: protection, cable exit 180 VED 1B-1-2-226/2 M 13001
g%ﬁr jacket m;}grlali VBD 1B-1-2-226/5 M 43003
506 — PUR halogen-free, black VED 1B-1-2-226/10M 46941

VBD 1D-3-1

Valve connector Type Order No.
= Actuator cordset, single-ended, valve connector VBD 10-3-1-205/2 M 12253
N according to DIN EN 175 301-803, form B, without VBD 10-3-1-205/5 M 12254
circuitry, 2 + earth connection VBD 1D-2-1-205/10 M 46942
Outer jacket material:
205 =MC
VBD 1D-3-2
Valve connector Type Order No.
Actuator cordset, single-ended, valve connector VBD 10-3-2-205/2 M 12255
according to DIN EN 175 301-803, form B, without VBD 10-3-2-205/5 M 12256
circuitry, 2 + earth connection, cable extt 180° VBD 10-3-2-205/10 M 46943

Outer jacket mate nal:
205 =RC




Rectangular Connectors and Cables, GDM-Series, Form B
Field Attachable Rectangular Connectors according to DIN EN 175 301-803

GMN 216 NJ black

Field attachable rectangular connector, with central Type Order No.
screw M 3x35, 2 poles + PE, screw joint for cable GMN 216 NJ black 934 457-100
M16, Standard DIN EN 175 301-803-B

GMN 209 NJ
Field attachable rectangular connector, with central Type Order No.
screw M 3x35, 2 poles + PE, screw joint for cable PG GMN 209 N black 932 987-100
g, Standard DIN EN 175 301-803-B GIVN 209 NI ey 932 087-106
GMNL 216 NJ LED 24 HH
Field attachable rectangular connector, function Type Order No.
indicator (LED) with protective circuit (diode), GMNL 216N J LED 24 HH black 4 460-002
2 poles + PE, screw joint for cable M12, GMNL 216 NJ LED 24 HH Q34 460-003
Standard DIN EN 175 301-803-B oy

GMNL 209 NJ GB1

Field attachable rectangular connector, Type Order No.
bridge-type rectfier with varistor voltage protection, GMNL 209 NJ GB1 black 933 399-100
2 poles + PE, screw joirt for cable PG 9, GMNL 209 N GE1 grey 933 309-106

Standard DIN EN 175 301-803-B

GMNL 209 NJ GB1 LED 24 black

Field attachable rectangular connector, bridge-type Type Order No.
rectifier with vanstor wltage protection and function GMML 209 NJ GBI LED 24 black a33 400-100
indicator (LED), 2 poles + PE, screw joint for cable
PG 9 {black), Standard DIN EN 175 301-803-B

v

GMNL 209 NJ LED 24 HH

Field attachable rectangular connector, function Type Order No.
indicator (LED) with protective circuit (diode), GMNL 200 NJ LED 24 HH back 933 388-100
2 poles + PE, screw joint for cable PG 9 (black), GMNL 209 NJ LED 24 HH grey 933 388106

Standard DIN EN 175 301-803-B

GMNL 209 NJ LED 24 YE black

Field attachable rectangular connector, Type Order No.
function indicator (LED) with recovery diode, GMNL 200 NJ LED 24 YE Hack 933572100
2 poles + PE, screw joint for cable PG 9 {black),
Standard DIN EN 175 301-803-B
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Rectangular Connectors and Cables, GDM-Series, Form B

Field Attachable Rectangular Connectors, Appliance Connectors according to DIN EN 175 301-803,

Valve Connector Cordsets, Single-ended, Industry Standard

GMNL 209 NJ LED 120 YE black

Field attachable rectangular connector, function Type Order No.
indicator (LED) with recovery diode, 2 poles + PE, GVINL 209 NJ LED 120 YE black 93 714-100
screw joint for cable PG 9 (black),
Standard DIN EN 175 301-803-B
GMNL 209 NJ LED 230 YE
Field attachable rectangular connector, function Type Order No.
indicator (LED) with recovery diode, 2 poles + PE, GMMNL 209 NJ LED 230'YE black 933 715-100
screw jpint for cable PG 9, GVINL 209 NJ LED 230 YE grey 933 715-106
Standard DIN EN 175 301-803-B
GSN 20 black
Appliance connector with central screws (hollow), Type Order No.
1 screw M 3x4, 2 poles + PE, GSN 20 black 932 421-100
Standard DIN EN 175 301-303-B
Valve connector Type Order No.
Actuator cordset, single-ended, valve connector VB 1A1-1-212/2 M 12189
< similar to DIN EN 175 301-803, industry standard VB 1A-1-1-212/5 M 12190
" form B, with LED function indicator, varistor voltage VB 1A-1-1-212/10 M 26742
' protection VB 1A-1-1-226/2 M 43846
g%ﬁr jacket m;wtgﬂali VB 1A-1-1-226/5 M 43848
2% = PUR halogen-free, black VB 14-1-1-226/10 M 43845

VB 1A-1-2

s Valve connector

Actuator cordset, single-ended, valve connector similar

~ to DIN EN 175 301-803, industry standard form B,
1 with LED function indicator, varistor voltage protection,
L cable exit 180°

Outer jacket material:
212 =MC
226 = PUR halogen-free, black

Type Order No.
VB 1A-1-2-212/2 M 12196
\B 1A-1-2-212/5M 12197
VB 1A-1-2-212/110M 45929
VB 1A-1-2-226/2 M 43589
VB 1A-1-2-226/5 M 43891
VB 1A-1-2-226/10M 46930

Valve connector

Actuator cordset, single-ended, valve connector
simirto DIN EN 175 301-803, industry standard
form B, with LED function indicator, suppression
dinde wltage protection

Outer jacket mate rial:
212 =mC
226 = PUR halogen-free, black

VB 1B-1-2

Type Order No.
VB 1B-1-1-212/2 M 12205
VB 1B-1-1-212/5 M 12206
VB 1B-1-1-212/10 M 46931
VB 1B-1-1-226/2 M 16080
VB 1B-1-1-226/5 M 44674
VB 1B-1-1-226/10 M 46932

Valve connector

Actuator cordset, single-ended, valve connector
similarto DIN EN 175 301-803, industry standard
form B, with LED function indicator, suppression
diode voltage protection, cable exit 180°

Outer jacket mate rial:

212 =P

226 = PUR halogen-free, black
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Type Order No.
\B 1B-1-2-212/2M 12211
VB 1B-1-2-212/5M 12212
VB 1B-1-2-212/10 M 46933
VB 1B-1-2-226 /2 M 16081
VB 1B-1-2-226/5 M 44400
\B 1B-1-2-226/10 M 46934
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Rectangular Connectors and Cables, GDM-Series, Form B
Valve Connector Cordsets, Field Attachable Rectangular Connectors, Industry Standard

Valve connector Type Order No.
Actuator cordset, single-ended, valve connector VB1D-3-1-205/2M 12213
similar to DIN EN 175301-803, industry standard VB 10-3-1-205/6 M 12214
form B, without circuitry, 2 + earth connection VB 1D-3-1-205/10 M 46935
Outer jacket material:

205 =mMC

Valve connector Type Order No.
Actuator cordset, single-ended, valve connector VB 1D-3-2-205/2 M 12215
5 similar to DIN EN 175301-803, industry standard VB 10-3-2-205/5 M 12216
form B, without circuitry, 2 + earth connection, VB 10-3-2-205/10 M 46936
cable exit 180°
Outer jacket material:
205 =PC
GM 209 NJ
Field attachable rectangular connector, with central Type Order No.
screw M 3x35, 2 poles + PE, screw joint for cable GM 209 NJ black 932977-100
PG 9, industry standard (11 mm) GM 209 NJ grey 932977106
Field attachable rectangular connector, with central Type Order No.
screw M 3x35, 2 poles + PE, screw joint for cable GM 216 NJ black 934 456-100
M16, Industr}' standard (11 mm) GM 216 N.J grey 934 456-106
GML 216 NJ LED 24 HH
Field attachable rectangular connector, function Type Order No.
indicator (LED) with protective circuit (diode), GML 216 W LED 24 HH black 934 458-002
| 2 IJU|BS + pE, SCFBWIUmt for cable M1ﬁ, Industr)r GVL 216 MJ LED 24 HH arey a4 458-003
J standard (11 mm)

GML 216 NJ LED 24 VR YE

Field attachable rectangular connector, function Type Order No.

indicator (LED) with recovery diode and varistor GML 216 NJ LED 24 VR YE Hack 4 459-002
i voltage protection, 2 poles + PE, screw joint for GML 216 M LED 24 VRYE a34 450-003
- cable M16, industry standard (11 mm) orey

GML 209 NJ GB1
Field attachable rectangular connector, Type Order No.
bridge-type rectifier with varistor voltage protection, GML 209 NJ GB1 black 933 398-100
2 poles + PE, screw joint for cable PG 9, industry GML 203 NJ GB1 grey 933 308-106

standard (11 mm)
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Rectangular Connectors and Cables, GDM-Series, Form B
Field Attachable Rectangular Connectors, Industry Standard

GML 209 NJ GB1 LED 24

Field attachable rectangular connector, bridge-type Type
rectifier with varistor voltage protection and function GML 209 NJ GB1 LED 24 Hack 933 642-100

indicator (LED], 2 [JU|BS + PE, screw ]U|m for cable GVIL 209 NJ GB1 LED 24 grey 0973 642-106
PG 9, industry standard (11 mm)

GML 209 NJ LED 24 HH

Field attachable rectangular connector, function Type Order No.
indicator (LED) with protective circutt (diode), GML 209 NJ LED 24 HH black 933 389-100
2 poles + PE, screw joint for cable PG 9, industry GVIL 200 NJ LED 24 FH grey 933 380-106

standard (11 mm)

GML 209 NJ LED 24 YE

Field attachable rectangular connector, function Type Order No.
indicator (LED yellow) with recovery diode, GML 209 NJ LED 24 VE black 933 571-100
2 poles + PE, screw joint for cable PG 9, industry GML 209 NJ LED 24YE grey 933 571-108

standard (11 mm)

GML 209 NJ LED 24

Field attachable rectangular connector, function Type
indicator (LED red) with recovery diode, GML 209 NJ LED 24 Hack gz?. 928—100
2 [JCI|ES + PE, screw JUH‘IT.fUI' cable PG 9, |I1IjUStI‘5‘ GML 208 NJ LED 24 grey a3 028-106

standard (11 mm)

GML 209 NJ LED 24 VR YE

Field attachable rectangular connector, function Type Order No.
indicator (LED yellow) with recovery diode and GML 209 NJ LED 24VRYE black 933 929-100
varistor voltage protection, 2 poles + PE, screw GVIL 208 NJ LED 24 VR YE grey 033 020-106

joint for cable PG 9, industry standard (11 mm)

GML 209 NJ LED 120 YE

Field attachable rectangular connector, function Type Order No.
indicator (LED yellow) with recovery diode, GML 209 NJ LED 120 YE black 933 712-100
2 poles + PE, screw joint for cable PG 9, industry GML 209 NJ LED 120 YE giey 933 712-106

standand (11 mm)

GML 209 NJ LED 120 VR YE black

Field attachable rectangular connector, function Type Order No.
indicator (LED yellow) with recovery diode and GVIL 209 NJ LED 120 VR YE black 933 934-100
varistor voltage protection, 2 poles + PE, screw joint
for cable PG 9 (black), industry standard (11 mm)
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Rectangular Connectors and Cables, GDM-Series, Form B

Field Attachable Rectangular Connectors, Valve Connectors, Industry Standard

GML 209 NJ LED 230 YE

Field attachable rectangular connector, function Type Order No.
indicator (LED yellow) with recovery diode, GWL 209 NJ LED 230 YE back 933 713-100
| 2 IJU|BS + PE, SCFBW]Ulm for cable PG 9, Indush’y GNL 209 NJ LED 230 YE ey 933 713-106
] standard (11 mm)
GML 209 NJ LED 230 black
Field attachable rectangular connector, function Type Order No.
indicator (LED red) with recovery diode, GML 209 NJ LED 230 black 933931-100
] 2 poles + PE, screw joint for cable PG 9 (black), in-
| dustry standard (11 mm)
GML 209 NJ LED 230VR YE
Field attachable rectangular connector, function Type Order No.
Ind!n%ur U_I'FD yallu':\r) \‘grlm E?snu-.laary dFI,uEd‘s and GML 209 NJ LED 230 VR YE black 933 932-100
| vansinrvoitage profection, £ poles + e, serew GML 209 NJ LED 230 VR YEQm 933932-106
' joint for cable PG 9, industry standard (11 mm) 9%y
GML 209 NJ GB1 LED 230
Field attachable rectangular connector, bridge-type Type Order No.
rectfier with varistor voltage protection and function GML 200 NJ GB1 LED 230 black 933 933-100
indicator (LED), 2 poles + PE, screw joint for cable GML 200 NJ GB1 LED 230 grey 933 933-106
PG 9, industry standard (11 mm)
GSA 20 black
Appliance connector with central screws (hollow), Type Order No.
1 screw M 3x4, 2 poles + PE, industry standard GSA 20 black 931 352-100
{11 mm)
Valve connector Type Order No.
Actuator cordset, single-ended, valve connector VCD 1A-1-3-212/2 M 12274
according to DIN EN 175 301-803, form C (8.0 mm), VD 1A-1-3-212/5 M 12275
with LED function indicator, varstor voltage VED 1A-1-3-212/10 M 13445
protection, connected protective earth VCD 1A1-3-226/2 M 12276
Outer jacket material: VCD 1A-1-3-226/5 M 12277
212 - P/C VCD 1A-1-3-226/10 M 43911
226 = PUR halogen-free, black VCD 1A41-3-241/2 M 12279
24 = PUR halogen-free, black, VED 1A-1-3-241/5 M 12280
welding spark proof VCD 1A1-3-241/10 M 18063
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